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Section 1 CPU 


1.1 Overview 


The H8/300H CPU is a high-speed central processing unit with an internal 32-bit architecture that 
is upward-compatible with the H8/300 CPU. The H8/300H CPU has sixteen 16-bit general 
registers, can address a 16-Mbyte linear address space, and is ideal for realtime control. 


1.1.1 Features 
The H8/300H CPU has the following features. 
¢ Upward-compatible with H8/300 CPU 
— Can execute H8/300 object programs 
¢ General-register architecture 


— Sixteen 16-bit general registers (also usable as sixteen 8-bit registers or eight 32-bit 
registers) 


¢ Sixty-two basic instructions 


— 8/16/32-bit arithmetic and logic instructions 
— Multiply and divide instructions 
— Powerful bit-manipulation instructions 


e Eight addressing modes 


— Register direct [Rn] 

— Register indirect [@ERn] 

— Register indirect with displacement [@(d:16,ERn) or @(d:24,ERn)] 

— Register indirect with post-increment or pre-decrement [@ERn+ or @—ERn] 
— Absolute address [@aa:8, @aa:16, or @aa:24] 

— Immediate [#xx:8, #xx:16, or #xx:32] 

— Program-counter relative [@(d:8,PC) or @(d:16,PC)] 

— Memory indirect [@ @aa:8] 


¢ 16-Mbyte address space 
e High-speed operation 


— All frequently-used instructions execute in two to four states 
— Maximum clock frequency: 16 MHz 


— 8/16/32-bit register-register add/subtract: 125 ns 
— 8 x 8-bit register-register multiply: 875 ns 

— 16 + 8-bit register-register divide: 875 ns 

— 16x 16-bit register-register multiply: 1375 ns 
— 32+ 16-bit register-register divide: 1375 ns 


Two CPU operating modes 


— Normal mode 
— Advanced mode 


Low-power mode 


— Transition to power-down state by SLEEP instruction 


1.1.2 Differences from H8/300 CPU 


In comparison to the H8/300 CPU, the H8/300H CPU has the following enhancements. 


More general registers 

Eight 16-bit registers have been added. 

Expanded address space 

Normal mode supports the same 64-kbyte address space as the H8/300 CPU. 
Advanced mode supports a maximum 16-Mbyte address space. 

Enhanced addressing 


The addressing modes have been enhanced to make effective use of the 16-Mbyte address 
space. 


Enhanced instructions 


Signed multiply/divide instructions and other instructions have been added. 


1.2 CPU Operating Modes 


The H8/300H CPU has two operating modes: normal and advanced. Normal mode supports a 
maximum 64-kbyte address space. Advanced mode supports up to 16 Mbytes. The mode is 
selected at the mode pins of the microcontroller. For further information, refer to the relevant 
hardware manual. 





Maximum 64 kbytes, program 
and data areas combined 


CPU operating modes 





Maximum 16 Mbytes, program 
Advanced mode and data areas combined 








Figure 1-1 CPU Operating Modes 


(1) Normal Mode: The exception vector table and stack have the same structure as in the H8/300 
CPU. 


Address Space: A maximum address space of 64 kbytes can be accessed, as in the H8/300 CPU. 


Extended Registers (En): The extended registers (EO to E7) can be used as 16-bit data registers, 
or they can be combined with the general registers (RO to R7) for use as 32-bit data registers. 
When En is used as a 16-bit register it can contain any value, even when the corresponding 
general register (RO to R7) is used as an address register. If the general register is referenced in the 
register indirect addressing mode with pre-decrement (@-Rn) or post-increment (@Rn+) and a 
carry or borrow occurs, however, the value in the corresponding extended register will be affected. 


Instruction Set: All additional instructions and addressing modes of the H8/300 CPU can be 
used. If a 24-bit effective address (EA) is specified, only the lower 16 bits are used. 


Exception Vector Table and Memory Indirect Branch Addresses: In normal mode the top area 
starting at H'0000 is allocated to the exception vector table. One branch address is stored per 16 
bits (figure 1-2). The exception vector table differs depending on the microcontroller, so see the 
microcontroller hardware manual for further information. 





H'0002 | 
H'0003 | __ 
H'0004 | 
H'0005 


H'0006 , 
H'0007 Exception vector 1 
H'0008 : 
H'0009 Exception vector 2 


H'0000 | Reset exception vector 7a ) 
H'0001 





Reserved for system use 


< Exception 
vector table 











Figure 1-2 Exception Vector Table (normal mode) 


The memory indirect addressing mode (@ @aa:8) employed in the JMP and JSR instructions uses 
an 8-bit absolute address to specify a memory operand that contains a branch address. In normal 
mode the operand is a 16-bit word operand, providing a 16-bit branch address. Branch addresses 
can be stored in the top area from H'0000 to H'OOFF. Note that this area is also used for the 
exception vector table. 


Stack Structure: When the program counter (PC) is pushed on the stack in a subroutine call, and 
the PC and condition-code register (CCR) are pushed on the stack in exception handling, they are 
stored in the same way as in the H8/300 CPU. See figure 1-3. 








(a) Subroutine branch (b) Exception handling 


PC 
(16 bits) 














Note: * Ignored at return. 


Figure 1-3 Stack Structure (normal mode) 





(2) Advanced Mode: In advanced mode the exception vector table and stack structure differ from 
the H8/300 CPU. 


Address Space: Up to 16 Mbytes can be accessed linearly. 


Extended Registers (En): The extended registers (EO to E7) can be used as 16-bit data registers, 
or they can be combined with the general registers (RO to R7) for use as 32-bit data registers. 
When a 32-bit register is used as an address register, the upper 8 bits are ignored. 


Instruction Set: All additional instructions and addressing modes of the H8/300H can be used. 


Exception Vector Table and Memory Indirect Branch Addresses: In advanced mode the top 
area starting at H'000000 is allocated to the exception vector table in units of 32 bits. In each 32 
bits, the upper 8 bits are ignored and a branch address is stored in the lower 24 bits (figure 1-4). 
The exception vector table differs depending on the microcontroller, so see the relevant hardware 
manual for further information. 





H'000000 Don’t care 


Reset exception vector 
H'000003 
H'000004 


> Exception vector table 
Reserved for system use 


H'00000B 
H'00000C | Don't care 


Exception vector 














Figure 1-4 Exception Vector Table (advanced mode) 





The memory indirect addressing mode (@ @aa:8) employed in the JMP and JSR instructions uses 
an 8-bit absolute address to specify a memory operand that contains a branch address. In advanced 
mode the operand is a 32-bit longword operand, of which the lower 24 bits are the branch address. 
Branch addresses can be stored in the top area from H'000000 to H'OOOOFF. Note that this area is 
also used for the exception vector table. 


Stack Structure:When the program counter (PC) is pushed on the stack in a subroutine call, and 
the PC and condition-code register (CCR) are pushed on the stack in exception handling, they are 
stored as shown in figure 1-5. 





(a) Subroutine branch (b) Exception handling 


Reserved 


PC 
(24 bits) 











Figure 1-5 Stack Structure (advanced mode) 





1.3 Address Space 


Figure 1-6 shows a memory map of the H8/300H CPU. 





(a) Normal mode (b) Advanced mode 
H'0000 H'000000 
H'FFFF 
H'FFFFFF 








Figure 1-6 Memory Map 





1.4 Register Configuration 
1.4.1 Overview 


The H8/300H CPU has the internal registers shown in figure 1-7. There are two types of registers: 
general and extended registers, and control registers. 





General registers (Rn) and extended registers (En) 
15 07 07 0 
































Control registers (CR) 


76543210 
CCR | 1|U|H|U|N|Z/V|C 
Legend 
SP: Stack pointer 
PC: Program counter 
CCR: Condition code register 
I: Interrupt mask bit 
U: User bit or interrupt mask bit 
H Half-carry flag 
N: Negative flag 
Z: Zero flag 
V: Overflow flag 
Cc Carry flag 





Figure 1-7 CPU Registers 





1.4.2 General Registers 


The H8/300H CPU has eight 32-bit general registers. These general registers are all functionally 
alike and can be used without distinction between data registers and address registers. When a 
general register is used as a data register, it can be accessed as a 32-bit, 16-bit, or 8-bit register. 
When the general registers are used as 32-bit registers or as address registers, they are designated 
by the letters ER (ERO to ER7). 


The ER registers divide into 16-bit general registers designated by the letters E (EO to E7) and R 
(RO to R7). These registers are functionally equivalent, providing a maximum sixteen 16-bit 
registers. The E registers (EO to E7) are also referred to as extended registers. 


The R registers divide into 8-bit general registers designated by the letters RH (ROH to R7H) and 
RL (ROL to R7L). These registers are functionally equivalent, providing a maximum sixteen 8-bit 
registers. 


Figure 1-8 illustrates the usage of the general registers. The usage of each register can be selected 
independently. 


Address registers 

































































* 32-bit registers * 16-bit registers * 8-bit registers 
E registers (extended registers) 
(EO to E7) 

ER registers RH registers 
(ERO to ER7) (ROH to R7H) 
R registers 

(RO to R7) 
RL registers 
(ROL to R7L) 














Figure 1-8 Usage of General Registers 





General register ER7 has the function of stack pointer (SP) in addition to its general-register 
function, and is used implicitly in exception handling and subroutine calls. Figure 1-9 shows the 
stack. 





Free area 





SP (ER7) + A 


LLL 


VL; 




















Figure 1-9 Stack 
1.4.3 Control Registers 


The control registers are the 24-bit program counter (PC) and the 8-bit condition-code register 
(CCR). 


(1) Program Counter (PC): This 24-bit counter indicates the address of the next instruction the 
CPU will execute. The length of all CPU instructions is 16 bits (one word) or a multiple of 16 bits, 
so the least significant PC bit is ignored. When an instruction is fetched, the least significant PC 
bit is regarded as 0. 


(2) Condition Code Register (CCR): This 8-bit register contains internal CPU status 
information, including the interrupt mask bit (I) and half-carry (H), negative (N), zero (Z), 
overflow (V), and carry (C) flags. 


Bit 7—Interrupt Mask Bit (I): Masks interrupts other than NMI when set to 1. (NMI is accepted 
regardless of the I bit setting.) The I bit is set to 1 by hardware at the start of an exception- 
handling sequence. 


Bit 6—User Bit (U): Can be written and read by software using the LDC, STC, ANDC, ORC, 
and XORC instructions. This bit can also be used as an interrupt mask bit. For details see the 
relevant microcontroller hardware manual. 


Bit 5—Half-Carry Flag (H): When the ADD.B, ADDX.B, SUB.B, SUBX.B, CMP.B, or NEG.B 
instruction is executed, this flag is set to | if there is a carry or borrow at bit 3, and cleared to 0 
otherwise. When the ADD.W, SUB.W, CMP.W, or NEG.W instruction is executed, the H flag is 
set to | if there is a carry or borrow at bit 11, and cleared to 0 otherwise. When the ADD.L, 
SUB.L, CMP.L, or NEG.L instruction is executed, the H flag is set to 1 if there is a carry or 
borrow at bit 27, and cleared to 0 otherwise. 


Bit 4—User Bit (U): Can be written and read by software using the LDC, STC, ANDC, ORC, 
and XORC instructions. 


Bit 3—Negative Flag (N): Indicates the most significant bit (sign bit) of the result of an 
instruction. 


Bit 2—Zero Flag (Z): Set to | to indicate a zero result, and cleared to 0 to indicate a non-zero 
result. 


Bit 1—Overflow Flag (V): Set to 1 when an arithmetic overflow occurs, and cleared to 0 at other 
times. 


Bit 0O—Carry Flag (C): Set to 1 when a carry occurs, and cleared to 0 otherwise. Used by: 


e Add instructions, to indicate a carry 
e Subtract instructions, to indicate a borrow 
e Shift and rotate instructions, to store the value shifted out of the end bit 


The carry flag is also used as a bit accumulator by bit manipulation instructions. Some 
instructions leave some or all of the flag bits unchanged. For the action of each instruction on the 
flag bits, refer to the detailed descriptions of the instructions starting in section 2.2.1. 


Operations can be performed on the CCR bits by the LDC, STC, ANDC, ORC, and XORC 
instructions. The N, Z, V, and C flags are used as branching conditions for conditional branch 
(Bcc) instructions. 


1.4.4 Initial Register Values 


When the CPU is reset, the program counter (PC) is loaded from the vector table and the I bit in 
the condition-code register (CCR) is set to 1. The other CCR bits and the general registers and 
extended registers are not initialized. In particular, the stack pointer (extended register E7 and 
general register R7) is not initialized. The stack pointer must therefore be initialized by an MOV.L 
instruction executed immediately after a reset. 


1.5 Data Formats 


The H8/300H CPU can process 1-bit, 4-bit, 8-bit (byte), 16-bit (word), and 32-bit (longword) 
data. Bit-manipulation instructions operate on 1-bit data by accessing bit n (n = 0, 1, 2, ..., 7) of 
byte operand data. The DAA and DAS decimal-adjust instructions treat byte data as two digits of 
4-bit BCD data. 


1.5.1 General Register Data Formats 


Figure 1-10 shows the data formats in general registers. 




















































































































Data type Register number Data format 
1-bit data RnH 7 OY, pdt te tart Rees 
7|6/5)4/3/2]1/0 Don’t care 
1-bit data Re ONL 7 0 
Don’t care 7|6/5)4/3/2]1/0 
4-bit BCD data RnH 7 43 DS het fe tacdee atte 
Upper Lower Don’t care 
4-bit BCD data Roe 7 43 0 
Don’t care Upper Lower 
Byte data RnH 7 ERE eee AT Ie 
a oe ee Don’t care 
MSB LSB 
Byte data Roby, 2 est ee 7 0 
Don’t care a ae ee a 
MSB LSB 











Figure 1-10 General Register Data Formats 





Word data Rn 









































eee 0 
MSB LSB 
Word data En 
15 0 
MSB LSB 
Longword data ERn 
31 16 15 0 
MSB En Rn LSB 
Legend 
ERn: General register ER 
En: General register E 
Rn: General register R 
RnH: General register RH 
RnL: General register RL 
MSB: Most significant bit 
LSB: Least significant bit 





Figure 1-10 General Register Data Formats (cont) 


1.5.2. Memory Data Formats 


Figure 1-11 shows the data formats on memory. The H8/300H CPU can access word data and 
longword data on memory, but word or longword data must begin at an even address. If an 
attempt is made to access word or longword data at an odd address, no address error occurs but 
the least significant bit of the address is regarded as 0, so the access starts at the preceding 
address. This also applies to instruction fetches. 
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Data type Data format 












Address as 
1-bit data AddressL]|7|6|5|4|3/|2/11|0 


Byte data 


Word data 


Longword data 





Figure 1-11 Memory Data Formats 


When ER7 is used as an address register to access the stack, the operand size should be word size 
or longword size. 





1.6 Instruction Set 
1.6.1 Overview 


The H8/300H CPU has 62 types of instructions, which are classified by function in table 1-1. For 
a detailed description of each instruction see section 2.2, Instruction Descriptions. 


Table 1-1 Instruction Classification 























Function Instructions Number 
Data transfer MOV, PUSH*1, POP*2, MOVTPE, MOVFPE 3 
Arithmetic ADD, SUB, ADDX, SUBX, INC, DEC, ADDS, SUBS, DAA, 18 
operations DAS, MULXU, MULXS, DIVXU, DIVXS, CMP, NEG, EXTS, 
EXTU 
Logic operations AND, OR, XOR, NOT 
Shift SHAL, SHAR, SHLL, SHLR, ROTL, ROTR, ROTXL, 
ROTXR 
Bit manipulation BSET, BCLR, BNOT, BTST, BAND, BIAND, BOR, BIOR, 14 
BXOR, BIXOR, BLD, BILD, BST, BIST 
Branch Bcc*2, JMP, BSR, JSR, RTS 
System control TRAPA, RTE, SLEEP, LDC, STC, ANDC, ORC, XORC,NOP 9 
Block data transfer EEPMOV 1 


Total 62 types 


Notes: The shaded instructions are not present in the H8/300 instruction set. 
1. POP.W Rn and PUSH.W Rn are identical to MOV.W @SP+, Rn and MOV.W Rn, @-SP. 
POP.L ERn and PUSH.L ERn are identical to MOV.L @SP+, ERn and MOV.L ERn, 
@-SP. 
2. Bcc is the generic designation of a conditional branch instruction. 


1.6.2 Instructions and Addressing Modes 


Table 1-2 indicates the instructions available in the H8/300H CPU. 


Table 1-2 Instruction Set Overview 


Addressing Modes 








































































































Function Instruction #xx Rn @ERn = @(d:16,ERn) @(d:24,ERn) @ERn+/@-ERn @aa:8 @aa:16 @aa:24 @(d:8,PC) @(d:16,PC) @@aa:8 — 
Data MOV BWL BWL BWL BWL BWL BWL —_— = _= — 
transfer POP, PUSH _ = 2 WL 
MOVFPE, _— —_ = = 
MOVTPE 
Arithmetic ADD,CMP BWL BWL — _ _— —_ = = 
operations SUB WL. BWL = = -_ =. a 
ADDX, B B _ _ _ —_ = = 
SUBX 
ADDS, SiS = = = = = 
SUBS 
INC, DEC a BWL — _ _— —_ =, = 
DAA,DAS — B —_— _ _— —_ a = 
MULXU, — BW — _— _ = _— _ 
DIVXU _— 
MULXS, Bw — — _ = = = 
DIVXS _— 
NEG BWL — _ _— —_ == = 
EXTU, EXTS — WL — _ _ —_ at = 
Logic AND, OR, BWL BWL — _ _— —_ — = 
operations XOR 
NOT _ BWL — _— _— —_ = — 
Shift — BWL — oe = = _ = 
Bit manipu- —_— B B = = —_ = = 
lation 
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Table 1-2 Instruction Set Overview (cont) 





Addressing Modes 
















































































Function Instruction #xx Rn @ERn = @(d:16,ERn) @(d:24,ERn) @ERn+/@-ERn @aa:8 @aa:16 @aa:24 @(d:8,PC) @(d:16,PC) @@aa:8 — 
Branch Bec, BSR _ — eae pa a O O = = 
JMP,JSR — — O _— — a = — @*” = ae O = 
RTS — = — O 
System = TRAPA _ _ _— O 
control RTE _ a = O 
SLEEP _ = = O 
LDC B B Ww WwW WwW WwW _ Ww WwW = = = as 
STC —_ B Ww WwW Ww WwW oa Ww WwW = — = — 
ANDC, B _ _— — _ —_— _— a 
ORC, 
XORC 
NOP _ — = oO 
Block data EEPMOV.B _ _ = oO 
transfer EEPMOV.W _ = = O 
Legend 
B: Byte 
W: Word 
L: Longword 


: Newly added instruction in H8/300H CPU 


Notes: 1. The operand size of the ADDS and SUBS instructions of the H8/300H CPU has been changed to longword size. (In the 


H8/300 CPU it was word size.) 


2. Because of its larger address space, the H8/300H CPU uses a 24-bit absolute address for the JMP and JSR instructions. 


(The H8/300 CPU used 16 bits.) 
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1.6.3 Tables of Instructions Classified by Function 


Table 1-3 summarizes the instructions in each functional category. The notation used in table 1-3 
is defined next. 


Operation Notation 


























Rd General register (destination)* 
Rs General register (source)* 
Rn General register* 
ERn General register (32-bit register) 
(EAd) Destination operand 
(EAs) Source operand 
CCR Condition code register 
N (negative) bit of CCR 
Z Z (zero) bit of CCR 





V (overflow) bit of CCR 





C (carry) bit of CCR 












































PC Program counter 
SP Stack pointer 

#IMM Immediate data 

disp Displacement 

+ Addition 

= Subtraction 

x Multiplication 

+ Division 

A AND logical 

Vv OR logical 

® Exclusive OR logical 
> Move 

a Not 

13/:8/:16/:24 3-, 8-, 16-, or 24-bit length 


Note: * General registers include 8-bit registers (ROH/ROL to R7H/R7L), 16-bit registers (RO to 
R7, EO to E7), and 32-bit registers (ERO to ER7). 


Table 1-3 Instructions Classified by Function 


Type Instruction Size* 
Data transfer MOV B/W/L 


Function 


(EAs) > Rd, Rs — (EAd) 

Moves data between two general registers or between 
a general register and memory, or moves immediate 
data to a general register. 





MOVFPE B 


(EAs) — Rd 

Moves external memory contents (addressed by 
@aa:16) to a general register in synchronization with 
an E clock. 





MOVTPE B 


Rs — (EAd) 

Moves general register contents to an external memory 
location (addressed by @aa:16) in synchronization with 
an E clock. 





POP W/L 


@SP+ —> Rn 

Pops a register from the stack. POP.W Rn is identical to 
MOV.W @SP+, Rn. POP.L ERn is identical to MOV.L 
@SP+, ERn. 





PUSH W/L 


Note: * Size refers to the operand size. 


B: Byte 
W: Word 
L: Longword 


Rn —+ @-SP 

Pushes a register onto the stack. PUSH.W Rn is 
identical to MOV.W Rn, @-SP. PUSH.L ERn is 
identical to MOV.L ERn, @—-SP. 
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Table 1-3 Instructions Classified by Function (cont) 


Type Instruction Size* Function 
Arithmetic ADD B/W/L Rd+Rs—Rd, Rd+#IMM > Rd 
operations SUB Performs addition or subtraction on data in two general 


registers, or on immediate data and data in a general 
register. (Immediate byte data cannot be subtracted 
from data in a general register. Use the SUBX or ADD 
instruction.) 





ADDX B Rd+Rs+C—4Rd, Rd+#IMM+C-—Rd 

SUBX Performs addition or subtraction with carry or borrow 
on byte data in two general registers, or on immediate 
data and data in a general register. 











INC BWW/L Rd+1—4Rd, Rd+2—Rd 

DEC Increments or decrements a general register by 1 or 2. 
(Byte operands can be incremented or decremented by 
1 only.) 

ADDS L Rd+1—>Rd, Rd+2 >+Rd, Rd+4 Rd 

SUBS Adds or subtracts the value 1, 2, or 4 to or from data in 
a 32-bit register. 

DAA B Rd decimal adjust > Rd 

DAS Decimal-adjusts an addition or subtraction result in a 


general register by referring to the CCR to produce 
4-bit BCD data. 





MULXS B/W Rd x Rs > Rd 
Performs signed multiplication on data in two general 
registers: either 8 bits x 8 bits — 16 bits or 16 bits x 16 
bits > 32 bits. 





MULXU B/W Rd x Rs > Rd 
Performs unsigned multiplication on data in two general 
registers: either 8 bits x 8 bits — 16 bits or 16 bits x 16 
bits > 32 bits. 





DIVXS B/W Rd + Rs > Rd 
Performs signed division on data in two general 
registers: either 16 bits + 8 bits > 8-bit quotient and 
8-bit remainder or 32 bits + 16 bits > 16-bit quotient 
and 16-bit remainder. 


Note: * Size refers to the operand size. 


B: Byte 
W: Word 
L: Longword 
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Table 1-3 Instructions Classified by Function (cont) 


Type Instruction 


Arithmetic DIVXU 
operations 


Size* 
B/W 


Function 


Rd + Rs > Rd 

Performs unsigned division on data in two general 
registers: either 16 bits + 8 bits — 8-bit quotient and 8- 
bit remainder or 32 bits + 16 bits — 16-bit quotient and 
16-bit remainder. 





CMP 


B/W/L 


Rd-—Rs, Rd-#IMM 

Compares data in a general register with data in 
another general register or with immediate data, and 
sets the CCR according to the result. 





NEG 


B/W/L 


0—Rd > Rd 
Takes the two’s complement (arithmetic complement) of 
data in a general register. 





EXTS 


W/L 


Rd (sign extension) — Rd 

Extends byte data in the lower 8 bits of a 16-bit register 
to word data, or extends word data in the lower 16 bits 
of a 32-bit register to longword data, by extending the 
sign bit. 





EXTU 


W/L 


Rd (zero extension) — Rd 

Extends byte data in the lower 8 bits of a 16-bit register 
to word data, or extends word data in the lower 16 bits 
of a 32-bit register to longword data, by padding with 
zeros. 





Logic operations AND 


B/W/L 


RdaRs—Rd, Rda#IMM > Rd 
Performs a logical AND operation on a general register 
and another general register or immediate data. 





OR 


B/W/L 


RdvRs—Rd, Rdv #IMM-— Rd 
Performs a logical OR operation on a general register 
and another general register or immediate data. 





XOR 


B/W/L 


Rd ® Rs— Rd, Rd@®#IMM— Rd 

Performs a logical exclusive OR operation on a general 
register and another general register or immediate 
data. 





NOT 


Note: * Size refers to the operand size. 


B: Byte 
W: Word 
L: Longword 


B/W/L 


.(Rd) — (Rd) 
Takes the one’s complement of general register 
contents. 
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Table 1-3 Instructions Classified by Function (cont) 














Type Instruction Size* Function 
Shift operations © SHAL B/W/L _ Rad (shift) = Rd 
SHAR Performs an arithmetic shift on general register 
contents. 
SHLL B/W/L _ Rd (shift) — Rd 
SHLR Performs a logical shift on general register contents. 
ROTL B/W/L Rd (rotate) — Rd 
ROTR Rotates general register contents. 
ROTXL B/W/L_ Rd (rotate) — Rd 
ROTXR Rotates general register contents through the carry bit. 
Bit-manipulation BSET B 1 > (<bit-No.> of <EAd>) 
instructions Sets a specified bit in a general register or memory 


operand to 1. The bit number is specified by 3-bit 
immediate data or the lower three bits of a general 
register. 





BCLR B 0 > (<bit-No.> of <EAd>) 
Clears a specified bit in a general register or memory 
operand to 0. The bit number is specified by 3-bit 
immediate data or the lower three bits of a general 
register. 





BNOT B 1 (<bit-No.> of <EAd>) — (<bit-No.> of <EAd>) 
Inverts a specified bit in a general register or memory 
operand. The bit number is specified by 3-bit 
immediate data or the lower three bits of a general 
register. 





BTST B 1 (<bit-No.> of <EAd>) > Z 
Tests a specified bit in a general register or memory 
operand and sets or clears the Z flag accordingly. The 
bit number is specified by 3-bit immediate data or the 
lower three bits of a general register. 





BAND B C a (<bit-No.> of <EAd>) > C 
ANDs the carry flag with a specified bit in a general 
register or memory operand and stores the result in the 
carry flag. 





BIAND B C a 7 (<bit-No.> of <EAd>) > C 
ANDs the carry flag with the inverse of a specified bit in 
a general register or memory operand and stores the 
result in the carry flag. 
The bit number is specified by 3-bit immediate data. 


Note: * Size refers to the operand size. 


B: Byte 
W: Word 
L: Longword 
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Table 1-3 Instructions Classified by Function (cont) 





Type Instruction Size* Function 
Bit-manipulation BOR B C v (<bit-No.> of <EAd>) > C 
instructions ORs the carry flag with a specified bit in a general 
register or memory operand and stores the result in the 
carry flag. 
BIOR B C v [5 (<bit-No.> of <EAd>)] > C 


ORs the carry flag with the inverse of a specified bit ina 
general register or memory operand and stores the 
result in the carry flag. 


The bit number is specified by 3-bit immediate data. 





BXOR B C © (<bit-No.> of <EAd>) > C 
Exclusive-ORs the carry flag with a specified bit in a 
general register or memory operand and stores the 
result in the carry flag. 





BIXOR B C ® [= (<bit-No.> of <EAd>)] > C 
Exclusive-ORs the carry flag with the inverse of a 
specified bit in a general register or memory operand 
and stores the result in the carry flag. 


The bit number is specified by 3-bit immediate data. 





BLD B (<bit-No.> of <EAd>) > C 
Transfers a specified bit in a general register or 
memory operand to the carry flag. 





BILD B 1 (<bit-No.> of <EAd>) > C 
Transfers the inverse of a specified bit in a general 
register or memory operand to the carry flag. 


The bit number is specified by 3-bit immediate data. 





BST B C > (<bit-No.> of <EAd>) 
Transfers the carry flag value to a specified bit ina 
general register or memory operand. 





BIST B 1C > (<bit-No.> of <EAd>) 
Transfers the inverse of the carry flag value toa 
specified bit in a general register or memory operand. 


The bit number is specified by 3-bit immediate data. 


Note: * Size refers to the operand size. 
B: Byte 
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Table 1-3 Instructions Classified by Function (cont) 


Size* 


Function 


Branches to a specified address if a specified condition 
is true. The branching conditions are listed below. 


















































Mnemonic Description Condition 
BRA(BT) Always (true) Always 
BRN(BF) Never (false) Never 
BHI High CvzZ=0 
BLS Low or same CvZ=1 
Bcc(BHS) Carry clear C=0 
(high or same) 
BCS(BLO) Carry set (low) C=1 
BNE Not equal Z=0 
BEQ Equal Z=1 
BVC Overflow clear V=0 
BVS Overflow set V=1 
BPL Plus N=0 
BMI Minus N=1 
BGE Greater or equal N@®V=0 
BLT Less than N@V=1 
BGT Greater than ZvV(N@®V)=0 
BLE Less or equal Zv(N@®V)=1 








Branches unconditionally to a specified address. 





Branches to a subroutine at a specified address. 





Branches to a subroutine at a specified address. 





Type Instruction 
Branching Bcc 
instructions 

JMP 

BSR 

JSR 

RTS 


Note: * Size refers to the operand size. 


Returns from a subroutine. 
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Table 1-3 Instructions Classified by Function (cont) 


























Type Instruction Size* Function 
System control TRAPA — Starts trap-instruction exception handling. 
instructions : ; ; 
RTE —_— Returns from an exception-handling routine. 
SLEEP — Causes a transition to the power-down state. 
LDC B/W (EAs) > CCR 
Moves the source operand contents to the condition 
code register. Byte transfer is performed in the #xx:8, 
Rs addressing mode and word transfer in other 
addressing modes. 
STC B/W CCR = (EAd) 
Transfers the CCR contents to a destination location. 
Byte transfer is performed in the Rd addressing mode 
and word transfer in other addressing modes. 
ANDC B CCR a #IMM > CCR 
Logically ANDs the condition code register with 
immediate data. 
ORC B CCR v #IMM > CCR 
Logically ORs the condition code register with 
immediate data. 
XORC B CCR ® #IMM > CCR 
Logically exclusive-ORs the condition code register 
with immediate data. 
NOP — PC +2— PC 


Note: * Size refers to the operand size. 


B: Byte 
W: Word 


Only increments the program counter. 
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Table 1-3 Instructions Classified by Function (cont) 


Type Instruction Size* Function 


Block data EEPMOV.B — if R4L #0 then 
transfer Repeat @ER5 +— @ER6 + 
instruction R4L - 1>R4L 
Until R4L = 0 
else next; 
EEPMOV.W — if R4 #0 then 
Repeat @ER5 +— @ER6 + 
R4-—1—>R4L 
Until R4 = 0 
else next; 


Transfers a data block according to parameters set in 
general registers R4L or R4, ER5, and R6. 


R4L or R4: size of block (bytes) 
ERS: starting source address 
R6: starting destination address 


Execution of the next instruction begins as soon as the 
transfer is completed. 


Note: * Size refers to the operand size. 
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1.6.4 Basic Instruction Formats 


The H8/300H instructions consist of 2-byte (1-word) units. An instruction consists of an operation 
field (OP field), a register field (r field), an effective address extension (EA field), and a condition 
field (cc). 


Operation Field: Indicates the function of the instruction, the effective address, and the operation 
to be carried out on the operand. The operation field always includes the first four bits of the 
instruction. Some instructions have two operation fields. 


Register Field: Specifies a general register. Address registers are specified by 3 bits, data 
registers by 3 bits or 4 bits. Some instructions have two register fields. Some have no register 
field. 


Effective Address Extension: Eight, 16, or 32 bits specifying immediate data, an absolute 
address, or a displacement. A 24-bit address or a displacement is treated as 32-bit data in which 
the first 8 bits are 0. 


Condition Field: Specifies the branching condition of Bcc instructions. 


Figure 1-12 shows examples of instruction formats. 





(1) Operation field only 


op 
ee ee NOP, RTS, etc. 


(2) Operation field and register fields 





[e) rm 
p m ADD. Rn, Rm, etc. 





(3) Operation field, register fields, and effective address extension 








EA (disp) 


MOV @(d:16, Rn), Rm 





(4) Operation field, effective address extension, and condition field 


op my EA iaisp) BRA @(d:8, PC) 











Figure 1-12 Instruction Formats 
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1.6.5 Addressing Modes and Effective Address Calculation 


(1) Addressing Modes: The H8/300H CPU supports the eight addressing modes listed in table 1- 
4. Each instruction uses a subset of these addressing modes. Arithmetic and logic instructions can 
use the register direct and immediate modes. Data transfer instructions can use all addressing 
modes except program-counter relative and memory indirect. Bit manipulation instructions use 
register direct, register indirect, or absolute (8-bit) addressing mode to specify an operand, and 
register direct (BSET, BCLR, BNOT, and BTST instructions) or immediate (3-bit) addressing 
mode to specify a bit number in the operand. 


Table 1-4 Addressing Modes 























No. Addressing Mode Symbol 
1 Register direct Rn 
2 Register indirect @ERn 
3 Register indirect with displacement @(d:16,ERn)/@(d:24,ERn) 
4 Register indirect with post-increment @ERn+ 
Register indirect with pre-decrement @-ERn 
5 Absolute address @aa:8/@aa:16/@aa:24 
6 Immediate XX :8/#XX:1 6/#XX:32 
7 Program-counter relative @(d:8,PC)/@(d:16,PC) 
8 Memory indirect @@aa:8 


1 Register Direct—Rn: The register field of the instruction specifies an 8-, 16-, or 32-bit general 
register containing the operand. ROH to R7H and ROL to R7L can be specified as 8-bit registers. 
RO to R7 and EO to E7 can be specified as 16-bit registers. ERO to ER7 can be specified as 32-bit 
registers. 


2 Register Indirect—@ERn: The register field of the instruction code specifies an address 
register (ERn), the lower 24 bits of which contain the address of a memory operand. 


3 Register Indirect with Displacement— @ (d:16, ERn) or @(d:24, ERn): A 16-bit or 24-bit 
displacement contained in the instruction is added to an address register (an extended register 
paired with a general register) specified by the register field of the instruction, and the lower 24 
bits of the sum specify the address of a memory operand. A 16-bit displacement is sign-extended 
when added. 
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4 Register Indirect with Post-Increment or Pre-Decrement—@ERn+ or @-ERn: 
¢ Register indirect with post-increment— @ERn+ 


The register field of the instruction code specifies an address register (ERn), the lower 24 bits 
of which contain the address of a memory operand. After the operand is accessed, 1, 2, or 4 is 
added to the address register contents (32 bits) and the sum is stored in the address register. 
The value added is | for byte access, 2 for word access, or 4 for longword access. For word or 
longword access, the register value should be even. 


¢ Register indirect with pre-decrement—@-—ERn 


The value 1, 2, or 4 is subtracted from an address register (ERn) specified by the register field 
in the instruction code, and the lower 24 bits of the result becomes the address of a memory 
operand. The result is also stored in the address register. The value subtracted is | for byte 
access, 2 for word access, or 4 for longword access. For word or longword access, the 
resulting register value should be even. 


5 Absolute Address—@aa:8, @aa:16, or @aa:24: The instruction code contains the absolute 
address of a memory operand. The absolute address may be 8 bits long (@aa:8), 16 bits long 
(@aa:16), or 24 bits long (@aa:24). For an 8-bit absolute address, the upper 16 bits are all 
assumed to be | (H'FFFF). For a 16-bit absolute address the upper 8 bits are a sign extension. 

A 24-bit absolute address can access the entire address space. Table 1-5 indicates the accessible 
address ranges. 


Table 1-5 Absolute Address Access Ranges 








Normal Mode Advanced Mode 
8 bits H'FFOO to H'FFFF H'FFFFOO to H'FFFFF 
(@aa:8) (65,280 to 65,535) (16,776,960 to 16,777,215) 
16 bits H'0000 to H'FFFF H'000000 to H'007FFF, H'FF8000 to H'FFFFFF 
(@aa:16) (0 to 65,535) (0 to 32,767, 16,744,448 to 16,777,215) 
24 bits H'0000 to H'FFFF H'00000 to H'FFFFF 
(@aa:24) (0 to 65,535) (0 to 16,777,215) 





For further details on the accessible range, see the relevant microcontroller hardware manual. 


6 Immediate—#xx:8, #xx:16, or #xx:32: The instruction contains 8-bit (#xx:8), 16-bit (#xx:16), 
or 32-bit (#xx:32) immediate data as an operand. 


The ADDS, SUBS, INC, and DEC instructions contain immediate data implicitly. Some bit 
manipulation instructions contain 3-bit immediate data in the second or fourth byte of the 
instruction, specifying a bit number. The TRAPA instruction contains 2-bit immediate data in the 
second byte of the instruction, specifying a vector address. 
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7 Program-Counter Relative—@(d:8, PC) or @(d:16, PC): This mode is used in the Bcc and 
BSR instructions. An 8-bit or 16-bit displacement contained in the instruction is sign-extended 
and added to the 24-bit program counter (PC) contents to generate a branch address. The PC value 
to which the displacement is added is the address of the first byte of the next instruction, so the 
possible branching range is —126 to +128 bytes (63 to +64 words) or —32766 to +32768 bytes 
(—16383 to +16384 words) from the branch instruction. The resulting value should be an even 
number. 


8 Memory Indirect—@ @aa:8: This mode can be used by the JMP and JSR instructions. The 
second byte of the instruction specifies a memory operand by an 8-bit absolute address. This 
memory operand contains a branch address. The upper 8 bits of the absolute address are assumed 
to be 0 (H'00), so the address range is 0 to 255 (H’0000 to H’OOFF in normal mode, H'000000 to 
H'OOOOFF in advanced mode). In normal mode the memory operand is a word operand and the 
branch address is 16 bits long. In advanced mode the memory operand is a longword operand. The 
first byte is ignored and the branch address is 24 bits long. Note that the first part of the address 
range is also the exception vector area. For further details see the relevant microcontroller 
hardware manual. 








Specified > Specified > Reserved 
by @aa:8 by @aa:8 








Branch address 








(a) Normal mode (b) Advanced mode 











Figure 1-13 Branch Address Specification in Memory Indirect Mode 


If an odd address is specified in word or longword memory access, or as a branch address, the 
least significant bit is regarded as 0, causing access to be performed at the address preceding the 
specified address. [See (2) Memory Data Formats in section 1.5.2 for further information.] 


(2) Effective Address Calculation: Table 1-6 indicates how effective addresses are calculated in 
each addressing mode. In normal mode the upper 8 bits of the effective address are ignored in 
order to generate a 16-bit address. 
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Table 1-6 Effective Address Calculation 




















































































































































































































































































































No. Addressing Mode and Instruction Format Effective Address Calculation Effective Address (EA) 
(1) Register direct Rn 
Operands are contents of regm and regn 
op Regm| Regn 
(2) Register indirect @ERn 31 0 23 0 
>| Register contents >| 
op reg 
(3) Register indirect with displacement 
@(d:16, ERn) 31 0 
a Register contents 
op reg disp 23 0 
@—| 
31 0 
Sign extension disp 
(4) Register indirect with post-increment or pre-decrement 1 93 0 
+ Register indirect with post-increment 2 2 
@ERn+ aa Register contents >| 
$ 
op reg 1,2,o0r4 
* Register indirect with pre-decrement 31 0 
@-ERn : 
>| Register contents 
23 0 
op reg A 
iS PR tal en ah! ida 2 . meee 
Operand Size |Added Value 1,2, or4 
Byte 1 
Word 2 
Longword 4 
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Table 1-6 Effective Address Calculation (cont) 






















































































No. Addressing Mode and Instruction Format Effective Address Calculation Effective Address (EA) 
(5) Absolute address 
@aa:8 23 87 
H'FFFF 
op abs 
carer 23 16 15 
Sign 
op abs axtension 
@aa:24 
op 23 
abs 



































mmediate #xx:8/#xx:16/#xx:32 











op IMM 














Operand is immediate data. 
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Table 1-6 Effective Address Calculation (cont) 






















































































































































































No. Addressing Mode and Instruction Format Effective Address Calculation Effective Address (EA) 
(7) Program-counter relative 23 0 
PC contents 
@(d:8, PC)/@(d:16, PC) 
23 
op disp 23 0 | 
Sign ; 
extension disp 

(8) Memory indirect @@aa:8 

Normal mode 

op abs 
23 87 | 0 
H'0000 abs 
15 0 23 16 15 
\_______________ | Memory contents > H'00 
Advanced mode 
op abs 
23 87 | 0 
H'0000 abs 
0 23 














Le 
Memo 





ry contents 
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Legend 

reg, regm, regn: General registers 
op: Operation field 

disp: Displacement 

abs: Absolute address 

IMM: Immediate data 
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Section 2 Instruction Descriptions 


2.1 Tables and Symbols 


This section explains how to read the tables describing each instruction. Note that the descriptions 
of some instructions extend over two pages or more. 


Mnemonic (full name): Gives the full and mnemonic names of the instruction. 
Type: Indicates the type of instruction. 
Operation: Describes the instruction in symbolic notation. (See section 2.1.2, Operation.) 


Assembly-Language Format: Indicates the assembly-language format of the instruction. (See 
section 2.1.1, Assembler Format.) 


Operand Size: Indicates the available operand sizes. 


Condition Code: Indicates the effect of instruction execution on the flag bits in the CCR. (See 
section 2.1.3, Condition Code.) 


Description: Describes the operation of the instruction in detail. 


Available Registers: Indicates which registers can be specified in the register field of the 
instruction. 


Operand Format and Number of States Required for Execution: Shows the addressing modes 
and instruction format together with the number of states required for execution. 


Notes: Gives notes concerning execution of the instruction. 
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2.1.1 Assembler Format 


Example: ADD. B <EAs>, Rd 











Destination operand 








Source operand 


Size 





— Mnemonic 


The operand size is byte (B), word (W), or longword (L). Some instructions are restricted to a 
limited set of operand sizes. 


The symbol <EA> indicates that two or more addressing modes can be used. The H8/300H CPU 
supports the eight addressing modes listed next. Effective address calculation is described in 
section 1.7, Effective Address Calculation. 























Symbol Addressing Mode 

Rn Register direct 

@ERn Register indirect 

@(d:16, ERn)/@(d:24, ERn) Register indirect with displacement (16-bit or 24-bit) 
@ERn+, @-ERn Register indirect with post-increment or pre-decrement 
@aa:8/16/24 Absolute address (8-bit, 16-bit, or 24-bit) 

#xx:8/16/32 Immediate (8-bit, 16-bit, or 32-bit) 

@(d:8, PC)/@(d:16, PC) Program-counter relative (8-bit or 16-bit) 

@@aa:8 Memory indirect 
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2.1.2 Operation 


The symbols used in the operation descriptions are defined as follows. 


















































Symbol Meaning 

Rd General destination register* 

Rs General source register* 

Rn General register* 

ERd General destination register (address register or 32-bit register) 
ERs General source register (address register or 32-bit register) 
ERn General register (32-bit register) 

(EAd) Destination operand 

(EAs) Source operand 

PC Program counter 

SP Stack pointer 

CCR Condition-code register 

N N (negative) flag in CCR 

Z Z (zero) flag in CCR 

V V (overflow) flag in CCR 

Cc C (carry) flag in CCR 

disp Displacement 

> Transfer from the operand on the left to the operand on the right, or transition 


from the state on the left to the state on the right 





+ Addition of the operands on both sides 





- Subtraction of the operand on the right from the operand on the left 





x Multiplication of the operands on both sides 





+ Division of the operand on the left by the operand on the right 





A Logical AND of the operands on both sides 





Vv Logical OR of the operands on both sides 





Logical exclusive OR of the operands on both sides 





A Logical NOT (logical complement) 





()< > Contents of effective address of the operand 


Note: * General registers include 8-bit registers (ROH to R7H and ROL to R7L), 16-bit registers 


(RO to R7 ad E0 to E7) and 32-bit registers. 
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2.1.3 Condition Code 


The symbols used in the condition-code description are defined as follows. 














Symbol Meaning 

t Changes according to the result of the instruction 
ms Undetermined (no guaranteed value) 

0 Always cleared to 0 

- Not affected by execution of the instruction 

A Varies depending on conditions; see the notes. 


2.1.4 Instruction Format 


The symbols used in the instruction format descriptions are listed below. 














Symbol Meaning 

IMM Immediate data (2, 3, 8, 16, or 32 bits) 

abs Absolute address (8, 16, or 24 bits) 

disp Displacement (8, 16, or 24 bits) 

rs, rd, rn Register number (4 bits. The symbol rs corresponds to operand symbols such 
as Rs. The symbol rd corresponds to operand symbols such as Rd. The symbol 
rn corresponds to the operand symbol Rn.) 

ers, erd, ern Register number (3 bits. The symbol ers corresponds to operand symbols such 


as ERs. The symbol erd corresponds to operand symbols such as ERd and 
@ERd. The symbol ern corresponds to the operand symbol ERn.) 
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2.1.5 Register Specification 


Address Register Specification: When a general register is used as an address register [@ERn, 
@(d:16, ERn), @(d:24, ERn), @ERn+, or @-ERn], the register is specified by a 3-bit register 
field (ers or erd). The lower 24 bits of the register are valid. 


Data Register Specification: A general register can be used as a 32-bit, 16-bit, or 8-bit data 
register, which is specified by a 3-bit register number. When a 32-bit register (ERn) is used as a 
longword data register, it is specified by a 3-bit register field (ers, erd, or ern). When a 16-bit 
register is used as a word data register, it is specified by a 4-bit register field (rs, rd, or rn). The 
lower 3 bits specify the register number. The upper bit is set to 1 to specify an extended register 
(En) or cleared to 0 to specify a general register (Rn). When an 8-bit register is used as a byte data 
register, it is specified by a 4-bit register field (rs, rd, or m). The lower 3 bits specify the register 
number. The upper bit is set to | to specify a low register (RnL) or cleared to 0 to specify a high 
register (RnH). This is shown next. 


Address Register 





32-bit Register 16-bit Register 8-bit Register 
Register General Register General Register General 
Field Register Field Register Field Register 
000 ERO 0000 RO 0000 ROH 
001 ER1 0001 R1 0001 R1H 
111 ER7 o111 R7 0111 R7H 
1000 EO 1000 EOL 
1001 E1 1001 EI L 
4111 E7 4111 E7L 
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2.1.6 Bit Data Access in Bit Manipulation Instructions 


Bit data is accessed as the n-th bit (n= 0, 1, 2, 3, ..., 7) of a byte operand in a general register or 
memory. The bit number is given by 3-bit immediate data, or by the lower 3 bits of a general 
register value. 


Example 1: To set bit 3 in R2H to 1 
BSET R1L, R2H 
RiL | Don’t care | O:1:1 


Bit number 


AeA 6 aa el oe ae oe 4 




















Set to 1 
Example 2: To load bit 5 at address H'FFFFO2 into the bit accumulator 


BLD #5, @FFFFO2 











Load | | 


The operand size and addressing mode are as indicated for register or memory operand data. 
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2.2 Instruction Descriptions 


The instructions are described starting in section 2.2.1. 
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2.2.1 (1) ADD (B) 


ADD (ADD binary) Add Binary 
Operation Condition Code 


Assembly-Language Format I—[—[sJ-[t ttt dt 


BDUSE SE RSaehe H: Set to 1 if there is a carry at bit 3; 


otherwise cleared to 0. 


Operand Size ; ; : ; 
N: Set to 1 if the result is negative; otherwise 
Byte cleared to 0. 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Set to 1 if there is a carry at bit 7; 
otherwise cleared to 0. 
Description 


This instruction adds the source operand to the contents of an 8-bit register Rd (destination 
operand) and stores the result in the 8-bit register Rd. 


Available Registers 


Rd: ROL to R7L, ROH to R7H 
Rs: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


Addressing . Instruction Format No. of 
Mnemonic | Operands 

Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 

Immediate ADD.B #xx:8, Rd 8 : rd 2 


Register direct ADD.B Rs, Rd 6°38 2 



































Notes 
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2.2.1 (2) ADD (W) 


ADD (ADD binary) Add Binary 
Operation Condition Code 


Assembly-Language Format I—J—[s J—[t eit tt 


Ee eras H: Set to 1 if there is a carry at bit 11; 


otherwise cleared to 0. 


Operand Size ; ; ; ; 
N: Set to | if the result is negative; otherwise 
Word 
cleared to 0. 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Set to 1 if there is a carry at bit 15; 
otherwise cleared to 0. 
Description 


This instruction adds the source operand to the contents of a 16-bit register Rd (destination 
operand) and stores the result in the 16-bit register Rd. 


Available Registers 


Rd: RO to R7, EO to E7 
Rs: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


; Instruction Format 
Addressing Mnemonic | Operands Mo. of 


Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 











Immediate ADD.W #xx:16, Rd 7:9 : IMM 4 
Register direct | ADD.W Rs, Rd 3 2 


























Notes 
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2.2.1 (3) ADD (L) 


ADD (ADD binary) Add Binary 
Operation Condition Code 


Assembly-Language Format —J=—[2 J=]t [tf ]tl 


EUs Serie H: Set to 1 if there is a carry at bit 27; 


otherwise cleared to 0. 


Operand Size 
N: Set to 1 if the result is negative; otherwise 
Longword cleared to 0. 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Set to 1 if there is a carry at bit 31; 
otherwise cleared to 0. 
Description 


This instruction adds the source operand to the contents of a 32-bit register ERd (destination 
operand) and stores the result in the 32-bit register ERd. 


Available Registers 


ERd: ERO to ER7 
ERs: ERO to ER7 


Operand Format and Number of States Required for Execution 


Instruction Format 
1st byte | 2ndbyte | 3rdbyte | 4thbyte | 5thbyte | 6th byte 
Immediate ADD.L #xx:32, ERd| 7 : A 1 :0:erd IMM 
Register direct ADD.L Rs, ERd 0 : A |1:ers:0:erd 


Addressing 
Mode 


Mnemonic | Operands 









































Notes 
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2.2.2 ADDS 





ADDS (ADD with Sign extension) Add Binary Address Data 
Operation Condition Code 
Beeler ER I UH UN ZvVC 
Rd + 2 — ERd 
Rd+4— ERd 
Assembly-Language Format H: Previous value remains unchanged. 
N: Previous value remains unchanged. 
ADDS #1, ERd ; ; 
Z: Previous value remains unchanged. 
ADDS #2, ERd : ; 
V: Previous value remains unchanged. 
ADDS #4, ERd : ; 
C: Previous value remains unchanged. 
Operand Size 
Longword 
Description 


This instruction adds the immediate value 1, 2, or 4 to the contents of a 32-bit register ERd. 
Differing from the ADD instruction, it does not affect the condition code flags. 


Available Registers 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
Mnemonic | Operands 
Mode 1st byte 2ndbyte | 3rd byte 4th byte | States 


Register direct ADDS #1, ERd phics 1B 0 Oerd 











Register direct ADDS #2, ERd 0: B 8 (O:erd 
Register direct ADDS #4, ERd 0 B 9 -0-erd 





























Notes 
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2.2.3 ADDX 


ADDX (ADD with eXtend carry) Add with Carry 
Operation Condition Code 


Assembly-Language Format —([—[sJ-[t ttt ]s 


eee Sea se H: Set to 1 if there is a carry at bit 3; 


otherwise cleared to 0. 


Operand Size ; ; ‘ ; 
N: Set to 1 if the result is negative; otherwise 
Byte cleared to 0. 
Z: Previous value remains unchanged if the 
result is zero; otherwise cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Set to 1 if there is a carry at bit 7; 
otherwise cleared to 0. 
Description 


This instruction adds the source operand and carry flag to the contents of an 8-bit register Rd 
(destination register) and stores the result in the 8-bit register Rd. 


Available Registers 


Rd: ROL to R7L, ROH to R7H 
Rs: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


Addressing . Instruction Format No. of 
Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 








Immediate ADDX #xx:8, Rd 9 : 1d 2 
Register direct | ADDX Rs, Rd 0 €E 2 





























Notes 
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2.2.4 (1) AND (B) 


AND (AND logical) Logical AND 
Operation Condition Code 


Assembly-Language Format |—[—|—]—[ 1] + [0 |—| 


AND.B <EAs>, Rd : , 
H: Previous value remains unchanged. 


N: Set to | if the result is negative; otherwise 


Operand Size 
cleared to 0. 
Byte Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction ANDs the source operand with the contents of an 8-bit register Rd (destination 
register) and stores the result in the 8-bit register Rd. 


Available Registers 


Rd: ROL to R7L, ROH to R7H 
Rs: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 








Immediate AND.B #xx:8, Rd E =: rd 2 
Register direct AND.B Rs, Rd 1: 6 2 





























Notes 
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2.2.4 (2) AND (W) 
AND (AND logical) 


Operation 
Rd « (EAs) > Rd 


Assembly-Language Format 
AND.W <EAs>, Rd 


Operand Size 
Word 


Description 


Logical AND 


Condition Code 


I UH U N ZV C 


Er et eee 


H: Previous value remains unchanged. 
N: Set to 1 if the result is negative; otherwise 


cleared to 0. 


Z: Set to 1 if the result is zero; otherwise 


cleared to 0. 
V: Always cleared to 0. 


C: Previous value remains unchanged. 


This instruction ANDs the source operand with the contents of a 16-bit register Rd (destination 
register) and stores the result in the 16-bit register Rd. 


Available Registers 


Rd: RO to R7, EO to E7 
Rs: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


Addressing 
Mode 


Mnemonic | Operands 


Instruction Format 





1st byte 


2nd byte 3rd byte 4th byte 





No. of 
States 





Immediate AND.W #xx:16, Rd 


Fg 


IMM 


4 





Register direct AND.W Rs, Rd 








Notes 





626 
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2 





2.2.4 (3) AND (L) 


AND (AND logical) Logical AND 
Operation Condition Code 


Assembly-Language Format |—[—|—]—[ 1] + [0 |—| 


PSE Sean’ H: Previous value remains unchanged. 


N: Set to | if the result is negative; otherwise 


Operand Size 
cleared to 0. 
Longword Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction ANDs the source operand with the contents of a 32-bit register ERd (destination 
register) and stores the result in the 32-bit register ERd. 


Available Registers 


ERd: ERO to ER7 
ERs: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing Instruction Format 


Mnemonic | Operands 





Mode 1st byte | 2ndbyte | 3rdbyte | 4th byte | 5th byte | 6th byte 








Immediate AND.L | #xx:32,ERd; 7 A | 6 O:erd IMM 
Register direct AND.L Rs, ERd 0:41 F: 0 O:ers:0:erd 
































Notes 
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2.2.5 ANDC 


ANDC (AND Control register) Logical AND with CCR 
Operation Condition Code 


Assembly-Language Format 


BES Pee e Ck Stores the corresponding bit of the result. 


: Stores the corresponding bit of the result 
Stores the corresponding bit of the result. 
Stores the corresponding bit of the result 
Stores the corresponding bit of the result. 
Stores the corresponding bit of the result. 
Stores the corresponding bit of the result. 
Stores the corresponding bit of the result. 


| 


Operand Size 
Byte 


Description 


This instruction ANDs the contents of the condition-code register (CCR) with immediate data and 
stores the result in the condition-code register. No interrupt requests, including NMI, are accepted 
immediately after execution of this instruction. 


Operand Format and Number of States Required for Execution 


; Instruction Format 
Addressing Mnemonic | Operands neeol 


Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 























Immediate ANDC #xx:8, CCR] 0 6 IMM 2 





Notes 
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2.2.6 BAND 


BAND (Bit AND) Bit Logical AND 
Operation Condition Code 





Assembly-Language Format |—[—|—]—|-|-[-]| 4) 


BAND #xx:3, <EAd> 


H: Previous value remains unchanged. 
: N: Previous value remains unchanged. 
Operand Size 8 
Z: Previous value remains unchanged. 
ate V: Previous value remains unchanged. 
C: Stores the result of the operation. 
Description 


This instruction ANDs a specified bit in the destination operand with the carry bit and stores the 
result in the carry bit. The bit number is specified by 3-bit immediate data. The destination 
operand contents remain unchanged. 


Specified by #xx:3 


BitNo. 7 { 0 
<EAd> —>' 
‘O-O--Os 
Available Registers 


Rd: ROL to R7L, ROH to R7H 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing ; Instruction Format No. of 
7 Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 








Register direct BAND #xx:3.Rd 7: 6 |0 IMM: rd 
Register indirect | BAND |#xx:3@ERd| 7 C lOerd o| 7. 6 |OIMM 0 
Absolute address BAND |#xx:3.@aa:8} 7 : E abs 7 6 |0 IMM: 0 
































Note: * The addressing mode is the addressing mode of the destination operand <EAd>. 


Notes 


See the corresponding LSI hardware manual for details on the access range for @aa : 8. 
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2.2.7 Bee 


Bcc (Branch conditionally) Conditional Branch 





Operation Condition Code 

If condition is true, then I UH UNZVC 
oe EEE RSS si 

else next; 


Assembly-Language Format H: Previous value remains unchanged. 
: N: Previous value remains unchanged. 

Bec disp : ; 
7 ; Z: Previous value remains unchanged. 

— Condition field : ; 
V: Previous value remains unchanged. 
Operand Size C: Previous value remains unchanged. 

Description 


If the condition specified in the condition field (cc) is true, a displacement is added to the program 
counter (PC) and execution branches to the resulting address. The PC value used in the address 
calculation is the starting address of the instruction immediately following the Bcc instruction. 
The displacement is a signed 8-bit or 16-bit value. The branch destination address can be located 
in the range from —126 to +128 bytes or —32766 to +32768 bytes from the Bcc instruction. 


Mnemonic 


Meaning 


Condition 


Signed/Unsigned* 





BRA (BT) 
BRn (BF) 
BHI 

BLS 

BCC (BHS) 
BCS (BLO) 
BNE 

BEQ 

BVC 

BVS 

BPL 

BMI 

BGE 

BLT 

BGT 

BLE 





Always (true) 
Never (false) 
HIgh 

Low or Same 
Carry Clear (High or Same) 
Carry Set (LOw) 
Not Equal 

EQual 

oVerflow Clear 
oVerflow Set 
PLus 

Minus 

Greater or Equal 
Less Than 
Greater Than 
Less or Equal 





True 
False 
CvZ =0 
CvZ = 1 


ZZ2Z2<<NNOO 
ll 
Sion Oo HONS 


=0 
N@V = 
Zv(N@V) = 0 
Zv(N@V) = 1 








X>Y 
X<Y 
X2Y 
xX<Y 
X#Y 
X>Y 


X2Y 
xX<Y 
X>VY 
X<Y 


unsigned 
unsigned 
unsigned 
unsigned 
unsigned or signed) 
unsigned or signed) 


signed 
signed 
signed 
signed 





( 
( 
( 
( 


) 
) 
) 
) 


Note: * If the immediately preceding instruction is a CMP instruction, X is the destination operand 
and Y is the source operand. 


Bec (Branch conditionally) Conditional Branch 


Operand Format and Number of States Required for Execution 


Addressing Midenionie: |cOneranas Instruction Format No. of 
Mode : 2nd byte | 3rdbyte | 4thbyte | States 


disp 








iN 





Program-counter BRA (BT) d:8 
relative d:16 


Program-counter d:8 
relative ener) d:16 


Program-counter BHI d:8 
relative d:16 


Program-counter | Bj 5 d:8 
relative d:16 


Program-counter d:8 
relative Bec iehis) d:16 


Program-counter d:8 
relative BOS (ELC) d:16 


Program-counter BNE d:8 
relative d:16 


Program-counter d:8 
relative BES d:16 


Program-counter d:8 
relative Bu d:16 


0 isp 








disp 
- 0 isp 








disp 
: 0 isp 








disp 
: 0 isp 





disp 





0 isp 








disp 
- 0 isp 








disp 
= 0 isp 





disp 





0 isp 





disp 





0 isp 





Program-counter BVS d:8 
relative d:16 


Program-counter d:8 
relative BE d:16 


Program-counter d:8 
relative es d:16 





disp 
: 0 isp 








disp 
- 0 isp 





disp 





0 isp 





Program-counter | age d:8 
relative d:16 


Program-counter d:8 
relative a d:16 


Program-counter d:8 
relative one d:16 


Program-counter | py ¢ d:8 
relative d:16 





disp 
: 0 isp 





disp 





0 isp 





disp 





0 isp 








disp 


























AIHPIAIHRIAIHRIGIHRIAIHRA;HRIGIAR AI HRPAIHRIGIR aA RPA; HRIaIRI Oa) Ria] Roya 
© | 1} 00 |} IM) C&O] OH} 00/}C | |W] OO | S| ]O | CO} 00) C& | N}00/M]C}O1} 0} BR }/@O]W/O/M)/CO}]—|@/;o 
DIPIDIHRIDIHRIDIH IDI HR/D/IHIDIHI| DI H/D|IHRIDIHI|D/HR/D|HRID/HR|D/ HRI HD| RID 


0 


Notes 


1. The branch destination address must be even. 

2. In machine language BRA, BRN, BCC, and BCS are identical to BT, BF, BHS, and BLO, 
respectively. The number of execution states for BRn (BF) is the same as for two NOP 
instructions. 
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2.2.8 BCLR 
BCLR (Bit CLeaR) 


Operation 
0 > (<bit No.> of <EAd>) 


Assembly-Language Format 


BCLR #xx:3, <EAd> 
BCLR Rn, <EAd> 





Operand Size 
Byte 


Description 


Bit Clear 


Condition Code 


I Ul H U N ZV C 





Previous value remains unchanged. 
Previous value remains unchanged. 
Previous value remains unchanged. 
Previous value remains unchanged. 
Previous value remains unchanged. 


This instruction clears a specified bit in the destination operand to 0. The bit number can be 
specified by 3-bit immediate data, or by the lower three bits of a general register (Rn). The 
specified bit is not tested. The condition-code flags are not altered. 


Specified by #xx:3 or Rn 


Bit No. 7 


0 





<EAd> 
‘ 


0 


Available Registers 
Rd: ROL to R7L, ROH to R7H 


Rn: ROL to R7L, ROH to R7H 
ERd: ERO to ER7 
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BCLR (Bit CLeaR) 


Operand Format and Number of States Required for Execution 


Addressing 
Mode* 


Mnemonic 


Instruction Format 


Bit Clear 





Operands 


2nd byte 


3rd byte 


Ath byte 


No. of 
States 





Register direct 


BCLR 


#xx:3, Rd 


OIMM. rd 


2 





Register indirect 


BCLR 


#xx:3, @ERd 


O:erd: O 


OIMM 0 





Absolute address 


BCLR 


#xx:3, @aa:8 


abs 


OIMM 0 





Register direct 


BCLR 


Rn, Rd 


m rd 





Register indirect 


BCLR 


Rn, @ERd 


0:erd 0 





Absolute address 


Note: * The addressing mode is the addressing mode of the destination operand <EAd>. 


Notes 





BCLR 





Rn, @aa:8 








abs 











For the @aa:8 access range, refer to the relevant microcontroller hardware manual. 





8 
8 
2 
8 
8 


2.2.9 BIAND 


BIAND (Bit Invert AND) Bit Logical AND 
Operation Condition Code 





Assembly-Language Format |—[—|—]—|-]-|-] 4 


BIAND #xx:3, <EAd> 


H: Previous value remains unchanged. 
: N: Previous value remains unchanged. 
Operand Size 8 
5 Z: Previous value remains unchanged. 
ne V: Previous value remains unchanged. 
C: Stores the result of the operation. 
Description 


This instruction ANDs the inverse of a specified bit in the destination operand with the carry bit 
and stores the result in the carry bit. The bit number is specified by 3-bit immediate data. The 
destination operand contents remain unchanged. 


Specified by #xx:3 





BitNo. 7 { 0 
<EAd> —» 
een 
Ped slp allele 
Available Registers 


Rd: ROL to R7L, ROH to R7H 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing ; Instruction Format No. of 
A Mnemonic | Operands Ss 
Mode 1st byte 2nd byte 3rd byte 4th byte tates 


Register direct BIAND #xx:3.Rd 7: 6 1 IMM rd 











Register indirect BIAND |#xx:3.@ERd| 7 C |Oerd 0 7 : 6 |1IMM 0 
Absolute address} BIAND  /#xx:3.@aa:8} 7 E abs 7 6 |1IMM Oo 





























Note: * The addressing mode is the addressing mode of the destination operand <EAd>. 


Notes 


For the @aa:8 access range, refer to the relevant microcontroller hardware manual. 
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2.2.10 BILD 


BILD (Bit Invert LoaD) Bit Load 
Operation Condition Code 
7 (<bit No.> of <EAd>) > C I UL H UN ZVC 





Assembly-Language Format |—|—(—|—]—[-|-] 4 | 


BILD #xx:3, <EAd> 


H: Previous value remains unchanged. 
Operand Size N: Feeyaous value penis unchanged. 

Z: Previous value remains unchanged. 
Byte : : i 

V: Previous value remains unchanged. 

C: Loaded with the inverse of the specified bit. 
Description 


This instruction loads the inverse of a specified bit from the destination operand into the carry bit. 
The bit number is specified by 3-bit immediate data. The destination operand contents remain 
unchanged. 
Specified by #xx:3 
BitNo. 7 { 0 


<EAd> —>| 
> Invert ——» al Cc 


Available Registers 


Rd: ROL to R7L, ROH to R7H 
ERd: ERO to ER7 





Operand Format and Number of States Required for Execution 


i Instruction Format 
Aadress ing Mnemonic | Operands dpe 


Mode* 1stbyte | 2ndbyte | 3rd byte 4th byte | States 
Register direct BILD #xx:3.Rd 7 7 41 IMM. rd 











Register indirect BILD |#xx:3.@ERd 7 C loed o | 7. 7 |1IMM 0 
Absolute address BILD #Xx:3.@aa:8| 7 E abs 7 > 7 |11MM: O 





























Note: * The addressing mode is the addressing mode of the destination operand <EAd>. 


Notes 


For the @aa:8 access range, refer to the relevant microcontroller hardware manual. 
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2.2.11 BIOR 


BIOR (Bit Invert inclusive OR) Bit Logical OR 
Operation Condition Code 





Assembly-Language Format |—[—|—]—|-]-|-] 4 


BIOR #xx:3, <EAd> 


H: Previous value remains unchanged. 
, N: Previous value remains unchanged. 
Operand Size 8 
5 Z: Previous value remains unchanged. 
ne V: Previous value remains unchanged. 
C: Stores the result of the operation. 
Description 


This instruction ORs the inverse of a specified bit in the destination operand with the carry bit and 
stores the result in the carry bit. The bit number is specified by 3-bit immediate data. The 
destination operand contents remain unchanged. 


Specified by #xx:3 

















BitNo. 7 { 0 
<EAd> — ~ 
Invert 
Cc | Vv | —> Cc 
Available Registers 


Rd: ROL to R7L, ROH to R7H 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing ; Instruction Format No. of 
5 Mnemonic | Operands Ss 
Mode 1st byte 2nd byte 3rd byte 4th byte tates 


Register direct BIOR #xx:3.Rd 7: 4 1 IMM: rd 











Register indirect BIOR /|#xx:3.@ERd 7  C |Oerd: oO 7° 4 |1IMM 0 
Absolute address BIOR #xx:3.@aa'8} 7 =. E abs 7 4 1 IMM 0 





























Note: * The addressing mode is the addressing mode of the destination operand <EAd>. 


Notes 


For the @aa:8 access range, refer to the relevant microcontroller hardware manual. 
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2.2.12 BIST 


BIST (Bit Invert STore) Bit Store 
Operation Condition Code 
a C -> (<bit No.> of <EAd>) I UI H U N 7, Vv C 





Assembly-Language Format [= |—|—|-|-|-]-/=] 


BIST #xx:3, <EAd> 


H: Previous value remains unchanged. 
, N: Previous value remains unchanged. 
Operand Size ; : 
Z: Previous value remains unchanged. 
Byte ; : : 
V: Previous value remains unchanged. 
C: Previous value remains unchanged. 
Description 


This instruction stores the inverse of the carry bit in a specified bit location in the destination 
operand. The bit number is specified by 3-bit immediate data. Other bits in the destination 
operand remain unchanged. 
Specified by #xx:3 
BitNo. 7 | 0 
<EAd> —>| 


Cc | | —-> Invert 


Available Registers 


Rd: ROL to R7L, ROH to R7H 
ERd: ERO to ER7 








Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
é Mnemonic | Operands S 
Mode 1st byte 2nd byte 3rd byte 4th byte tates 


Register direct BIST #Xx:3,Rd 6: 7 /1 IMM: rd 
Register indirect BIST #xx:3,@ERd| 7 D 0-erd: 0 6 2 1 IMM: 0 
Absolute address BIST #xx:3,@aa:8| 7 E abs 6 i (Wa IMM 0 






































Note: * The addressing mode is the addressing mode of the destination operand <EAd>. 


Notes 


For the @aa:8 access range, refer to the relevant microcontroller hardware manual. 
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2.2.13 BIXOR 


BIXOR (Bit Invert eXclusive OR) Bit Exclusive Logical OR 
Operation Condition Code 





Assembly-Language Format |—[—|—]—|-]-|-] 4 


BIXOR #xx:3, <EAd> 


H: Previous value remains unchanged. 
; N: Previous value remains unchanged. 
Operand Size 8 
5 Z: Previous value remains unchanged. 
ye V: Previous value remains unchanged. 
C: Stores the result of the operation. 
Description 


This instruction exclusively ORs the inverse of a specified bit in the destination operand with the 
carry bit and stores the result in the carry bit. The bit number is specified by 3-bit immediate data. 
The destination operand contents remain unchanged. 


Specified by #xx:3 


BitNo. 7 | 0 
we ("To 
ye 
‘OeO" oO: 
Available Registers 


Rd: ROL to R7L, ROH to R7H 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
2 Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 


Register direct BIXOR #xx:3,Rd 7 : 5 1 IMM rd 











Register indirect | BIXOR |#xx:3@ERd 7  C |0erd 0 7 5 |1IMM 0 
Absolute address} BIXOR | #xx:3,@aa:8)} 7 © E abs 7 > 5 J1IMM 0 





























Note: * The addressing mode is the addressing mode of the destination operand <EAd>. 


Notes 


For the @aa:8 access range, refer to the relevant microcontroller hardware manual. 
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2.2.14 BLD 


BLD (Bit LoaD) Bit Load 
Operation Condition Code 
(<Bit No.> of <EAd>) > C I UL H UN ZVC 





Assembly-Language Format |—|—(—|—]—[-|-] 4 | 


BLD #xx:3, <EAd> 


H: Previous value remains unchanged. 
Operand Size N: Feeyaous value petits unchanged. 

Z: Previous value remains unchanged. 
Byte : : i 

V: Previous value remains unchanged. 

C: Loaded from the specified bit. 
Description 


This instruction loads a specified bit from the destination operand into the carry bit. The bit 
number is specified by 3-bit immediate data. The destination operand contents remain unchanged. 


Specified by #xx:3 
Bit No. 7 4 0 
<EAd> —| 








Available Registers 


Rd: ROL to R7L, ROH to R7H 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing ; Instruction Format No. of 
e Mnemonic | Operands S 
Mode 1st byte 2nd byte 3rd byte 4th byte tates 


Register direct BLD #xx:3,Rd 7: 7 450 IMM. rd 
Register indirect BLD #xx:3,@ERd| 7 C jo erd 0 7 7 |OIMM 0 
Absolute address BLD #xx:3,@aa:8| 7 > E abs vio OIMM 0 






































Note: * The addressing mode is the addressing mode of the destination operand <EAd>. 


Notes 


For the @aa:8 access range, refer to the relevant microcontroller hardware manual. 
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2.2.15 BNOT 
BNOT (Bit NOT) 


Operation 


= (<bit No.> of <EAd>) — (<bit No.> of 
<EAd>) 


Assembly-Language Format 


BNOT #xx:3, <EAd> 
BNOT Rn, <EAd> 





Operand Size 
Byte 


Description 


Bit NOT 


Condition Code 


I Ul H U N ZV C 





Previous value remains unchanged. 
Previous value remains unchanged. 
Previous value remains unchanged. 
Previous value remains unchanged. 
Previous value remains unchanged. 


This instruction inverts a specified bit in the destination operand. The bit number is specified by 
3-bit immediate data or by the lower 3 bits of a general register. The specified bit is not tested. 


The condition code remains unchanged. 


Specified by #xx:3 or Rn 
Bit No. 7 





<EAd> | | | 








<-> Invert 


Available Registers 
Rd: ROL to R7L, ROH to R7H 


Rn: ROL to R7L, ROH to R7H 
ERd: ERO to ER7 
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BNOT (Bit NOT) 


Operand Format and Number of States Required for Execution 


Addressing 
Mode* 


Mnemonic 


Instruction Format 





Operands 


2nd byte 


3rd byte 


Ath byte 


Bit NOT 


No. of 
States 





Register direct 


BNOT 


#xx:3, Rd 


OIMM. rd 


2 





Register indirect 


BNOT 


#xx:3, @ERd 


O:erd: O 


OIMM 0 





Absolute address 


BNOT 


#xx:3, @aa:8 


abs 


OIMM 0 





Register direct 


BNOT 


Rn, Rd 


m rd 





Register indirect 


BNOT 


Rn, @ERd 


0:erd 0 





Absolute address 


Note: * The addressing mode is the addressing mode of the destination operand <EAd>. 


Notes 





BNOT 





Rn, @aa:8 








abs 











For the @aa:8 access range, refer to the relevant microcontroller hardware manual. 





8 
8 
2 
8 
8 


2.2.16 BOR 


BOR (bit inclusive OR) Bit Logical OR 
Operation Condition Code 





Assembly-Language Format |—[—|—]—|-]-|-] 4 


BOR #xx:3, <EAd> 


H: Previous value remains unchanged. 
: N: Previous value remains unchanged. 
Operand Size 8 
5 Z: Previous value remains unchanged. 
ye V: Previous value remains unchanged. 
C: Stores the result of the operation. 
Description 


This instruction ORs a specified bit in the destination operand with the carry bit and stores the 
result in the carry bit. The bit number is specified by 3-bit immediate data. The destination 
operand contents remain unchanged. 
Specified by #xx:3 
BitNo. 7 { 0 


<EAd> —| | l | | | | 
e| Jv| ]—+[ |e 


Available Registers 


Rd: ROL to R7L, ROH to R7H 
ERd: ERO to ER7 











Operand Format and Number of States Required for Execution 


Addressing ; Instruction Format No. of 
e Mnemonic | Operands Ss 
Mode 1st byte 2nd byte 3rd byte 4th byte tates 


Register direct BOR #xx:3,Rd 7. 4 JOIMM rd 











Register indirect BOR |#xx:3,@ERd 7  C |Oerd 0 | 7 4 |OIMM 0 
Absolute address BOR #xx:3,@aa:8| 7 E abs 7 4 0 IMM 0 





























Note: * The addressing mode is the addressing mode of the destination operand <EAd>. 


Notes 


For the @aa:8 access range, refer to the relevant microcontroller hardware manual. 


64 


2.2.17 BSET 


BSET (Bit SET) Bit Set 
Operation Condition Code 


1 > (<bit No.> of <EAd>) I UH UN ZV C 





Assembly-Language Format 
BSET #xx:3, <EAd> 





; H: Previous value remains unchanged. 

BSET Rn, <EAd> . : 
N: Previous value remains unchanged. 
‘ Z: Previous value remains unchanged. 

Operand Size : ; 
V: Previous value remains unchanged. 

Byte : : ; 
C: Previous value remains unchanged. 

Description 


This instruction sets a specified bit in the destination operand to 1. The bit number can be 
specified by 3-bit immediate data, or by the lower three bits of a general register. The specified bit 
is not tested. The condition code flags are not altered. 


Specified by #xx:3 or Rn 


Bit No. 7 0 
1 
Available Registers 


Rd: ROL to R7L, ROH to R7H 
Rn: ROL to R7L, ROH to R7H 
ERd: ERO to ER7 
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BSET (Bit SET) Bit Set 


Operand Format and Number of States Required for Execution 


Instruction Format No. of 


Addressing | sinemonic Operands States 





Mode* 2ndbyte | 3rd byte 4th byte 
Register direct BSET #xx:3, Rd 0 IMM rd 2 
Register indirect BSET _ |#xx:3, @ERd ; O:erd: O 7 0 | 01MM: 











8 

Absolute address BSET _ |#xx:3, @aa:8| abs 7 0 |0 IMM: 8 
Register direct BSET Rn, Rd rn rd 2 
8 

8 








Register indirect | BSET | Rn, @ERd 0 erd 
Absolute address BSET Rn, @aa:8 abs 





























Note: * The addressing mode is the addressing mode of the destination operand <EAd>. 


Notes 
For the @aa:8 access range, refer to the relevant microcontroller hardware manual. 
<EAd> is byte data in a register or on memory. 
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2.2.18 BSR 


BSR (Branch to SubRoutine) Branch to Subroutine 
Operation Condition Code 
PC — @-SP IUHUNZVC 





eens Ee ed 


Assembly-Language Format 


: H: Previous value remains unchanged. 

BSR disp : ; 
N: Previous value remains unchanged. 
‘ Z: Previous value remains unchanged. 

Operand Size : ; 
V: Previous value remains unchanged. 
_ C: Previous value remains unchanged. 

Description 


This instruction branches to a subroutine at a specified address. It pushes the program counter 
(PC) value onto the stack as a restart address, then adds a specified displacement to the PC value 
and branches to the resulting address. The PC value pushed onto the stack is the address of the 
instruction following the BSR instruction. The displacement is a signed 8-bit or 16-bit value, so 
the possible branching range is —126 to +128 bytes or —32766 to +32768 bytes from the address of 
the BSR instruction. 


Operand Format and Number of States Required for Execution 


Addressing ; Instruction Format No. of States 
Mnemonic | Operands 
Mode 1st byte | 2nd byte | 3rd byte | 4th byte | Normal | Advanced 














Program-counter BSR d:8 55 disp 6 8 
ae die | 5° C/ 0: 0 disp 8 10 




















Notes 


The stack structure differs between normal mode and advanced mode. In normal mode only the 
lower 16 bits of the program counter are pushed on the stack. 
















































































(oS 
a ee Reserved 
>| 
>>| >_> 
> >| >> 
PC | | I~ J PC | | Pe oy 
23 1615 87 0 23 1615 87 0 
Normal mode Advanced mode 


The branch address must be even. 
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2.2.19 BST 


BST (Bit STore) Bit Store 
Operation Condition Code 





Assembly-Language Format [=|=|=|—[-]-]- |=] 


BST #xx:3, <EAd> 


H: Previous value remains unchanged. 
: N: Previous value remains unchanged. 

Operand Size ; : 
a Z: Previous value remains unchanged. 

te : : 
y V: Previous value remains unchanged. 
C: Previous value remains unchanged. 

Description 


This instruction stores the carry bit in a specified bit location in the destination operand. The bit 
number is specified by 3-bit immediate data. Other bits in the destination operand remain 
unchanged. 

Specified by #xx:3 














BitNo. 7 i 0 
<EAd> —>| | | | | | 
1 
Available Registers 


Rd: ROL to R7L, ROH to R7H 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
2 Mnemonic | Operands Ss 
Mode 1st byte 2nd byte 3rd byte 4th byte tates 


Register direct BST #xx3,Rd | 6 7 |OIMM rd 











Register indirect BST | #xx:3,@ERd 7 D |Oerd 0 6 7 |OIMM Oo 
Absolute address BST #xx:3,@aa:8)} 7 F abs 6: 7 0 IMM 0 





























Note: * The addressing mode is the addressing mode of the destination operand <EAd>. 


Notes 


For the @aa:8 access range, refer to the relevant microcontroller hardware manual. 
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2.2.20 BIST 
BTST (Bit TeST) Bit Test 


Operation Condition Code 


= (<Bit No.> of <EAd>) > Z 
I Ul H U N ZV C 


Assembly-Language Format SS == eyes 


BTST #xx:3, <EAd> 





BIST Rn, <EAd> H: Previous value remains unchanged. 
N: Previous value remains unchanged. 
Operand Size Z: Set to | if the specified bit is zero; 
Byte otherwise cleared to 0. 
V: Previous value remains unchanged. 
C: Previous value remains unchanged. 
Description 


This instruction tests a specified bit in the destination operand and sets or clears the Z flag 
according to the result. The bit number can be specified by 3-bit immediate data, or by the lower 
three bits of a general register. The destination operand remains unchanged. 


Specified by #xx:3 or Rn 


BitNo. 7 d 0 
wmf TTT | 
Test 
Available Registers 


Rd: ROL to R7L, ROH to R7H 
Rn: ROL to R7L, ROH to R7H 
ERd: ERO to ER7 
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BTST (Bit TeST) Bit Test 


Operand Format and Number of States Required for Execution 


Instruction Format No. of 


Addressing 
2ndbyte | 3rd byte 4th byte | States 


Mode* 





Mnemonic | Operands 





Register direct BTST #xx:3, Rd : 0 IMM rd 2 
Register indirect BTST _ |#xx:3, @ERd : 0 erd. 0 7 3 | 01MM: 








Absolute address} BTST  |#xx:3, @aa:8 abs ye 3 | 01MM: 
Register direct BTST Rn, Rd rm: td 
Register indirect BTST Rn, @ERd : O:erd: 
Absolute address BTST Rn, @aa:8 abs 



































Note: * The addressing mode is the addressing mode of the destination operand <EAd>. 


Notes 
For the @aa:8 access range, refer to the relevant microcontroller hardware manual. 
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2.2.21 BXOR 


BXOR (Bit eXclusive OR) Bit Exclusive Logical OR 
Operation Condition Code 
CC® (<bit No.> of <EAd>) > C I UL H UN ZV oC 





Assembly-Language Format |—|—(—|—]—[-|-] 4 | 


BXOR #xx:3, <EAd> 


H: Previous value remains unchanged. 
: N: Previous value remains unchanged. 

Operand Size 8 

Z: Previous value remains unchanged. 
Byte ; : 3 

V: Previous value remains unchanged. 

C: Stores the result of the operation. 
Description 


This instruction exclusively ORs a specified bit in the destination operand with the carry bit and 
stores the result in the carry bit. The bit number is specified by 3-bit immediate data. The 
destination operand contents remain unchanged. 


Specified by #xx:3 


BitNo. 7 ‘ 0 
<EAd> —> 
‘OeL]— Os 
Available Registers 


Rd: ROL to R7L, ROH to R7H 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing . Instruction Format No. of 
e Mnemonic | Operands S 
Mode 1st byte 2nd byte 3rd byte 4th byte tates 


Register direct BXOR #xx:3,Rd Pr IBS 0 IMM rd 
Register indirect BXOR | #xx:3,@ERd| 7 C |O:erd 0 7. 5 |OIMM 0 
Absolute address} BXOR_ /|#xx:3,@aa:8} 7 : E abs 7 > 5 |OIMM o 






































Note: * The addressing mode is the addressing mode of the destination operand <EAd>. 


Notes 


For the @aa:8 access range, refer to the relevant microcontroller hardware manual. 
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2.2.22 (1) CMP (B) 


CMP (CoMPare) Compare 
Operation Condition Code 
Rd—- (EAs), set or clear CCR I UI H U N 7, Vv Cc 


Assembly-Language Format —([—[|s J-[t ttt ]t 


Cee Sea he H: Set to 1 if there is a borrow at bit 3; 


otherwise cleared to 0. 


Operand Size ; ; : ; 
N: Set to 1 if the result is negative; otherwise 
Byte cleared to 0. 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Set to 1 if there is a borrow at bit 7; 
otherwise cleared to 0. 
Description 


This instruction subtracts the source operand from the contents of an 8-bit register Rd (destination 
register) and sets or clears the CCR bits according to the result. The destination register contents 
remain unchanged. 


Available Registers 


Rd: ROL to R7L, ROH to R7H 
Rs: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


Addressing , Instruction Format 
Mnemonic | Operands 
Mode 1st byte 2nd byte 3rd byte 4th byte 








Immediate CMP.B #xx:8,Rd | A rd 
Register direct CMP.B Rs, Rd 1: C 





























Notes 
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2.2.22 (2) CMP (W) 


CMP (CoMPare) Compare 
Operation Condition Code 


Assembly-Language Format —[—[ 3 J-[t} elt itl 


Cle Woe set Re H: Set to 1 if there is a borrow at bit 11; 


otherwise cleared to 0. 


Operand Size ; ; ; ; 
N: Set to 1 if the result is negative; otherwise 
Word 
cleared to 0. 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Set to 1 if there is a borrow at bit 15; 
otherwise cleared to 0. 
Description 


This instruction subtracts the source operand from the contents of a 16-bit register Rd (destination 
register) and sets or clears the CCR bits according to the result. The contents of the 16-bit register 
Rd remain unchanged. 


Available Registers 


Rd: RO to R7, EO to E7 
Rs: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format 
Mnemonic | Operands 
Mode 1st byte 2nd byte 3rd byte 4th byte 











Immediate CMP.W #xx:16, Rd 7 9 IMM 
Register direct CMP.W Rs, Rd 1 D 


























Notes 
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2.2.22 (3) CMP (L) 


CMP (CoMPare) Compare 
Operation Condition Code 
ERd — (EAs), set CCR N Z V Cc 


Assembly-Language Format SSeS ies 


CMP.L <EAs>, ERd 


I: Previous value remains unchanged. 
Operand Size H: Set to l if there is a borrow at bit 27; 
otherwise cleared to 0. 
Posewou N: Set to 1 if the result is negative; otherwise 
cleared to 0. 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Set to 1 if there is a borrow at bit 31; 
otherwise cleared to 0. 
Description 


This instruction subtracts the source operand from the contents of a 32-bit register ERd 
(destination register) and sets or clears the CCR bits according to the result. The contents of the 
32-bit register ERd remain unchanged. 


Available Registers 


ERd: ERO to ER7 
ERs: ERO to ER7 


Operand Format and Number of States Required for Execution 

















Addressing Mnemonic | Operands Instruction Format No. of 

Mode 1stbyte | 2ndbyte | 3rdbyte | 4th byte | Sth byte | 6th byte /States 
Immediate CMP.L | #xx:32,ERd] 7° A | 2 Oerd IMM 6 
Register direct CMP.L ERs, ERd 1 > F |1ers:O:erd 2 





























Notes 


74 


2.2.23 DAA 
DAA (Decimal Adjust Add) Decimal Adjust 


Operation Condition Code 


Rd (decimal adjust) — Rd 
I Ul H U N ZV C 


Assembly-Language Format SS A Sea a 


DAA Rd 
H: Undetermined (no guaranteed value). 


Operand Size N: Set to 1 if the adjusted result is negative; 
otherwise cleared to 0. 


Byte 
Z: Set to | if the adjusted result is zero; 
otherwise cleared to 0. 
V: Undetermined (no guaranteed value). 
C: Set to | if there is a carry at bit 7; 
otherwise left unchanged. 
Description 


Given that the result of an addition operation performed by an ADD.B or ADDX instruction on 
4-bit BCD data is contained in an 8-bit register Rd (destination register) and the carry and half- 
carry flags, the DAA instruction adjusts the general register contents by adding H'00, H'06, H'60, 
or H'66 according to the table below. 


C Flag Upper 4 Bits H Flag Lower 4 Bits Value Added C Flag 
before before before before (hexadecimal) after 
Adjustment | Adjustment Adjustment Adjustment Adjustment 


0to9 0to9 
0to 8 Ato F 
0to9 0to3 
Ato F 0to9 
9to F AtoF 
Ato F 0to3 
1to2 0to9 
1to2 Ato F 
1 to3 0to3 





Oo 


0 
0 
0 
0 
0 
0 
1 
{ 
{ 


-"-o0o-+t0O00+0 
en Ce Cr Ca Ce o> ie ii ap) 
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DAA (Decimal Adjust Add) Decimal Adjust 


Available Registers 
Rd: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 























Register direct DAA Rd 0: F 0 =: rd 2 





Notes 


Valid results (8-bit register Rd contents and C, V, Z, N, and H flags) are not assured if this 
instruction is executed under conditions other than those described above. 
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2.2.24 DAS 


DAS (Decimal Adjust Subtract) Decimal Adjust 
Operation Condition Code 

Assembly-Language Format [—|—[* |=]: [2] * |= 
DAS Rd 


H: Undetermined (no guaranteed value). 
N: Set to 1 if the adjusted result is negative; 
otherwise cleared to 0. 
Byte Z: Set to 1 if the adjusted result is zero; 
otherwise cleared to 0. 
V: Undetermined (no guaranteed value). 
C: Previous value remains unchanged. 


Operand Size 


Description 


Given that the result of a subtraction operation performed by a SUB.B, SUBX.B, or NEG.B 
instruction on 4-bit BCD data is contained in an 8-bit register Rd (destination register) and the 
carry and half-carry flags, the DAS instruction adjusts the general register contents by adding 
H'00, H'FA, H'A0O, or H'9A according to the table below. 


C Flag Upper 4 Bits H Flag Lower 4 Bits Value Added C Flag 
before before before before : after 
(hexadecimal) 


Adjustment | Adjustment | Adjustment | Adjustment 


0 0to9 0 0to9 0 
0 0to8 1 6 to F 0 
1 7toF 0 0to9 1 
1 6 to F 1 6 to F 1 


Adjustment 























Available Registers 
Rd: ROL to R7L, ROH to R7H 
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DAS (Decimal Adjust Subtract) Decimal Adjust 


Operand Format and Number of States Required for Execution 


| Instruction Format | No. of 


Addressing 
Mode | istbyte | 2ndbyte | 3rdbyte | 4th byte | States 


Register direct DAS Rd 0 rd 





Mnemonic | Operands 








Notes 


Valid results (8-bit register Rd contents and C, V, Z, N, and H flags) are not assured if this 
instruction is executed under conditions other than those described above. 
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2.2.25 (1) DEC (B) 





DEC (DECrement) Decrement 
Operation Condition Code 
Riccizg Bd [. WDA. WN NC 
Assembly-Language Format —[—|—]-[ te] 2 |-| 
DEcue RS H: Previous value remains unchanged. 
Operand Size N: Set to 1 if the result is negative; otherwise 
cleared to 0. 
Byte Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs (the 
previous value in Rd was H'80); 
otherwise cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction decrements an 8-bit register Rd (destination register) and stores the result in the 
8-bit register Rd. 


Available Registers 
Rd: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


i Instruction Format 
Addressing Mnemonic | Operands no of 





Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 
Register direct DEC.B Rd 1:8A 0 =: rd 2 























Notes 
An overflow is caused by the operation H'80 - 1 — H'7F. 
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2.2.25 (2) DEC (W) 


DEC (DECrement) Decrement 
Operation Condition Code 

Sap ao I UHUNZvVC 
Rd-2 Rd 


SSS hanes 


Assembly-Language Format 























DEC.W #1, Rd H: Previous value remains unchanged. 

DEC.W #2, Rd N: Set to | if the result is negative; otherwise 
cleared to 0. 

Operand Size Z: Set to 1 if the result is zero; otherwise 

Word cleared to 0. 


V: Set to 1 if an overflow occurs (the 
previous value in Rd was H'8000); 
otherwise cleared to 0. 

C: Previous value remains unchanged. 


Description 


This instruction subtracts the immediate value | or 2 from the contents of a 16-bit register Rd 
(destination register) and stores the result in the 16-bit register Rd. 


Available Registers 
Rd: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


F Instruction Format 
Addressing Mnemonic | Operands eel 


Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 








Register direct DEC.W #1, Rd 1: 8B 5 : rd 2 
Register direct | DEC.W #2, Rd ia: ie eee 2 





























Notes 


An overflow is caused by the operations H'8000 — 1 — H'7FFF, H'8000 — 2 — H'7FFE, and 
H'8001 — 2 — H'7FFF. 
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2.2.25 (3) DEC (L) 
DEC (DECrement) Decrement 
Operation Condition Code 


ERd — | + ERd 
I Ul H UN ZV C 


ERd — 2 + ERd 
————— re et eee eae 


Assembly-Language Format 














DEC.L #1, ERd H: Previous value remains unchanged. 
DEC.L #2, ERd N: Set to 1 if the result is negative; otherwise 
cleared to 0. 
Operand Size Z: Set to | if the result is zero; otherwise 
Longword cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 


C: Previous value remains unchanged. 


Description 


This instruction subtracts the immediate value | or 2 from the contents of a 32-bit register ERd 
(destination register) and stores the result in the 32-bit register ERd. 


Available Registers 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing , Instruction Format No. of 
: Mnemonic | Operands Ss 
Mode 1st byte 2nd byte 3rd byte 4th byte tates 








Register direct DEC.L #1, ERd 7 (0 erd 2 
Register direct DEC.L #2, ERd F Oerd 2 





























Notes 


An overflow is caused by the operations H'80000000 — 1 — H'7FFFFFFF, H'80000000 — 2 > 
H'7FFFFFFE, and H'80000001 — 2 — H'7FFFFFFF. 
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2.2.26 (1) DIVXS (B) 


DIVXS (DIVide eXtend as Signed) Divide Signed 
Operation Condition Code 
Rd = Rs > Rd I UH UNZvVC 


Assembly-Language Format |—[—|—]—] 2] + |-]-| 


DIVXS.B Rs, Rd z ; 
H: Previous value remains unchanged. 


N: Set to 1 if the quotient is negative; 
otherwise cleared to 0. 

Byte Z: Set to 1 if the divisor is zero; otherwise 
cleared to 0. 

V: Previous value remains unchanged. 

C: Previous value remains unchanged. 


Operand Size 


Description 

This instruction divides the contents of a 16-bit register Rd (destination register) by the contents 
of an 8-bit register Rs (source register) and stores the result in the 16-bit register Rd. The division 
is signed. The operation performed is 16 bits + 8 bits — 8-bit quotient and 8-bit remainder. The 
quotient is placed in the lower 8 bits of Rd. The remainder is placed in the upper 8 bits of Rd. 









































Rd Rs Rd 
Dividend + Divisor — |Remainder| Quotient 
16 bits 8 bits 8 bits 8 bits 


Valid results are not assured if division by zero is attempted or an overflow occurs. For 
information on avoiding overflow, see DIVXS Instruction, Zero Divide, and Overflow. 


Available Registers 


Rd: RO to R7, EO to E7 
Rs: ROL to R7L, ROH to R7H 
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DIVXS (B) 
DIVXS (DIVide eXtend as Signed) Divide Signed 


Operand Format and Number of States Required for Execution 


| Instruction Format | No. of 


Addressing 
Mode | 1stbyte | 2ndbyte | 3rdbyte | 4th byte | States 





Mnemonic | Operands 





Register direct DIVXS.B Rs, Rd D 0 Bec A : 16 





Notes 


The N flag is set to | if the dividend and divisor have different signs, and cleared to 0 if they have 
the same sign. The N flag may therefore be set to 1 when the quotient is zero. 
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2.2.26 (2) DIVXS (W) 


DIVXS (DIVide eXtend as Signed) Divide Signed 
Operation Condition Code 


Assembly-Language Format |—|—[—|-] + [+ |-]-| 


DIVXS.W Rs, ERd : : 
: 2 H: Previous value remains unchanged. 


N: Set to 1 if the quotient is negative; 


Operand Size ; 
otherwise cleared to 0. 
Word . : ares: . ; 
Z: Set to 1 if the divisor is zero; otherwise 
cleared to 0. 
V: Previous value remains unchanged. 
C: Previous value remains unchanged. 
Description 


This instruction divides the contents of a 32-bit register ERd (destination register) by the contents 
of a 16-bit register Rs (source register) and stores the result in the 32-bit register ERd. The 
division is signed. The operation performed is 32 bits + 16 bits — 16-bit quotient and 16-bit 
remainder. The quotient is placed in the lower 16 bits (Rd) of the 32-bit register ERd. The 
remainder is placed in the upper 16 bits (Ed). 









































ERd Rs ERd 
Dividend + Divisor — |Remainder| Quotient 
32 bits 16 bits 16 bits 16 bits 


Valid results are not assured if division by zero is attempted or an overflow occurs. For 
information on avoiding overflow, see DIVXS Instruction, Zero Divide, and Overflow. 


Available Registers 


ERd: ERO to ER7 
Rs: RO to R7, E0 to E7 
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DIVXS (W) 
DIVXS (DIVide eXtend as Signed) Divide Signed 


Operand Format and Number of States Required for Execution 


Addressing ? Instruction Format No. of 
Mnemonic | Operands 
Mode 1st byte 2nd byte | 3rd byte 4th byte | States 























Register direct | DIVXSW | Rs,ERC | 0 1] D Of] 5 31] 1s Oerd| 24 





Notes 


The N flag is set to | if the dividend and divisor have different signs, and cleared to 0 if they have 
the same sign. The N flag may therefore be set to 1 when the quotient is zero. 


85 


2.2.26 (3) DIVXS 
DIVXS (DIVide eXtend as Signed) Divide Signed 


DIVXS instruction, Division by Zero, and Overflow 


Since the DIVXS instruction does not detect division by zero or overflow, applications should 
detect and handle division by zero and overflow using techniques similar to those used in the 
following program. 


1. Programming solution for DIVXS.B ROL, R1 


Example 1: Convert dividend and divisor to non-negative numbers, then use DIVXU 
programming solution for zero divide and overflow 






























































OV.B ROL, ROL ; Test divisor 
BEQ ZERODIV ; Branch to ZERODIV if ROL = 0 
ANDC AF, CCR ; Clear CCR user bits (bits 6 and 4) to 0 
BPL La ; Branch to L1 if N flag = 0 (positive divisor) 
NEG.B ROL ; Take 2’s complement of ROL to make sign positive 
ORC 10, CCR ; Set CCR bit 4 to 1 
Ll: OV.W R1.R1 ; Test dividend 
BPL L2 ; Branch to L2 if N flag = 0 (positive dividend) 
NEG.W R1 ; Take 2’s complement of R1 to make sign positive 
XORC 50, CCR ; Invert CCR bits 6 and 4 
L2: OV.B R1H, R2L F 
EXTU.W R2 : 
DIVXU.B ROL, R2 ; Use DIVXU.B instruction to divide non-negative dividend 
OV.B R2H, R1H ; by positive divisor 
DIVXU.B ROL, R1 ; 16 bits + 8 bits — quotient (16 bits) and remainder (8 bits) 
OV.B R2L, R2H ; (See DIVXU Instruction, Zero Divide, and Overflow) 
OV.B RIL, R2L : 
STC CCR, R1L ; Copy CCR contents to R1L 
BTS 6, RIL ; Test CCR bit 6 
BEQ L3 ; Branch to L if bit 6 = 1 
NEG.B R1H ; Take 2’s complement of R1H to make sign of remainder negative 
L3: BTS 4, RIL ; Test CCR bit 4 
BEQ L4 ; Branch to L4 if bit 4 = 1 
NEG.W R2 ; Take 2’s complement of R2 to make sign of quotient negative 
L4: RTS 
ZERODIV: ; Zero-divide handling routine 





This program leaves a 16-bit quotient in R2 and an 8-bit remainder in R1H. 





























ROL Divisor 
R1 Dividend 
v 
R1H Remainder 
R2 Quotient 











86 


DIVXS 
DIVXS (DIVide eXtend as Signed) Divide Signed 


Example 2: Sign extend the 8-bit divisor to 16 bits, sign extend the 16-bit dividend to 32 bits, and 
then use DIVXS to divide 

















EXTS .W RO 
BEQ ZERODIV 
EXTS.L ER1 
DIVXS.L RO, ER1 
RTS 

ZERODIV: 








This program leaves the 16-bit quotient in R1 and the 8-bit remainder in E1 (in a 16-bit sign 
extended format). 





ROL Divisor 








R1 Dividend 





v 





ROL _ {Sign extension) Divisor 








ER1 Sign extension Dividend 








v 





ER1 Remainder Quotient 
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DIVXS 


DIVXS (DIVide eXtend as Signed) 


Divide Signed 


2. Programming solution for DIVXS.W RO, ER1 
Example: Convert dividend and divisor to non-negative numbers, then use DIVXU programming 


solution for zero divide and overflow 

































































OV .W RO, RO 
BEO ZERODIV 
ANDC AF, CCR 
BPL Ll 
NEG.W RO 
ORC 10, CCR 

Ll: MOV.L ER1,ER1 
BPL L2 
NEG.L ER1 
XORC 50,CCR 

L2: MOV.W El, R2 
EXTU.L ER2 
DIVXU.W RO, E2 
OV .W B2, RL 
DIVXU.W RO, ERI 
OV .W R2, E2 
OV .W Rl, R2 
STC CCR, RLD 
BTS 6, RIL 
BEQ L3 
NEG.W El 

L3: BTS 4, RIL 
BEQ L4 
NEG.L ER2 

L4: RTS 

ZERODIV: 





; Test divisor 


Branch to ZERODIV if RO = 0 

Clear CCR user bits (bits 6 and 4) to 0 

Branch to L1 if N flag = 0 (positive divisor) 

Take 2’s complement of RO to make sign positive 
Set CCR bit 4 to 1 


; Test dividend 


Branch to L2 if N flag = 0 (positive dividend) 
Take 2’s complement of ER1 to make sign positive 
Invert CCR bits 6 and 4 


Use DIVXU.W instruction to divide non-negative dividend 
by positive divisor 

32 bits + 16 bits — quotient (32 bits) and remainder 

(16 bits) 

(See DIVXU Instruction, Zero Divide, and Overflow) 


Copy CCR contents to R1L 

Test CCR bit 6 

Branch to L3 if bit 6 = 1 

Take 2’s complement of E1 to make sign of remainder negative 


; Test CCR bit 4 


Branch to L4 if bit 4 = 1 
Take 2’s complement of ER2 to make sign of quotient negative 


Zero-divide handling routine 


This program leaves a 32-bit quotient in ER2 and a 16-bit remainder in El. 
































RO Divisor 
ER1 Dividend 
Vv 
E1 Remainder 
ER2 Quotient 
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DIVXS (W) 


DIVXS (DIVide eXtend as Signed) Divide Signed 


The preceding two examples flag the status of the divisor and dividend in the UI and U bits in the 
CCR, and modify the sign of the quotient and remainder in the unsigned division result of the 


DIVXU instruction as shown next. 


Divisor Dividend |Remainder | Quotient Sign Modification 





Positive Positive Positive Positive | No sign modification 


Negative Positive Positive Negative | Sign of quotient is reversed 








Negative Negative Negative Positive | Sign of remainder is reversed 





Positive Negative Negative Negative | Signs of quotient and remainder 
are both reversed 
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2.2.27 (1) DIVXU (B) 
DIVXU (DIVide eXtend as Unsigned) Divide 
Operation Condition Code 


Rd = Rs > Rd 
I UI H U N ZV C 


Assembly-Language Format Sse hhaeaS 


DIVXU.B Rs, Rd 
H: Previous value remains unchanged. 


Operand Size N: Set to 1 if the divisor is negative; 
otherwise cleared to 0. 


Byte ; Ste 
Z: Set to 1 if the divisor is zero; otherwise 
cleared to 0. 
V: Previous value remains unchanged. 
C: Previous value remains unchanged. 
Description 


This instruction divides the contents of a 16-bit register Rd (destination register) by the contents 
of an 8-bit register Rs (source register) and stores the result in the 16-bit register Rd. The division 
is unsigned. The operation performed is 16 bits + 8 bits — 8-bit quotient and 8-bit remainder. The 
quotient is placed in the lower 8 bits of Rd. The remainder is placed in the upper 8 bits of Rd. 









































Rd Rs Rd 
Dividend + Divisor — |Remainder| Quotient 
16 bits 8 bits 8 bits 8 bits 


Valid results are not assured if division by zero is attempted or an overflow occurs. For 
information on avoiding overflow, see DIVXU Instruction, Zero Divide, and Overflow. 


Available Registers 


Rd: RO to R7, EO to E7 
Rs: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


; Instruction Format 
Addressing Mnemonic | Operands nos 





Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 
Register direct | DIVXU.B Rs, Rd 5 1 rs: rd 14 























Notes 
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2.2.27 (2) DIVXU (W) 


DIVXU (DIVide eXtend as Unsigned) Divide 
Operation Condition Code 


Assembly-Language Format |—]—|-]—] 2] 3 [-|-| 


DIVXU.W Rs, ERd : : 
e ” H: Previous value remains unchanged. 


N: Set to | if the divisor is negative; 


Operand Size ; 
otherwise cleared to 0. 
Word . : ee : ‘ 
Z: Set to 1 if the divisor is zero; otherwise 
cleared to 0. 
V: Previous value remains unchanged. 
C: Previous value remains unchanged. 
Description 


This instruction divides the contents of a 32-bit register ERd (destination register) by the contents 
of a 16-bit register Rs (source register) and stores the result in the 32-bit register ERd. The 
division is unsigned. The operation performed is 32 bits + 16 bits > 16-bit quotient and 16-bit 
remainder. The quotient is placed in the lower 16 bits (Rd) of the 32-bit register ERd. The 
remainder is placed in the upper 8 bits of (Ed). 





























ERd Rs ERd 
Dividend + Divisor — |Remainder| Quotient 
32 bits 16 bits 16 bits 16 bits 


Valid results are not assured if division by zero is attempted or an overflow occurs. For 
information on avoiding overflow, see DIVXU Instruction, Zero Divide, and Overflow. 


Available Registers 


ERd: ERO to ER7 
Rs: | RO to R7, E0 to E7 


Operand Format and Number of States Required for Execution 


Addressing Instruction Format No. of 





Mnemonic | Operands 
Mode e 1st byte 2ndbyte | 3rd byte 4th byte | States 


Register direct | DIVXU.W | Rs, ERd Bie. 3 rs :0:ERd 22 























Notes 
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DIVXU 
DIVXU (DIVide eXtend as Unsigned) Divide 


DIVXU Instruction, Zero Divide, and Overflow 


Zero divide and overflow are not detected in the DIVXU instruction. A program like the following 
can detect zero divisors and avoid overflow. 


1. Programming solutions for DIVXU.B ROL, R1 


Example 1: Divide upper 8 bits and lower 8 bits of 16-bit dividend separately and obtain 16-bit 
quotient 




















CMP .B #0, ROL ; ROL = 0? (Zero divisor?) 
BEQ ZERODIV ; Branch to ZERODIV if ROL = 0 
OV.B R1H, R2L ; Copy upper 8 bits of dividend to R2L and 
EXTU.W R2 (*1). ;  zero-extend to 16 bits 
DIVXU.B ROL, R2 (*2) ; Divide upper 8 bits of dividend 
OV.B R2H, R1H (*3) ; R2H > R1H (store partial remainder in R1H) 
DIVXU.B ROL, Rl (*4) ; Divide lower 8 bits of dividend (including repeated division of 
upper 8 bits) 
OV.B R2L, R2H ; Store upper part of quotient in R2H 
OV.B RIL, R2L (*5) 3; Store lower part of quotient in R2L 
RTS 
ZERODIV: ; Zero-divide handling routine 





The resulting operation is 16 bits + 8 bits — quotient (16 bits) and remainder (8 bits), and no 
overflow occurs. The 16-bit quotient is stored in R2, the 8-bit remainder in R1H. 


ROL Divisor 





R1 Dividend 





v 
R2 | Sign extension | Dividend (high) | (*1) 








v 
R2 |Remainder (part)} Quotient (high) | (*2) 








v 
R1 |Remainder (part)} Dividend (low) | (*3) 








v 
R1 Remainder Quotient (low) | (*4) 














R1 Remainder Quotient (low) 











R2 Quotient (*5) 
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DIVXU 
DIVXU (DIVide eXtend as Unsigned) Divide 


Example 2: Zero-extend divisor from 8 to 16 bits and dividend from 16 to 32 bits before dividing 
































EXTU.W RO ; Zero-extend 8-bit divisor to 16 bits 
BEQ ZERODIV ; Branch to ZERODIV if RO = 0 
EXTU.L ER1 ; Zero-extend 16-bit dividend to 32 bits 
EXTU.W RO, ERI ; Divide using DIVXU.W 
RTS 

ZERODIV: ; Zero-divide handling routine 





Instead of 16 bits + 8 bits, the operation performed is 32 bits + 16 bits > quotient (16 bits) and 
remainder (16 bits), and no overflow occurs. The 16-bit quotient is stored in R1 and the 8-bit 
remainder in the lower 8 bits of El. The upper 8 bits of E1 are all 0. 


ROL Divisor 


R1 Dividend 


ER1 Sign extension Dividend 





i 


ER1 Remainder Quotient 


DIVXU 


DIVXU (DIVide eXtend as Unsigned) 


Divide 


2. Programming solution for DIVXU.W RO, ER1 
Example 1: Divide upper 16 bits and lower 16 bits of 32-bit dividend separately and obtain 32-bit 






































quotient 
OV .W RO, RO ; 
BEQ ZERODIV ; 
OV .W B1,E2 ; 
EXTU.L ER2 Gales 
DIVXU.W RO, ER2 (*2) ; 
OV .W B2, El (#3). -5 
DIVXU.W RO, ER1L (*4) ; 
OV.W R2, E2 
OV .W Rl, R2 (*5) 4 
RTS 
ZERODIV: 





RO = 0? (Zero divisor?) 

Branch to ZERODIV if RO = 0 

Copy upper 16 bits of dividend to R2 and 

zero-extend to 32 bits 

Divide upper 16 bits of dividend 

E2 > E1 (store partial remainder in E1) 

Divide lower 16 bits of dividend (including repeated division of 
upper 16 bits) 

Store upper part of quotient in E2 

Store lower part of quotient in R2 


; Zero-divide handling routine 


The resulting operation is 32 bits + 16 bits — quotient (32 bits) and remainder (16 bits), and no 
overflow occurs. The 32-bit quotient is stored in ER2, the 16-bit remainder in El. 














RO Divisor 
ER1 Dividend 
v 
ER2 | Sign extension | Dividend (high) | (*1) 
v 
ER2 |Remainder (part)| Quotient (high) | (*2) 
v 
ER1 |Remainder (part)| Dividend (low) | (*3) 
v 
ER1 Remainder Quotient (low) | (*4) 
v 
ER1 Remainder Quotient (low) 
(*5) 
ER2 Quotient 
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2.2.28 (1) EEPMOV (B) 

















EEPMOV (MOVe data to EEPROM) Block Data Transfer 
Operation Condition Code 
penne ee fedieale ie else 
R4L-1-—> R4L 
until R4L = 0 : ‘ 
H: Previous value remains unchanged. 
else next; : : 
N: Previous value remains unchanged. 
Assembly-Language Format Z: Previous value remains unchanged. 
V: Previous value remains unchanged. 
REPMOV.B ; : 
C: Previous value remains unchanged. 
Operand Size 
Description 


This instruction performs a block memory transfer. It moves data from the memory location 
specified in ER5 to the memory location specified in ER6, increments ER5 and ER6, decrements 
RAL, and repeats these operations until R4L reaches zero. Execution then proceeds to the next 
instruction. No interrupts are detected while the block transfer is in progress. When the EEPMOV 
instruction ends, R4L contains 0, and ER5 and ER6 contain the last transfer address + 1. The data 
transfer is performed a byte at a time, with R4L indicating the number of bytes to be transferred. 
The byte symbol in the assembly-language format designates the size of R4L (and limits the 
maximum number of bytes that can be transferred to 255). 


Operand Format and Number of States Required for Execution 


F Instruction Format 
RAAT Seng Mnemonic | Operands poet 





Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 
— EEPMOV.B 7:>B{]5:C]5: 9 8 > F | 844n* 























Note: * nis the initial value of R4L. Although n bytes of data are transferred, memory is accessed 
2(n + 1) times, requiring 4(n + 1) states. (n = 0, 1, 2, ..., 255). 


Notes 


This instruction first reads the memory locations indicated by ER5 and ER6, then performs the 
data transfer. The number of states required for execution differs from the H8/300 CPU. 
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2.2.28 (2) EEPMOV (W) 





EEPMOV (MOVe data to EEPROM) Block Data Transfer 
Operation Condition Code 
if R440 then IUHUNZVeC 
repeat @ER5+ — @ER6+ 
R4-1—>R4 
until R4 = 0 














else next: H: Previous value remains unchanged. 
N: Previous value remains unchanged. 

Assembly-Language Format Z: Previous value remains unchanged. 

EEPMOV.W V: Previous value fermains unchanged. 
C: Previous value remains unchanged. 

Operand Size 

Description 


This instruction performs a block memory transfer. It moves data from the memory location 
specified in ER5 to the memory location specified in ER6, increments ER5 and ER6, decrements 
R4, and repeats these operations until R4 reaches zero. Execution then proceeds to the next 
instruction. No interrupts except NMI are detected while the block transfer is in progress. When 
the EEPMOV instruction ends, R4 contains 0, and ER5 and ER6 contain the last transfer address 
+ 1. The data transfer is performed a byte at a time, with R4 indicating the number of bytes to be 
transferred. The word symbol in the assembly-language format designates the size of R4 
(allowing a maximum 65535 bytes to be transferred). 


Operand Format and Number of States Required for Execution 


i Instruction Format 
Addressing Mnemonic | Operands 





Mode 1st byte 2nd byte 3rd byte 4th byte 
— EEPMOV.W 7 B D: 4 5 9 8 oF 























Note: nis the initial value of R4. Although n bytes of data are transferred, memory is accessed 
2(n + 1) times, requiring 4(n + 1) states. (n = 0, 1, 2, ..., 65535). 


Notes 


This instruction first reads memory at the addresses indicated by ER5 and ER6, then carries out 
the block data transfer. 
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EEPMOV (W) 
EEPMOV (MOVe data to EEPROM) Block Data Transfer 


EEPMOV.W Instruction and NMI Interrupt 
If an NMI request occurs while the EEPMOV.W instruction is being executed, NMI interrupt 


exception handling is carried out at the end of the current read-write cycle. Register contents are 
then as follows: 


ERS: address of the next byte to be transferred 
ER6: destination address of the next byte 
R4: number of bytes remaining to be transferred 


The program counter value pushed on the stack in NMI interrupt exception handling is the 
address of the next instruction after the EEPMOV.W instruction. Programs should be coded as 
follows to allow for NMI interrupts during execution of the EEPMOV.W instruction. 











Example: 

Ll: EEPMOV.W 
OV .W R4, R4 
BNE Li 








During execution of the EEPMOV.B instruction no interrupts are accepted, including NMI. 
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2.2.29 (1) EXTS (W) 
EXTS (EXTend as Signed) Sign Extension 


Operation Condition Code 


(<Bit 7> of Rd) — (<bits 15 to 8> of Rd> 
I UH UNZVC 


Assembly-Language Format SSSR ees 





EXTS.W Rd 

H: Previous value remains unchanged. 
Operand Size N: Set to 1 if the result is negative; otherwise 
Word cleared to 0. 

Z: Set to 1 if the result is zero; otherwise 

cleared to 0. 

V: Always cleared to 0. 

C: Previous value remains unchanged. 
Description 


This instruction copies the sign of the lower 8 bits in a 16-bit register Rd in the upward direction 
(copies Rd bit 7 to bits 15 to 8) to extend the data to signed word data. 


Rd Rd 
Sonicare | — 
8 bits f 8 bits 8 bits 8 bits 
Sign bit 


Available Registers 
Rd: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


Addressing ‘ Instruction Format No. of 
Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 


























Register direct EXTS.W Rd 1 ea A D = td 2 


Notes 
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2.2.29 (2) EXTS (L) 


EXTS (EXTend as Signed) Sign Extension 
Operation Condition Code 
(<Bit 15> of ERd) > (<bits 31 to 16> of ERd>) I UlLH UN ZV oC 


A A 
Y Yv 


Previous value remains unchanged. 
H: Previous value remains unchanged. 


Assembly-Language Format 
EXTS.L ERd 





Lr 


Operand Size ; : ‘ ; 
N: Set to 1 if the result is negative; otherwise 
Longword 
cleared to 0. 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction copies the sign of the lower 16 bits (general register Rd) in a 32-bit register ERd 
in the upward direction (copies ERd bit 15 to bits 31 to 16) to extend the data to signed longword 
data. 








ERd ERd 
Don'tcare | | ——» | Sign extension | | 
16 bits ‘ 16 bits 16 bits 16 bits 
Sign bit 
Available Registers 


ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Instruction Format 
2nd byte 3rd byte 
F :0:erd 


Addressing 
Mode 





Mnemonic | Operands 


1st byte 
EXTS.L | ERd 1 7 


Ath byte 




















Register direct | 





Notes 
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2.2.30 (1) EXTU (W) 


EXTU (EXTend as Unsigned) Zero Extension 
Operation Condition Code 


Zero extend a Se oe 


Assembly-Language Format 





ait Gea H: Previous value remains unchanged. 
: N: Always cleared to 0. 
Operand Size Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
Word V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction extends the lower 8 bits in a 16-bit register Rd to word data by padding with 
zeros. That is, it clears the upper 8 bits of Rd (bits 15 to 8) to 0. 


Rd Rd 
_ 
8 bits 8 bits 8 bits 8 bits 
Available Registers 


Rd: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


F Instruction Format 
AaGreSssINg Mnemonic | Operands aren 


Mode 1st byte 2ndbyte | 3rd byte 4th byte | States 


























Register direct | EXTU.W | Rd 1 Pil id 2 


Notes 
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2.2.30 (2) EXTU (L) 


EXTU (EXTend as Unsigned) Zero Extension 
Operation Condition Code 
0 > (<bits 31 to 16> of ERd>) I UH UNZWVC 


Zero extend S32 20a 


Assembly-Language Format 





os ee H: Previous value remains unchanged. 
EXTU. N: Always cleared to 0. 
Operand Size Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
Longword V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction extends the lower 16 bits (general register Rd) in a 32-bit register ERd to 
longword data by padding with zeros. That is, it clears the upper 16 bits of ERd (bits 31 to 16) to 
0. 


ERd ERd 
_ 
16 bits 16 bits 16 bits 16 bits 
Available Registers 


ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


; Instruction Format 
Addressing Mnemonic | Operands ne ct 


Mode 1st byte 2ndbyte | 3rd byte 4th byte | States 


























Register direct | EXTU.L |  ERd 1: 7 | 7 ‘Ord 2 


Notes 
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2.2.31 (1) INC (B) 
INC (INCrement) Increment 
Operation Condition Code 


Rd+1—7Rd 
I UI H U N ZV C 


Assembly-Language Format SSSR ee 


INC.B Rd 
H: Previous value remains unchanged. 


Operand Size N: Set to 1 if the result is negative; otherwise 
cleared to 0. 


Byte 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction increments an 8-bit register Rd (destination register) and stores the result in the 
8-bit register Rd. 


Available Registers 
Rd: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 























Register direct INC.B Rd Oo: A 0 : td 2 





Notes 
An overflow is caused by the operation H'7F + 1 — H'80. 
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2.2.31 (2) INC (W) 


INC (INCrement) Increment 
Operation Condition Code 
Rd+1—Rd lt Wn UN. Vv ec 


See. rl. PEPER 


Assembly-Language Format 


INC.W #1, Rd 
INC.W #2, Rd 


H: Previous value remains unchanged. 

N: Set to 1 if the result is negative; otherwise 
cleared to 0. 

Z: Set to 1 if the result is zero; otherwise 




















Operand Size 
cleared to 0. 
Word V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction adds the immediate value | or 2 to the contents of a 16-bit register Rd 
(destination register) and stores the result in the 16-bit register Rd. 


Available Registers 
Rd: RO to R7, E0 to E7 


Operand Format and Number of States Required for Execution 


Addressing y Instruction Format 
Mnemonic | Operands 
Mode 1st byte 2nd byte 3rd byte 4th byte 








Register direct INC.W #1, Rd 0 B 5 = rd 
Register direct INC.W #2, Rd =) D> td 





























Notes 


An overflow is caused by the operations H'7FFF + 1 — H'8000, H'7FFF + 2 — H'8001, and 
H'7FFE + 2 — H'8000. 
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2.2.31 (3) INC (L) 


INC (INCrement) Increment 
Operation Condition Code 


heme  es—sC EE EEE ET 


Assembly-Language Format 


INC.L #1, ERd 
INC.L #2, ERd 


H: Previous value remains unchanged. 

N: Set to 1 if the result is negative; otherwise 
cleared to 0. 

Z: Set to 1 if the result is zero; otherwise 























Operand Size 
cleared to 0. 
Longword V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction adds the immediate value | or 2 to the contents of a 32-bit register ERd 
(destination register) and stores the result in the 32-bit register ERd. 


Available Registers 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing . Instruction Format 
Mnemonic | Operands 
Mode 1st byte 2nd byte 3rd byte 4th byte 








Register direct INC.L #,ERd | 0 B | 7 Oerd 
Register direct INC.L #2,ERd | 0: B| F :Oerd 





























Notes 


An overflow is caused by the operations H’7FFFFFFF + 1 — H'80000000, H'7FFFFFFF + 2 
H'80000001, and H'7FFFFFFE + 2 — H'80000000. 
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2.2.32 JMP 





JMP (JuMP) Unconditional Branch 
Operation Condition Code 
Effective address + PC I UL H UN ZV oC 
Assembly-Language Format [-|—|—|-|-/-]- |=] 
ea aed H: Previous value remains unchanged. 
Operand Size N: Previous value oe unchanged. 

Z: Previous value remains unchanged. 
_ V: Previous value remains unchanged. 

C: Previous value remains unchanged. 
Description 


This instruction branches unconditionally to a specified address 


Available Registers 
ERn: ERO to ER7 
Operand Format and Number of States Required for Execution 


Addressing Instruction Format No. of State 





Mnemonic | Operands 


Mode 1st byte | 2ndbyte | 3rdbyte | 4th byte Normal Advanced 
Register indirect JMP @ERn 5 9 /O‘ern: 0 








Absolute JMP @aa:24 5 A abs 
address 


Memory indirect JMP @@aa:8 B 
































Notes 


The structure of the branch address and the number of states required for execution differ between 
normal mode and advanced mode. 


The branch address must be even. 
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2.2.33 JSR 


JSR (Jump to SubRoutine) Jump to Subroutine 
Operation Condition Code 
PC — @-SP Lr HO Ne He 





ee Fees 


Assembly-Language Format 


H: Previous value remains unchanged. 
JSR <EA> : : 
N: Previous value remains unchanged. 
, Z: Previous value remains unchanged. 
Operand Size : ; 
V: Previous value remains unchanged. 
_ C: Previous value remains unchanged. 
Description 


This instruction pushes the program counter on the stack as a return address, then branches to a 
specified effective address. The program counter value pushed on the stack is the address of the 
instruction following the JSR instruction. 


Available Registers 
ERn: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing Instruction Format No. of State 


Mnemonic | Operands 
Mode P 








1st byte | 2ndbyte | 3rd byte | 4th byte Normal Advanced 
Register indirect JSR @ERn 5. D |oem: 0 8 





Absolute JSR @aa:2z4 | 5 £ abs 10 
address : 


Memory indirect JSR @@aa:8 : 12 
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JSR 


JSR (Jump to SubRoutine) 


Notes 


Jump to Subroutine 


Note that the structures of the stack and branch addresses differ between normal and advanced 


mode. Only the lower 16 bits of the PC are saved in normal mode. 


The branch address must be even. 


PC 



































oe 
7s} 
>——_> | 
f a 
23 1615 87 
Normal mode 
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PC 















































m— N44 
Reserved 
>| 
TJ} 
>>| 
f a, 
23 1615 87 0 


Advanced mode 


2.2.34 (1) LDC (B) 


LDC (LoaD to Control register) Load CCR 
Operation Condition Code 
(EAs) > CCR I UHUNZVC 


Assembly-Language Format 


EDC se EAS I: Loaded from the corresponding bit in the 


source operand. 


Operand Size : oe 
H: Loaded from the corresponding bit in the 
Byic source operand. 
N: Loaded from the corresponding bit in the 
source operand. 
Z: Loaded from the corresponding bit in the 
source operand. 
V: Loaded from the corresponding bit in the 
source operand. 
C: Loaded from the corresponding bit in the 
source operand. 
Description 


This instruction loads the source operand into the CCR. 


Note that no interrupts, even NMI interrupts, will be accepted at the point that this instruction 
completes. 


Available Registers 
Rs: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


F Instruction Format 
addressing Mnemonic | Operands ne ot 


Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 








Immediate LDC.B) | #xx:8,CCR| 0 = 7 2 
Register direct LDC.B Rs, CCR G8 2 





























Notes 
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2.2.34 (2) LDC (W) 
LDC (LoaD to Control register) 


Operation 
(EAs) > CCR 


Assembly-Language Format 
LDC.W <EAs>, CCR 


Operand Size 
Word 


Description 


Load CCR 


Condition Code 


I UH UN ZV C 


I: Loaded from the corresponding bit in the 
source operand. 

H: Loaded from the corresponding bit in the 
source operand. 

N: Loaded from the corresponding bit in the 
source operand. 

Z: Loaded from the corresponding bit in the 
source operand. 

V: Loaded from the corresponding bit in the 
source operand. 

C: Loaded from the corresponding bit in the 
source operand. 


This instruction loads the source operand contents into the condition-code register (CCR). 


Although CCR is a byte register, the source operand is word size. The contents of the even 


address are loaded into CCR. 


No interrupt requests, including NMI, are accepted immediately after execution of this 


instruction. 


Available Registers 
ERs: ERO to ER7 
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Operand Format and Number of States Required for Execution 


Addressing 
Mode 


Mnemonic 


Operands 


Instruction Format 





1st byte 


2nd byte 


3rd byte 


4th byte 


5th byte 6th byte 


7th byte 


8th byte 


9th byte 


10th byte 


No. of 
States 





Register 
indirect 


@ERs,CCR 


O:ers 0 








Register 
indirect with 
displacement 


@(d:16,ERs),CCR 


O:ers: 





@(d:24,ERs),CCR 


O-ers: 





Register 
indirect with 
post-increment 


@ERs+,CCR 





Absolute 
address 


Notes 


@aa:16,CCR 




















@aa:24,CCR 
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2.2.35 (1) MOV (B) 


MOV (MOVe data) Move 
Operation Condition Code 
Rs — Rd I UH UN ZVC 


Assembly-Language Format |—]—|—[—[ 1 | + Jo ]—| 


MOVE Rs Re H: Previous value remains unchanged. 


N: Set to 1 if the data value is negative; 


Sperandilte otherwise cleared to 0. 
Byte Z: Set to 1 if the data value is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction transfers one byte of data from an 8-bit register Rs to an 8-bit register Rd, tests 
the transferred data, and sets condition-code flags according to the result. 


Available Registers 


Rd: ROL to R7L, ROH to R7H 
Rs: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


Addressing . Instruction Format No. of 
Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 








Register direct 0 Cc : 2 




















Notes 
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2.2.35 (2) MOV (W) 


MOV (MOVe data) Move 
Operation Condition Code 
Rs > Rd I UH UN ZvVC 


Assembly-Language Format Slee) eye iol 


Mow Rs H: Previous value remains unchanged. 


N: Set to | if the data value is negative; 


Opera Size otherwise cleared to 0. 
Word Z: Set to 1 if the data value is zero; 
otherwise cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction transfers one word of data from a 16-bit register Rs to a 16-bit register Rd, tests 
the transferred data, and sets condition-code flags according to the result. 


Available Registers 


Rd: RO to R7, EO to E7 
Rs: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


F Instruction Format 
AMOFeSStnig Mnemonic | Operands ananel 





Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 
Register direct MOV.W Rs, Rd 0 = OD 2 























Notes 
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2.2.35 (3) MOV (L) 


MOV (MOVe data) Move 
Operation Condition Code 
ERs — ERd I UH UN ZVC 


Assembly-LanguageFormat = (OT 


MOV.L ERs, ERd 
H: Previous value remains unchanged. 


Operand Size N: Set to 1 if the data value is negative; 
otherwise cleared to 0. 


Longword 
Z: Set to 1 if the data value is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction transfers one longword of data from a 32-bit register ERs to a 32-bit register ERd, 
tests the transferred data, and sets condition-code flags according to the result. 


Available Registers 


ERd: ERO to ER7 
ERs: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
Mnemonic | Operands 
Mode 1st byte 2nd byte | 3rd byte 4th byte | States 























Register direct | MOV.L | ERs,ERd| 0 FF |1 ers 0 erd 2 





Notes 
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2.2.35 (4) MOV (B) 
MOV (MOVe data) 


Operation 
(EAs) > Rd 


Assembly-Language Format 
MOV.B <EAs>, Rd 


Operand Size 
Byte 


Description 


Move 
Condition Code 


I Ul H U N ZV C 


eee Rnanws 


H: Previous value remains unchanged. 

N: Set to 1 if the data value is negative; 
otherwise cleared to 0. 

Z: Set to 1 if the data value is zero; 
otherwise cleared to 0. 

V: Always cleared to 0. 

C: Previous value remains unchanged. 


This instruction transfers the source operand contents to an 8-bit register Rs, tests the transferred 
data, and sets condition-code flags according to the result. 


Available Registers 


Rd: ROL to R7L, ROH to R7H 


ERs: ERO to ER7 


114 


Operand Format and Number of States Required for Execution 


Instruction Format 


























Notes 






































aber i Mnemonic Operands eee 
ode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | Sthbyte | 6thbyte | 7thbyte | 8th byte 
Immediate MOV.B #xx:8,Rd F td IMM "3 
Register MOV.B @ERs,Rd 6: 8 |o:ers: rd 4 
indirect : 

MOV.B | @(d:16,ERs),Rd| 6 : E |O:ers: rd disp 6 
Register ae 
indirect with : 
displacement : : : 

MOV.B | @(d:24,ERs),Rd| 7 : 8 |O‘ers) 0 | 6: AJ] 2:td}| 0: 0 disp 10 
Register : 
indirect with MOV.B @ERs+,Rd 6 C |O:ers: rd 6 
post-increment : 

MOV.B @aa:8,Rd 2: 1d abs a 
Absolute . 
address MOV.B @aa:16,Rd 6 A 0 rd abs 6 

MOV.B @aa:24,Rd 6:A]2:Md]0: 0 abs 8 








The MOV.B @ER7-+, Rd instruction should never be used, because it leaves an odd value in the stack pointer (ER7). 
For details refer to section 3.3.2, Exception Processing, or to the hardware manual. 


For the @aa:8 access range, refer to the relevant microcontroller hardware manual. 
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2.2.35 (5) MOV (W) 
MOV (MOVe data) 


Operation 
(EAs) > Rd 


Assembly-Language Format 
MOV.W <EAs>, Rd 


Operand Size 
Word 


Description 


Move 
Condition Code 


I UH U N ZV C 


Se SS eee 


H: Previous value remains unchanged. 

N: Set to 1 if the data value is negative; 
otherwise cleared to 0. 

Z: Set to 1 if the data value is zero; otherwise 
cleared to 0. 

V: Always cleared to 0. 

C: Previous value remains unchanged. 


This instruction transfers the source operand contents to a 16-bit register Rd, tests the transferred 
data, and sets condition-code flags according to the result. 


Available Registers 


Rd: RO to R7, EO to E7 
ERs: ERO to ER7 
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Operand Format and Number of States Required for Execution 


Addressing 
Mode 


Mnemonic 


Operands 


Instruction Format 





1st byte 


2nd byte 


3rd byte 





4th byte 5th byte 


6th byte 


7th byte 


8th byte 


No. of 
States 





Immediate 


#xx:16,Rd 


rd 


IMM 





Register 
indirect 


@ERs,Rd 


0:ers 








Register 
indirect with 
displacement 


@(d:16,ERs),Rd 


O:ers 





@(d:24,ERs),Rd 


O-ers 





Register 
indirect with 
post-increment 


@ERs+,Rd 





Absolute 
address 


Notes 


1. 
2. 


@aa:16,Rd 

















@aa:24,Rd 














The source operand <EAs> must be located at an even address. 
In machine language, MOV.W @R7+, Rd is identical to POP.W Rd. 
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2.2.35 (6) MOV (L) 
MOV (MOVe data) 


Operation 
(EAs) > ERd 


Assembly-Language Format 
MOV.L <EAs>, ERd 


Operand Size 


Longword 


Description 


Condition Code 
I Ul H U N ZV oC 


SSS 


H: Previous value remains unchanged. 

N: Set to 1 if the data value is negative; 
otherwise cleared to 0. 

Z: Set to 1 if the data value is zero; otherwise 
cleared to 0. 


V: Always cleared to 0. 


Move 


C: Previous value remains unchanged. 


This instruction transfers the source operand contents to a specified 32-bit register (ERd), tests the 
transferred data, and sets condition-code flags according to the result. The first memory word 
located at the effective address is stored in extended register Ed. The next word is stored in 


general register Rd. 


Ga Se 








MSB 




















LSB 








—— 





ERd Ed 








RdH 


RdL 











Available Registers 


ERd: ERO to ER7 
ERs: ERO to ER7 
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¢— EA 


Operand Format and Number of States Required for Execution 




























































































Instruction Format 
Addressing /vnemonic| Operands neath 
Mode 1st byte | 2ndbyte | 3rd byte 4th byte 5th byte 6th byte 7th byte 8th byte 9th byte | 10th byte 

Immediate MOV.L #xx:32,Rd 7 : A 0 -0:ers IMM 6 
Register MOV.L | @ERs,ERd | 0 : 0: 0 | 6 : 9 |o‘ers0:erd 8 
indirect : 2 

MOV.L |@(d:16,ERs),ERd| 0. : 0: 0 | 6: F |o:ers:0:erd disp 0 
Register : a 
indirect with 
displacement : : é 

MOV.L |@(d:24,ERs),ERd) 0 : 0: 0 | 7 : 8 /Orers! oO | 6. BJ] 2 Ded) 0: oO disp 4 
Register : : me 
indirect with MOV.L @ERs+,ERd oO: 0 0 6 : D |O‘ers:0:erd 0 
post-increment : a: 

MOV.L | @aa:16ERd | 0 | 0° 0/6: B | 0 2oerd abs 0 
Absolute : ae 
address : oe 

MOV.L | @aa:24,ERd | 0 : 0: 0 | 6: BY} 2 Oerd) o : 0 abs 2 
Notes 


1. The source operand <EAs> must be located at an even address. 
2. In machine language, MOV.L @ER7+, ERd is identical to POP.L ERd. 
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2.2.35 (7) MOV (B) 
MOV (MOVe data) 


Operation 
Rs > (EAd) 


Assembly-Language Format 
MOV.B Rs, <EAd> 


Operand Size 
Byte 


Description 


Move 
Condition Code 


I UH U N ZV C 


Se SS eee 


H: Previous value remains unchanged. 

N: Set to 1 if the data value is negative; 
otherwise cleared to 0. 

Z: Set to 1 if the data value is zero; otherwise 
cleared to 0. 

V: Always cleared to 0. 

C: Previous value remains unchanged. 


This instruction transfers the contents of an 8-bit register Rs (source operand) to a destination 
location, tests the transferred data, and sets condition-code flags according to the result. 


Available Registers 


Rs: ROL to R7L, ROH to R7H 


ERd: ERO to ER7 
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Operand Format and Number of States Required for Execution 


Instruction Format 





Addressing Mnemonic Operands 
Mode 1st byte | 2ndbyte | 3rd byte | 4th byte 5th byte 6th byte 7th byte 8th byte 





Register : 
indirect Rs,@ERd 6 8 Verd: 








Rs,@(d:16,ERd) : 1-erd 


Register 
indirect with 
displacement 





Rs,@(d:24,ERd) 





Register 
indirect with Rs,@-ERd 
pre-decrement 








Rs,@aa:8 





Rs,@aa:16 











Rs,@aa:24 
































Notes 


1. The MOV.B Rs, @-ER7 instruction should never be used, because it leaves an odd value in the stack pointer (ER7). 
For details refer to section 3.3.2, Exception Processing, or to the hardware manual. 

2. Execution of MOV.B RnL, @—-ERn or MOV.B RnH, @-ERn first decrements ERn by one, then transfers the 
designated part (RnL or RnH) of the resulting ERn value. 


121 


2.2.35 (8) MOV (W) 
MOV (MOVe data) 


Operation 
Rs > (EAd) 


Assembly-Language Format 
MOV.W Rs, <EAd> 


Operand Size 
Word 


Description 


Move 


Condition Code 
I Ul H U N ZV oC 


SSS 


H: Previous value remains unchanged. 

N: Set to 1 if the data value is negative; 
otherwise cleared to 0. 

Z: Set to 1 if the data value is zero; otherwise 
cleared to 0. 

V: Always cleared to 0. 

C: Previous value remains unchanged. 


This instruction transfers the contents of a 16-bit register Rs (source operand) to a destination 
location, tests the transferred data, and sets condition-code flags according to the result. 


Available Registers 


Rs: RO to R7, E0 to E7 
ERd: ERO to ER7 
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Operand Format and Number of States Required for Execution 


* Instruction Format 
ait Mnemonic| Operands 
lode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | Sthbyte | 6thbyte | 7thbyte | 8th byte 








Register Rs,@ERd : 1 -erd: rs 
Indireci v : 








Rs,@(d:16,ERd) 1:erd: 
Register : ea 
indirect with 
displacement 











Rs,@(d:24,ERd) O'erd: 





Register 
indirect with Rs,@-ERd 
post-increment 








Rs,@aa:16 














Rs,@aa:24 
































Notes 


1. The destination operand <EAd> must be located at an even address. 
2. In machine language, MOV.W Rs, @-R7 is identical to PUSH.W Rs. 
3. Execution of MOV.W Rn, @-ERn first decrements ERn by 2, then transfers the resulting value. 
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2.2.35 (9) MOV (L) 
MOV (MOVe data) 


Operation 
ERs — (EAd) 


Assembly-Language Format 
MOvV.L ERs, <EAd> 


Operand Size 


Longword 


Description 


Condition Code 


Move 


I UH U N ZV C 


SSS amas 


H: Previous value remains unchanged. 


N: Set to | if the data value i 
otherwise cleared to 0. 

Z: Set to 1 if the data value i 
cleared to 0. 

V: Always cleared to 0. 


s negative; 


s zero; otherwise 


C: Previous value remains unchanged. 


This instruction transfers the contents of a 32-bit register ERs (source operand) to a destination 
location, tests the transferred data, and sets condition-code flags according to the result. The 
extended register (Es) contents are stored at the first word indicated by the effective address. The 
general register (Rs) contents are stored at the next word. 


















































(oe 
>| MSB It— EA 
>) 
>) 
> LSB 
1 ee RE 
ERs | Es RsH RsL__| 
Available Registers 


ERs: ERO to ER7 
ERd: ERO to ER7 
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Operand Format and Number of States Required for Execution 


Instruction Format 





Addressing Mnemonic Operands 
Mode 1stbyte | 2ndbyte | 3rd byte 4th byte 5th byte 6th byte 7th byte 8th byte 9th byte | 10th byte 





Register ERs,@ERd 0:0 1erd:0:ers 
indirect ; : : : a. 








ERs,@(d:16,ERd) : 1:erd:0-ers 


Register 
indirect with 
displacement 





ERs,@(d:24,ERd) 





Register é 
indirect with ERs,@-ERd 3 1:erd:0-ers 
pre-decrement : : : ee 








ERs,@aa:16 8 ‘0:ers 
Absolute : : 
address 

















ERs,@aa:24 : A ‘Overs 






































Notes 


1. The destination operand <EAd> must be located at an even address. 
2. In machine language, MOV.L ERs, @—-ER7 is identical to PUSH.L ERs. 
3. Execution of MOV.L ERn, @-ERn first decrements ERn by 4, then transfers the resulting value. 
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2.2.36 MOVFPE 


MOVFPE (MOVe From Peripheral with E clock) Move Data with E Clock 
Operation Condition Code 
(EAs) > Rd I UH UNZVC 


Synchronized with E clock SS SS 


Assembly-Language Format 


H: Previous value remains unchanged. 
MOVFPE @aa:16, Rd 


N: Set to 1 if the data value is negative; 
otherwise cleared to 0. 





O d Si 
Peewee. Z: Set to 1 if the data value is zero; otherwise 
Byte cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction transfers memory contents specified by a 16-bit absolute address to a general 
register Rd in synchronization with an E clock, tests the transferred data, and sets condition-code 
flags according to the result. 


Note: Avoid using this instruction in microcontrollers not having an E clock output pin, or in 
single-chip mode. 


Available Registers 
Rd: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 











Absolute MOVFPE |@aa:16,Rd| 6 : A 4 : rd abs * 
address 

















Notes 


1. This instruction cannot be used with addressing modes other than the above, and cannot 
transfer word data or longword data. 

2. Data transfer by this instruction requires 9 to 16 states, so the execution time is variable. For 
details, refer to the relevant microcontroller hardware manual. 


126 


2.2.37 MOVTPE 


MOVTPE (MOVe To Peripheral with E clock) Move Data with E Clock 
Operation Condition Code 
Rs — (EAd) I UH UN ZvVC 


Synchronized with E clock SSS hanes 


Assembly-Language Format 


H: Previous value remains unchanged. 
MOVTPE Rs, @aa:16 


N: Set to 1 if the data value is negative; 
otherwise cleared to 0. 





O d Si 
aa Z: Set to 1 if the data value is zero; otherwise 
Byte cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction transfers the contents of a general register Rs (source operand) to a destination 
location specified by a 16-bit absolute address in synchronization with an E clock, tests the 
transferred data, and sets condition-code flags according to the result. 


Note: Avoid using this instruction in microcontrollers not having an E clock output pin, or in 
single-chip mode. 


Available Registers 
Rs: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
Mnemonic | Operands 
Mode ist byte | 2ndbyte | 3rdbyte | 4thbyte | States 











address 

















Absolute MOVTPE /|Rs, @aa:16| 6 : A Cc fs abs * 


Notes 


1. This instruction cannot be used with addressing modes other than the above, and cannot 
transfer word data or longword data. 

2. Data transfer by this instruction requires 9 to 16 states, so the execution time is variable. For 
details, refer to the relevant microcontroller hardware manual. 
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2.2.38 (1) MULXS (B) 
MULXS (MULtiply eXtend as Signed) Multiply Signed 
Operation Condition Code 


Rd x Rs > Rd 
I Ul H U N ZV C 


Assembly-Language Format Ssh paeS 


MULXS.B Rs, Rd 
H: Previous value remains unchanged. 


Operand Size N: Set to 1 if the result is negative; otherwise 
cleared to 0. 


Byte ; 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Previous value remains unchanged. 
C: Previous value remains unchanged. 
Description 


This instruction multiplies the lower 8 bits of a 16-bit register Rd (destination operand) by the 
contents of an 8-bit register Rs (Source operand) as signed data and stores the result in the 16-bit 
register Rd. If Rd is a general register, Rs can be the upper part (RdH) or lower part (RdL) of Rd. 
The operation performed is 8-bit x 8-bit — 16-bit signed multiplication. 



































Rd Rs Rd 
Don’t care | Multiplicand x Multiplier => Product 
8 bits 8 bits 16 bits 
Available Registers 


Rd: RO to R7, EO to E7 
Rs: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


A Instruction Format 
mACreSsing Mnemonic | Operands 





Mode 1st byte 2nd byte 3rd byte 4th byte 
Register direct | MULXS.B Rs, Rd Oo: 1 Cc: 0 5 : 0 























Notes 
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2.2.38 (2) MULXS (W) 


MULXS (MULtiply eXtend as Signed) Multiply Signed 
Operation Condition Code 


Assembly-Language Format |—[—|—]-[ 2] + [-|-| 


MULXS.W Rs, ERd : ; 
ae Pe H: Previous value remains unchanged. 


N: Set to 1 if the result is negative; otherwise 


Operand Size 
cleared to 0. 
Word Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Previous value remains unchanged. 
C: Previous value remains unchanged. 
Description 


This instruction multiplies the lower 16 bits of a 32-bit register ERd (destination operand) by the 
contents of a 16-bit register Rs (Source operand) as signed data and stores the result in the 32-bit 
register ERd. Rs can be the upper part (Ed) or lower part (Rd) of ERd. The operation performed is 
16-bit x 16-bit — 32-bit signed multiplication. 









































ERd Rs ERd 
Don’t care | Multiplicand x Multiplier > Product 
16 bits 16 bits 32 bits 
Available Registers 


ERd: ERO to ER7 
Rs: RO to R7, E0 to E7 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
Mnemonic | Operands 
Mode 1st byte 2nd byte | 3rd byte 4th byte | States 


























Register direct | MULXSW| Rs,ER¢C | 0 1] C 0| 5 2] 1s Oerd| 24 


Notes 
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2.2.39 (1) MULXU (B) 


MULXU (MULtiply eXtend as Unsigned) Multiply 
Operation Condition Code 
Ra Rea? Re I UH UNZvVC 





Assembly-Language Format 
MULXU.B Rs, Rd 


H: Previous value remains unchanged. 
, N: Previous value remains unchanged. 

Operand Size ; : 
a Z: Previous value remains unchanged. 

te : : 
y V: Previous value remains unchanged. 
C: Previous value remains unchanged. 

Description 


This instruction multiplies the lower 8 bits of a 16-bit register Rd (destination operand) by the 
contents of an 8-bit register Rs (source operand) and stores the result in the 16-bit register Rd. If 
Rd is a general register, Rs can be the upper part (RdH) or lower part (RdL) of Rd. The operation 
performed is 8-bit x 8-bit > 16-bit multiplication. 









































Rd Rs Rd 
Don’t care | Multiplicand x Multiplier => Product 
8 bits 8 bits 16 bits 
Available Registers 


Rd: RO to R7, EO to E7 
Rs: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


Addressing Instruction Format No. of 





Mnemonic | Operands 
Mode e 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 


Register direct | MULXU.B Rs, Rd 5 : 0 rs: rd 14 























Notes 
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2.2.39 (2) MULXU (W) 


MULXU (MULtiply eXtend as Unsigned) Multiply 
Operation Condition Code 





Assembly-Language Format 
MULXU.W Rs, ERd 


H: Previous value remains unchanged. 
; N: Previous value remains unchanged. 
Operand Size ; : 
Z: Previous value remains unchanged. 
Word ; : i 
V: Previous value remains unchanged. 
C: Previous value remains unchanged. 
Description 


This instruction multiplies the lower 16 bits of a 32-bit register ERd (destination operand) by the 
contents of a 16-bit register Rs (source operand) and stores the result in the 32-bit register ERd. Rs 
can be the upper part (Ed) or lower part (Rd) of ERd. The operation performed is 16-bit x 16-bit 
— 32-bit multiplication. 









































ERd Rs ERd 
Don’t care | Multiplicand x Multiplier > Product 
16 bits 16 bits 32 bits 


Available Registers 


ERd: ERO to ER7 
Rs: RO to R7, E0 to E7 


Operand Format and Number of States Required for Execution 


Addressing ' Instruction Format No. of 
Mnemonic | Operands 
Mode 1st byte 2nd byte | 3rd byte 4th byte | States 


























Register direct | MULXU.W | Rs,ERd | 5 2 | 18 0 erd 20 


Notes 
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2.2.40 (1) NEG (B) 





NEG (NEGate) Negate Binary Signed 
Operation Condition Code 
0—-Rd—Rd I UH UNZvVC 
Assembly-Language Format —([—[|s J-[t ttt ]t 
NBG Be H: Set to 1 if there is a borrow at bit 3; 
Operand Size Omneryase cleared poe 
N: Set to 1 if the result is negative; otherwise 
Byte cleared to 0. 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Set to 1 if there is a borrow at bit 7; 
otherwise cleared to 0. 
Description 


This instruction takes the two’s complement of the contents of an 8-bit register Rd (destination 
operand) and stores the result in the 8-bit register Rd (subtracting the register contents from H'00). 
If the original contents of Rd was H'80, however, the result remains H'80. 


Available Registers 
Rd: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


Addressing . Instruction Format No. of 
Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 








Register direct NEG.B Rd 1 27 8 = td 2 




















Notes 


An overflow occurs if the previous contents of Rd was H'80. 
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2.2.40 (2) NEG (W) 


NEG (NEGate) Negate Binary Signed 
Operation Condition Code 

DaBec he I UH UN ZvVC 
Assembly-Language Format [—]—[t |-]t[t[t] tl 
NEG.W Rd 





H: Set to 1 if there is a borrow at bit 11; 
otherwise cleared to 0. 


Operand Size : : ; ; 
N: Set to 1 if the result is negative; otherwise 
Word 
cleared to 0. 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Set to 1 if there is a borrow at bit 15; 
otherwise cleared to 0. 
Description 


This instruction takes the two’s complement of the contents of a 16-bit register Rd (destination 
operand) and stores the result in the 16-bit register Rd (subtracting the register contents from 
H'0000). If the original contents of Rd was H'8000, however, the result remains H'8000. 


Available Registers 
Rd: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 


Register direct NEG.W Rd 1 7 9 rd 2 


























Notes 


An overflow occurs if the previous contents of Rd was H'8000. 
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2.2.40 (3) NEG (L) 


NEG (NEGate) Negate Binary Signed 
Operation Condition Code 

pS oRt a7 BRS I UH UN ZV C 
Assembly-Language Format —([—[sJ—-[t tts ]t 
NEG.L ERd 





H: Set to | if there is a borrow at bit 27; 
otherwise cleared to 0. 


Operand Size ; ; : ‘ 
N: Set to 1 if the result is negative; otherwise 
Longword cleared to 0. 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Set to 1 if there is a borrow at bit 31; 
otherwise cleared to 0. 
Description 


This instruction takes the two’s complement of the contents of a 32-bit register ERd (destination 
operand) and stores the result in the 32-bit register ERd (subtracting the register contents from 
H'00000000). If the original contents of ERd was H'80000000, however, the result remains 
H'80000000. 


Available Registers 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
Mnemonic | Operands 
Mode 1st byte 2ndbyte | 3rd byte 4th byte | States 


























Register direct | NEGL | ERd 1° 7 | B O'erd 2 


Notes 
An overflow occurs if the previous contents of ERd was H'80000000. 
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2.2.41 NOP 





NOP (No OPeration) No Operation 
Operation Condition Code 
ee rc I UH UN ZV C 
Assembly-Language Format [=]—|—/—/-]-|- |=] 
NOP 
Operand Size H: Prevous value ne unchanged. 
N: Previous value remains unchanged. 
= Z: Previous value remains unchanged. 
V: Previous value remains unchanged. 
C: Previous value remains unchanged. 
Description 


This instruction only increments the program counter, causing the next instruction to be executed. 
The internal state of the CPU does not change. 


Available Registers 


Operand Format and Number of States Required for Execution 


; Instruction Format 
Addressing Mnemonic | Operands rad 








Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 
= NOP 0 ofo 0 2 




















Notes 
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2.2.42 (1) NOT (B) 


NOT (NOT = logical complement) Logical Complement 
Operation Condition Code 

4Rd— Rd I UH UN ZV C 
Assembly-Language Format |—([—|—]—] +] + [0 ]-| 
NOT.B Rd 


H: Previous value remains unchanged. 
N: Set to 1 if the result is negative; otherwise 


Operand Size 
cleared to 0. 
Byte Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction takes the one’s complement of the contents of an 8-bit register Rd (destination 
operand) and stores the result in the 8-bit register Rd. 


Available Registers 
Rd: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


Addressing Instruction Format 





Mnemonic | Operands 
Mode 1st byte 2nd byte 3rd byte 4th byte 


Register direct NOT.B Rd 1 7 0 rd 























Notes 


136 


2.2.42 (2) NOT (W) 


NOT (NOT = logical complement) Logical Complement 
Operation Condition Code 

4Rd—- Rd I UH UN ZV C 
Assembly-Language Format |—[—|—]—[ 1] + [0 |—| 
NOT.W Rd 


H: Previous value remains unchanged. 
N: Set to 1 if the result is negative; otherwise 


Operand Size 
cleared to 0. 
as Z: Set to 1 if the result is zero (the previous 
Rd value was H'FFFF); otherwise cleared 
to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction takes the one’s complement of the contents of a 16-bit register Rd (destination 
operand) and stores the result in the 16-bit register Rd. 


Available Registers 
Rd: RO to R7, E0 to E7 


Operand Format and Number of States Required for Execution 


Addressing Instruction Format 





Mnemonic | Operands 
Mode 1st byte 2nd byte 3rd byte 4th byte 


Register direct NOT.W Rd I? 1 rd 























Notes 
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2.2.42 (3) NOT (L) 


NOT (NOT = logical complement) Logical Complement 
Operation Condition Code 
TER? ERS I UH UNZvVC 
Assembly-Language Format |—[—|—]—] 2] + [0 ]-| 
None ERG I: Previous value remains unchanged. 
Operand Size H: Ereyious value fees unchanged. 
N: Set to 1 if the result is negative; otherwise 
Longword 
cleared to 0. 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction takes the one’s complement of the contents of a 32-bit register ERd (destination 
operand) and stores the result in the 32-bit register ERd. 


Available Registers 
ERd: ERO to ER7 
Operand Format and Number of States Required for Execution 


F Instruction Format 
ndareseing Mnemonic | Operands 





Mode 1st byte 2nd byte 3rd byte 4th byte 
Register direct | NOTL |  ERd 1° 7 | 3 O-erd 























Notes 
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2.2.43 (1) OR (B) 


OR (inclusive OR logical) Logical OR 
Operation Condition Code 


Assembly-Language Format |—[—|—]—[ 1] + [0 |—| 


R.B <EAs>, Rd . , 
: oe H: Previous value remains unchanged. 


Operand Size N: Set to 1 if the result is negative; otherwise 


cleared to 0. 
Byte Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction ORs the source operand with the contents of an 8-bit register Rd (destination 
register) and stores the result in the 8-bit register Rd. 


Available Registers 


Rd: ROL to R7L, ROH to R7H 
Rs: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 








Immediate OR.B #xx:8, Rd C : td 2 
Register direct OR.B Rs, Rd 1:4 : 2 





























Notes 
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2.2.43 (2) OR (W) 


OR (inclusive OR logical) Logical OR 
Operation Condition Code 


Assembly-Language Format |—([—|—]—] +] + [0 ]-| 


R.W <EAs>, Rd : ; 
° a H: Previous value remains unchanged. 


N: Set to 1 if the result is negative; otherwise 


Operand Size 
cleared to 0. 
Word Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction ORs the source operand with the contents of a 16-bit register Rd (destination 
register) and stores the result in the 16-bit register Rd. 


Available Registers 


Rd: RO to R7, EO to E7 
Rs: RO to R7, E0 to E7 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 








Immediate OR.W #xx:16, Rd Yaa a) 4 : rd IMM 4 
Register direct OR.W Rs, Rd 6: 4 ts rd 2 





























Notes 
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2.2.43 (3) OR (L) 


OR (inclusive OR logical) Logical OR 
Operation Condition Code 


Assembly-Language Format |—[—|—]—[ 1] + [0 |—| 


DR el Ease se H: Previous value remains unchanged. 


N: Set to | if the result is negative; otherwise 


Operand Size 
cleared to 0. 
Longword Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction ORs the source operand with the contents of a 32-bit register ERd (destination 
register) and stores the result in the 32-bit register ERd. 


Available Registers 


ERd: ERO to ER7 
ERs: ERO to ER7 


Operand Format and Number of States Required for Execution 


Instruction Format 
1st byte | 2ndbyte | 3rdbyte | 4thbyte | 5th byte | 6th byte 


Addressing 
Mode 





Mnemonic | Operands 








Immediate OR.L #xx:32,ERd| 7 : A 4 0 erd IMM 
Register direct OR.L ERs, ERd Oo: 1 F: 0 0 ‘ers:0 ‘erd 
































Notes 
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2.2.44 ORC 


ORC (inclusive OR Control register) Logical OR with CCR 
Operation Condition Code 


Assembly-Language Format 


PROTA Es Stores the corresponding bit of the result. 


| 


Operand Size : Stores the corresponding bit of the result. 


Stores the corresponding bit of the result. 
Pyle Stores the corresponding bit of the result. 
Stores the corresponding bit of the result. 
Stores the corresponding bit of the result. 


Stores the corresponding bit of the result. 


Stores the corresponding bit of the result. 


Description 


This instruction ORs the contents of the condition-code register (CCR) with immediate data and 
stores the result in the condition-code register. No interrupt requests, including NMI, are accepted 
immediately after execution of this instruction. 


Operand Format and Number of States Required for Execution 


i Instruction Format 
mdaressing Mnemonic | Operands 





Mode 1st byte 2nd byte 3rd byte 4th byte 
Immediate ORC #xx:8, CCR| O 4 IMM 























Notes 


142 


2.2.45 (1) POP (W) 
POP (POP data) Pop Data from Stack 
Operation Condition Code 


@SP+— Rn 
I Ul H U N ZV iC 


Assembly-Language Format = [—|—|—|—[¢ [2 [0 [| 


POP.W Rn 
Cs Previous value remains unchanged. 
Operand Size N: Set to | if the data value is negative; 
Word otherwise cleared to 0. 

Z: Set to 1 if the data value is zero; 

otherwise cleared to 0. 

V: Always cleared to 0. 

C: Previous value remains unchanged. 
Description 


This instruction restores data from the stack to a 16-bit general register Rn, tests the restored data, 
and sets condition-code flags according to the result. 


Available Registers 
Rn: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 








a POP.W Rn G8 2De San 6 




















Notes 
POP.W Rn is identical to MOV.W @SP+, Rn. 
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2.2.45 (2) POP (L) 


POP (POP data) Pop Data from Stack 
Operation Condition Code 

CSrune I UH UN ZvVC 
Assembly-Language Format |—([—|—]—] +] + [0 ]-| 
POP.L ERn 


H: Previous value remains unchanged. 
N: Set to 1 if the data value is negative; 


Operand Size ; 
otherwise cleared to 0. 
Longword Z: Set to 1 if the data value is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction restores data from the stack to a 32-bit general register ERn, tests the restored 
data, and sets condition-code flags according to the result. 


Available Registers 
ERn: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing Instruction Format 





Mnemonic | Operands 
Mode 1st byte 2nd byte 3rd byte 4th byte 


= | POPL | ERn Oy #6" oor | 6 Be | oe oem 























Notes 
POP.L ERn is identical to MOV.L @SP+, ERn. 
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2.2.46 (1) PUSH (W) 


PUSH (PUSH data) Push Data on Stack 
Operation Condition Code 

Rn — @-SP L JUP He U0: NZ NG 
Assembly-Language Format |—|—(|—|-] + [+] ]-| 
PUSH.W Rn 


H: Previous value remains unchanged. 
N: Set to | if the data value is negative; 


pete Ue otherwise cleared to 0. 
Word Z: Set to 1 if the data value is zero; 
otherwise cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction saves data from a 16-bit register Rn onto the stack, tests the saved data, and sets 
condition-code flags according to the result. 


Available Registers 
Rn: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


Addressing ; Instruction Format 
Mnemonic | Operands 
Mode 1st byte 2nd byte 3rd byte 4th byte 


























= PUSH.W Rn 6 D|F.om 


Notes 


1. PUSH.W Rn is identical to MOV.W Rn, @-SP. 
2. When PUSH.W R7 or PUSH.W E7 is executed, the value saved on the stack is the lower part 
(R7) or upper part (E7) of the value of ER7 before execution minus two. 
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2.2.46 (2) PUSH (L) 


PUSH (PUSH data) Push Data on Stack 
Operation Condition Code 

ERn > @-SP I UH UN ZvVC 
Assembly-Language Format [—|—[—|—] + [+ | o]—| 
PUSH.L ERn 


H: Previous value remains unchanged. 
N: Set to 1 if the data value is negative; 


OperandsSize otherwise cleared to 0. 
Longword Z: Set to 1 if the data value is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction pushes data from a 32-bit register ERn onto the stack, tests the saved data, and 
sets condition-code flags according to the result. 


Available Registers 
ERn: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format 
Mnemonic | Operands 
Mode 1st byte 2nd byte 3rd byte 4th byte 


























= | PUSH.L | ERn 0 4. 6 oe] <2 op: | Foe 


Notes 


1. PUSH.L ERn is identical to MOV.L ERn, @—SP. 
2. When PUSH.L ER7 is executed, the value saved on the stack is the value of ER7 before 
execution minus four. 
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2.2.47 (1) ROTL (B) 


ROTL (ROTate Left) Rotate 
Operation Condition Code 
Rd (left rotation) > Rd I Ul H UN ZV oC 
Assembly-Language Format [—|—(|—|-]+[t]o] 4) 
ROLES Bd H: Previous value remains unchanged. 
Operand Size N: Set to 1 if the result is negative; otherwise 
cleared to 0. 
Byte Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Receives the previous value in bit 7. 
Description 


This instruction rotates the bits in an 8-bit register Rd (destination register) one bit to the left. The 
most significant bit is rotated to the least significant bit (bit 0), and also copied to the carry flag. 











MSB LSB 
Cc b7 bo 
Available Registers 


Rd: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


; Instruction Format 
Addressing Mnemonic | Operands meoF 


Mode istbyte | 2ndbyte | 3rdbyte | 4thbyte | States 























Register direct ROTL.B Rd ane 22 8 rd 2 





Notes 
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2.2.47 (2) ROTL (W) 


ROTL (ROTate Left) Rotate 
Operation Condition Code 

Rd (left rotation) — Rd I UH UNZVC 
Assembly-Language Format == |—]=]4] 4 polit 
ROTL.W Rd 


H: Previous value remains unchanged. 


: N: Set to 1 if the result is negative; otherwise 
Operand Size g 


cleared to 0. 
Word Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Receives the previous value in bit 15. 
Description 


This instruction rotates the bits in a 16-bit register Rd (destination register) one bit to the left. The 
most significant bit is rotated to the least significant bit (bit 0), and also copied to the carry flag. 











MSB LSB 
Cc b15 bo 
Available Registers 


Rd: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


i Instruction Format 
pudressing Mnemonic | Operands Ah as 





Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 
Register direct | ROTL.W Rd 1:2 9 = td 2 























Notes 
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2.2.47 (3) ROTL (L) 


ROTL (ROTate Left) Rotate 
Operation Condition Code 
ERd (left rotation) - ERd I UL H UN ZV oC 
Assembly-Language Format |—[—|—|—]# | +] 0 |-| 
ROL ERG H: Previous value remains unchanged. 
Operand Size N: Set to 1 if the result is negative; otherwise 
cleared to 0. 
Longword Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Receives the previous value in bit 31. 
Description 


This instruction rotates the bits in a 32-bit register ERd (destination register) one bit to the left. 
The most significant bit is rotated to the least significant bit (bit 0), and also copied to the carry 
flag. 











MSB LSB 
Cc b31 bo 
Available Registers 


ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
Mnemonic | Operands 
Mode 1st byte 2ndbyte | 3rd byte 4th byte | States 


























Register direct | ROTL.L | ERd 1: 2 | B :Oerd 2 


Notes 
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2.2.48 (1) ROTR (B) 


ROTR (ROTate Right) Rotate 
Operation Condition Code 

Rd (right rotation) — Rd I ULHUNZVC 
Assembly-Language Format SSS lela le tole 
ROTR.B Rd 


H: Previous value remains unchanged. 

N: Set to 1 if the result is negative; otherwise 
cleared to 0. 

Byte Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 

V: Always cleared to 0. 

C: Receives the previous value in bit 0. 


Operand Size 


Description 

This instruction rotates the bits in an 8-bit register Rd (destination register) one bit to the right. 
The least significant bit is rotated to the most significant bit (bit 7), and also copied to the carry 
flag. 











MSB LSB 
b7 bo C 


Available Registers 
Rd: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


F Instruction Format 
Adaressttig Mnemonic | Operands peat 





Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 
Register direct ROTR.B Rd 1 3 8 = rd 2 























Notes 


150 


2.2.48 (2) ROTR (W) 


ROTR (ROTate Right) Rotate 
Operation Condition Code 

Rd (right rotation) > Rd I Ul H UN ZV oC 
Assembly-Language Format [—|—(|—|-]+[t]o] 4) 
ROTR.W Rd 


H: Previous value remains unchanged. 
N: Set to 1 if the result is negative; otherwise 


Operand Size eleneed ie: 
Word Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Receives the previous value in bit 0. 
Description 


This instruction rotates the bits in a 16-bit register Rd (destination register) one bit to the right. 
The least significant bit is rotated to the most significant bit (bit 15), and also copied to the carry 
flag. 











MSB LSB 
b15 bo Cc 


Available Registers 
Rd: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


Addressing Instruction Format No. of 





Mnemonic | Operands 
Mode 7 istbyte | 2ndbyte | 3rdbyte | 4thbyte | States 


Register direct ROTR.W Rd 1: 3 9 : rd 2 























Notes 
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2.2.48 (3) ROTR (L) 
ROTR (ROTate Right) 


Operation 
ERd (right rotation) — ERd 


Assembly-Language Format 
ROTR.L ERd 


Operand Size 


Longword 


Description 


Rotate 


Condition Code 


I UH UN ZV C 


Bee Srna 


H: Previous value remains unchanged. 

N: Set to 1 if the result is negative; otherwise 
cleared to 0. 

Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 

V: Always cleared to 0. 

C: Receives the previous value in bit 0. 


This instruction rotates the bits in a 32-bit register ERd (destination register) one bit to the right. 
The least significant bit is rotated to the most significant bit (bit 31), and also copied to the carry 














flag. 

MSB LSB 

b31 bo Cc 
Available Registers 


ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing 


Mnemonic | Operands 
Mode P 


Instruction Format No. of 





istbyte | 2ndbyte | 3rd byte 4th byte | States 





Register direct | ROTR.L | ERd 


Notes 




















1 = 3 | B Oerd 2 
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2.2.49 (1) ROTXL (B) 


ROTXL (ROTate with eXtend carry Left) Rotate through Carry 
Operation Condition Code 
Rd (left rotation through carry bit) — Rd I UH UNZVC 


SEE Emr 


Assembly-Language Format 


ROP Rd H: Previous value remains unchanged. 
Operand Size N: Set to 1 if the result is negative; otherwise 
cleared to 0. 
Byte Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Receives the previous value in bit 7. 
Description 


This instruction rotates the bits in an 8-bit register Rd (destination register) one bit to the left 
through the carry flag. The carry flag is rotated into the least significant bit (bit 0). The most 
significant bit rotates into the carry flag. 











Available Registers 
Rd: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 





Addressing . Instruction Format No. of 
Mnemonic | Operands 
Mode istbyte | 2ndbyte | 3rdbyte | 4thbyte | States 
ROTXL.B Rd 1 2 0 rd 2 





Register direct 




















Notes 
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2.2.49 (2) ROTXL (W) 
ROTXL (ROTate with eXtend carry Left) 


Operation 
Rd (left rotation through carry bit) — Rd 


Assembly-Language Format 
ROTXL.W Rd 


Operand Size 
Word 


Description 


Rotate through Carry 


Condition Code 
I Ul H U N ZV oC 


Bee Srna 


H: Previous value remains unchanged. 

N: Set to 1 if the result is negative; otherwise 
cleared to 0. 

Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 

V: Always cleared to 0. 

C: Receives the previous value in bit 15. 


This instruction rotates the bits in a 16-bit register Rd (destination register) one bit to the left 
through the carry flag. The carry flag is rotated into the least significant bit (bit 0). The most 


significant bit rotates into the carry flag. 








Available Registers 
Rd: RO to R7, EO to E7 





Operand Format and Number of States Required for Execution 


Addressing 


Instruction Format No. of 





Mnemonic | Operands 





Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 


Register direct | ROTXL.W Rd 1 








Notes 


2 1 rd 2 
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2.2.49 (3) ROTXL (L) 


ROTXL (ROTate with eXtend carry Left) Rotate through Carry 
Operation Condition Code 
ERd (left rotation through carry bit) — ERd I ULHUNZVC 
Assembly-Language Format (|= |= |e) 4 els: 
BOTALSLSERG H: Previous value remains unchanged. 
Operand Size N: Set to | if the result is negative; otherwise 
cleared to 0. 
Longword Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Receives the previous value in bit 31. 
Description 


This instruction rotates the bits in a 32-bit register ERd (destination register) one bit to the left 
through the carry flag. The carry flag is rotated into the least significant bit (bit 0). The most 
significant bit rotates into the carry flag. 











Available Registers 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing . Instruction Format No. of 
Mnemonic | Operands 
Mode 1st byte 2nd byte | 3rd byte 4th byte | States 


Register direct | ROTXL.L | ERd 1 2 | 3 0erd 2 


























Notes 
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2.2.50 (1) ROTXR (B) 
ROTXR (ROTate with eXtend carry Right) 


Operation 


Rd (right rotation through carry bit) — Rd 


Assembly-Language Format 
ROTXR.B Rd 


Operand Size 
Byte 


Description 


Rotate through Carry 


Condition Code 
I Ul H U N ZV oC 


eee ES 


H: Previous value remains unchanged. 

N: Set to 1 if the result is negative; otherwise 
cleared to 0. 

Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 

V: Always cleared to 0. 

C: Receives the previous value in bit 0. 


This instruction rotates the bits in an 8-bit register Rd (destination register) one bit to the right 
through the carry flag. The carry flag is rotated into the most significant bit (bit 7). The least 


significant bit rotates into the carry flag. 








Available Registers 
Rd: ROL to R7L, ROH to R7H 





Operand Format and Number of States Required for Execution 


Addressing 


Instruction Format No. of 





Mnemonic | Operands 


States 





Mode 1st byte 
ROTXR.B Rd 1: 








Register direct 


Notes 


2nd byte 3rd byte Ath byte 
0 = td 2 














2.2.50 (2) ROTXR (W) 
ROTXR (ROTate with eXtend carry Right) 


Operation 


Rotate through Carry 


Condition Code 


Rd (right rotation through carry bit) — Rd I ULHUNZVC 


le ea eel I oy 


Assembly-Language Format 


ROPER Re H: Previous value remains unchanged. 
Operand Size N: Set to | if the result is negative; otherwise 
cleared to 0. 
Word Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Receives the previous value in bit 0. 
Description 


This instruction rotates the bits in a 16-bit register Rd (destination register) one bit to the right 
through the carry flag. The carry flag is rotated into the most significant bit (bit 15). The least 
significant bit rotates into the carry flag. 











Available Registers 
Rd: RO to R7, EO to E7 
Operand Format and Number of States Required for Execution 


Instruction Format 
2nd byte 3rd byte 


No. of 
States 


Addressing 





Mnemonic | Operands 


Mode 1st byte 
ROTXR.W Rd 1: 3 1 rd 2 


4th byte 























Register direct 


Notes 
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2.2.50 (3) ROTXR (L) 


ROTXR (ROTate with eXtend carry Right) Rotate through Carry 
Operation Condition Code 
Ul H U N ZV C 


ERd (right rotation through carry bit) — ERd I 
feuiviaaetomt ede les ee bole) 


H: Previous value remains unchanged. 
N: Set to 1 if the result is negative; otherwise 


Assembly-Language Format 
ROTXR.L ERd 


Pera Oe cleared to 0. 
Longword Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Receives the previous value in bit 0. 
Description 


This instruction rotates the bits in a 32-bit register ERd (destination register) one bit to the right 
through the carry flag. The carry flag is rotated into the most significant bit (bit 31). The least 
significant bit rotates into the carry flag. 











Available Registers 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Instruction Format 
2nd byte 3rd byte 4th byte 
3 :0:erd 2 


No. of 


Addressing | tinemonic Operands States 


Mode 1st byte 
Register direct | ROTXRL | ERd ee 


























Notes 
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2.2.51 RTE 
RTE (ReTurn from Exception) Return from Exception Handling 


Operation Condition Code 
@SP+ — CCR I Ul H U N ZV C 


@SP+—> PC 


Assembly-Language Format I: Restored from the corresponding bit on 
the stack. 

UI: Restored from the corresponding bit on 

the stack. 

Restored from the corresponding bit on 

the stack. 

Restored from the corresponding bit on 

the stack. 

Restored from the corresponding bit on 

the stack. 

Restored from the corresponding bit on 

the stack. 

Restored from the corresponding bit on 

the stack. 

Restored from the corresponding bit on 

the stack. 


RTE 





Operand Size 


Description 

This instruction returns from an exception-handling routine by restoring the condition-code 
register (CCR) and program counter (PC) from the stack. Program execution continues from the 
address restored to the program counter. The CCR and PC contents at the time of execution of this 
instruction are lost. 


Operand Format and Number of States Required for Execution 












































































































































Addressing ' Instruction Format No. of 
Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 
_ RTE 5 6 7 0 10 
Notes 
The stack structure differs between normal mode and advanced mode. 
eae, ae 
Don’t care CCR ¥ CCR ¥ 
ON v | FTIR es vy y | 
PC Undet. : ‘ PC ‘ ‘ 
Normal mode 23 16 15 87 0 Advanced mode 23 1615 87 0 
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2.2.52 RTS 





RTS (ReTurn from Subroutine) Return from Subroutine 
Operation Condition Code 
@SP+ — PC L0H: SU ON Ze 
Assembly-Language Format eee eee 
RTS H: Previous value remains unchanged. 
Operand Size N: Frevious value ee unchanged. 

Z: Previous value remains unchanged. 
= V: Previous value remains unchanged. 

C: Previous value remains unchanged. 
Description 


This instruction returns from a subroutine by restoring the program counter (PC) from the stack. 
Program execution continues from the address restored to the program counter. The PC contents 
at the time of execution of this instruction are lost. 


Available Registers 


Operand Format and Number of States Required for Execution 


Addressing . Instruction Format No. of States 
Mnemonic | Operands 
Mode 1st Byte| 2nd Byte) 3rd Byte) 4th Byte} Normal) Advanced 





























— RTS | 5. 4] 7 0 8 10 


Notes 


The stack structure and number of states required for execution differ between normal mode and 
advanced mode. 
In normal mode, only the lower 16 bits of the program counter are restored. 






















































































Ned 
Pin Don't care 
ene v | ee v v | 
PC | Undet. : ! PC : 
Normal mode 33 1615 87 0 Advanced mode 23 1615 87 0 
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2.2.53 (1) SHAL (B) 


SHAL (SHift Arithmetic Left) Shift Arithmetic 
Operation Condition Code 
Rd (left arithmetic shift) —- Rd I ULHUNZvVC 
Assembly-Language Format BEBE 
SHATSE Re H: Previous value remains unchanged. 
Operand Size N: Set to | if the result is negative; otherwise 
cleared to 0. 
Byte Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Receives the previous value in bit 7. 
Description 


This instruction shifts the bits in an 8-bit register Rd (destination operand) one bit to the left. The 
most significant bit shifts into the carry flag. The least significant bit (bit 0) is cleared to 0. 








~< 
MSB LSB 
Cc b7 bo 


Available Registers 
Rd: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format 
Mnemonic | Operands 
Mode 1st byte 2nd byte 3rd byte 4th byte 























Register direct SHAL.B Rd 1 0 8 rd 





Notes 
The SHAL instruction differs from the SHLL instruction in its effect on the overflow flag. 


161 


2.2.53 (2) SHAL (W) 


SHAL (SHift Arithmetic Left) Shift Arithmetic 
Operation Condition Code 

Rd (left arithmetic shift) — Rd I ULHUNZVC 
Assembly-Language Format SESE BMnE 
Sua Re H: Previous value remains unchanged. 


N: Set to 1 if the result is negative; otherwise 


Speman oie cleared to 0. 
Word Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Receives the previous value in bit 15. 
Description 


This instruction shifts the bits in a 16-bit register Rd (destination operand) one bit to the left. The 
most significant bit shifts into the carry flag. The least significant bit (bit 0) is cleared to 0. 





~< 
MSB LSB 
Riek eaeee lea 
Cc b15 bo 


Available Registers 
Rd: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


F Instruction Format 
Re Ore Ssttig Mnemonic | Operands poet 





Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 
Register direct | SHAL.W Rd 1: 0 9 : rd 2 























Notes 
The SHAL instruction differs from the SHLL instruction in its effect on the overflow flag. 
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2.2.53 (3) SHAL (L) 


SHAL (SHift Arithmetic Left) Shift Arithmetic 
Operation Condition Code 

ERd (left arithmetic shift) — ERd I UHUNZvVC 
Assembly-Language Format BEBE 
SHAL.L ERd 


H: Previous value remains unchanged. 


. N: Set to 1 if the result is negative; otherwise 
Operand Size g 


cleared to 0. 
Longword Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Receives the previous value in bit 31. 
Description 


This instruction shifts the bits in a 32-bit register ERd (destination operand) one bit to the left. The 
most significant bit shifts into the carry flag. The least significant bit (bit 0) is cleared to 0. 











~< 
MSB LSB 
Cc b31 bo 


Available Registers 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing ; Instruction Format No. of 
Mnemonic | Operands 
Mode 1st byte 2ndbyte | 3rd byte 4th byte | States 


























Register direct | SHAL.L | ERd 1: 0 B Oerd 2 


Notes 
The SHAL instruction differs from the SHLL instruction in its effect on the overflow flag. 
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2.2.54 (1) SHAR (B) 


SHAR (SHift Arithmetic Right) Shift Arithmetic 
Operation Condition Code 

Rd (right arithmetic shift) — Rd I ULHUNZVC 
Assembly-Language Format =[—f=|=] 4 | to] s | 
SHAR.B Rd 


H: Previous value remains unchanged. 

N: Set to 1 if the result is negative; otherwise 
cleared to 0. 

Byte Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 

V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 

C: Receives the previous value in bit 0. 


Operand Size 


Description 


This instruction shifts the bits in an 8-bit register Rd (destination operand) one bit to the right. Bit 
O shifts into the carry flag. Bit 7 shifts into itself. Since bit 7 remains unaltered, the sign does not 
change. 


MSB LSB 














b7 bo C 


Available Registers 
Rd: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


F Instruction Format 
meorESeMig Mnemonic | Operands 





Mode 1st byte 2nd byte 3rd byte 4th byte 
Register direct | SHAR.B Rd 1: 1 8 > rd 























Notes 
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2.2.54 (2) SHAR (W) 


SHAR (SHift Arithmetic Right) Shift Arithmetic 
Operation Condition Code 

Rd (right arithmetic shift) > Rd I ULHUNZVC 
Assembly-Language Format See lt] tele! 
SHAR.W Rd 


H: Previous value remains unchanged. 


2 N: Set to 1 if the result is negative; otherwise 
Operand Size g 


cleared to 0. 
Word Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Receives the previous value in bit 0. 
Description 


This instruction shifts the bits in a 16-bit register Rd (destination operand) one bit to the right. Bit 
0 shifts into the carry flag. Bit 15 shifts into itself. Since bit 15 remains unaltered, the sign does 
not change. 


MSB LSB 











Available Registers 
Rd: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


i Instruction Format 
Addressing Mnemonic | Operands pee 





Mode 1st byte | 2ndbyte | 3rdbyte | 4thbyte | States 
Register direct SHAR.W Rd 1 1 9 rd 2 























Notes 
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2.2.54 (3) SHAR (L) 


SHAR (SHift Arithmetic Right) Shift Arithmetic 
Operation Condition Code 

ERd (right arithmetic shift) ~ ERd I UHUNZvVC 
Assembly-Language Format SSS lela le tole 
SHAR eRe H: Previous value remains unchanged. 


N: Set to 1 if the result is negative; otherwise 


Dperand Size cleared to 0. 
Longword Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Receives the previous value in bit 0. 
Description 


This instruction shifts the bits in a 32-bit register ERd (destination operand) one bit to the right. 
Bit 0 shifts into the carry flag. Bit 31 shifts into itself. Since bit 31 remains unaltered, the sign 
does not change. 


MSB LSB 











Available Registers 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format 
Mnemonic | Operands 
Mode 1st byte 2nd byte 3rd byte 4th byte 


Register direct | SHARL | ERd 1: 4) B O:erd 


























Notes 
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2.2.55 (1) SHLL (B) 


SHLL (SHift Logical Left) Shift Logical 
Operation Condition Code 
Rd (left logical shift) — Rd I UL H UN ZV oC 
Assembly-Language Format |—[—|—|—]# | +] 0 |-| 
pune Bd H: Previous value remains unchanged. 
Operand Size N: Set to 1 if the result is negative; otherwise 
cleared to 0. 
Byte Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Receives the previous value in bit 7. 
Description 


This instruction shifts the bits in an 8-bit register Rd (destination operand) one bit to the left. The 
most significant bit shifts into the carry flag. The least significant bit (bit 0) is cleared to 0. 





< 
MSB LSB 
ip ek eee lee 
Cc b7 bo 


Available Registers 
Rd: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


i Instruction Format 
AdareS Sng Mnemonic | Operands neo! 





Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 
Register direct SHLL.B Rd 1 : 0 0 : rd 2 























Notes 
The SHLL instruction differs from the SHAL instruction in its effect on the overflow flag. 
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2.2.55 (2) SHLL (W) 


SHLL (SHift Logical Left) Shift Logical 
Operation Condition Code 

Rd (left logical shift) — Rd I ULHUNZVC 
Assembly-Language Format SSS lela le tole 
Sohbet Ad H: Previous value remains unchanged. 


N: Set to 1 if the result is negative; otherwise 


SRErAM Oe cleared to 0. 
Word Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Receives the previous value in bit 15. 
Description 


This instruction shifts the bits in a 16-bit register Rd (destination operand) one bit to the left. The 
most significant bit shifts into the carry flag. The least significant bit (bit 0) is cleared to 0. 











< 
MSB LSB 
Cc b15 bo 


Available Registers 
Rd: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


Addressing F Instruction Format No. of 
Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 


























Register direct SHLL.W Rd 1 0 1 rd 2 


Notes 
The SHLL instruction differs from the SHAL instruction in its effect on the overflow flag. 
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2.2.55 (3) SHLL (L) 


SHLL (SHift Logical Left) Shift Logical 
Operation Condition Code 
ERd (left logical shift) + ERd I Ul H UN ZV oC 
Assembly-Language Format [—|—(|—|-]+[t]o] 4) 
oEbbn ERG H: Previous value remains unchanged. 
Operand Size N: Set to 1 if the result is negative; otherwise 
cleared to 0. 
Longword Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Receives the previous value in bit 31. 
Description 


This instruction shifts the bits in a 32-bit register ERd (destination operand) one bit to the left. The 
most significant bit shifts into the carry flag. The least significant bit (bit 0) is cleared to 0. 





~< 
MSB LSB 
Se ee 
Cc b31 bo 


Available Registers 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing . Instruction Format 
Mnemonic | Operands 
Mode 1st byte 2nd byte 3rd byte 4th byte 


























Register direct | SHLL.L |  ERd 1: 0] 3 ‘O'erd 


Notes 
The SHLL instruction differs from the SHAL instruction in its effect on the overflow flag. 
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2.2.56 (1) SHLR (B) 
SHLR (SHift Logical Right) Shift Logical 


Operation Condition Code 


Rd (right logical shift) — Rd 
I Ul H U N ZV C 


Assembly-Language Format SSeS BR 


SHLR.B Rd 
H: Previous value remains unchanged. 


Operand Size N: Set to 1 if the result is negative; otherwise 
cleared to 0. 


Byte 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Receives the previous value in bit 0. 
Description 


This instruction shifts the bits in an 8-bit register Rd (destination operand) one bit to the right. The 
least significant bit shifts into the carry flag. The most significant bit (bit 7) is cleared to 0. 








> 
MSB LSB 
b7 bo Cc 


Available Registers 
Rd: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


F Instruction Format 
AGGrESSING Mnemonic | Operands No: ot 





Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 
Register direct SHLR.B Rd 1 1 0 rd 2 























Notes 
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2.2.56 (2) SHLR (W) 


SHLR (SHift Logical Right) Shift Logical 
Operation Condition Code 
Rd (right logical shift) — Rd I UlLH UN ZV oC 
Assembly-Language Format aS Srna 
pane H: Previous value remains unchanged. 
; N: Always cleared to 0. 
O ds 
ee Z: Set to 1 if the result is zero; otherwise 
Word cleared to 0. 
V: Always cleared to 0. 
C: Receives the previous value in bit 0. 
Description 


This instruction shifts the bits in a 16-bit register Rd (destination operand) one bit to the right. The 
least significant bit shifts into the carry flag. The most significant bit (bit 15) is cleared to 0. 





> 
MSB LSB 
SF See ae 
b15 bo Cc 


Available Registers 
Rd: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


Addressing Instruction Format No. of 





Mnemonic | Operands 
Mode . 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 


Register direct SHLR.W Rd 1: 14 1 =: rd 2 























Notes 
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2.2.56 (3) SHLR (L) 


SHLR (SHift Logical Right) Shift Logical 
Operation Condition Code 
ERd (right logical shift) —~ ERd I ULHUNZVC 
Assembly-Language Format |= ||-)ode fole 
SADA ERS H: Previous value remains unchanged. 
‘ N: Always cleared to 0. 
O dS 
Peeve Z: Set to 1 if the result is zero; otherwise 
Longword cleared to 0. 
V: Always cleared to 0. 
C: Receives the previous value in bit 0. 
Description 


This instruction shifts the bits in a 32-bit register ERd (destination operand) one bit to the right. 
The least significant bit shifts into the carry flag. The most significant bit (bit 31) is cleared to 0. 





a 
MSB LSB 
ae ee 
b31 bo Cc 


Available Registers 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing : Instruction Format No. of 
Mnemonic | Operands 
Mode 1st byte 2ndbyte | 3rd byte 4th byte | States 


























Register direct | SHLRL |  ERd 1 1 | 3 Oerd 2 


Notes 
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2.2.57 SLEEP 
SLEEP (SLEEP) 


Operation 


Program execution state > power-down mode 


Assembly-Language Format 





SLEEP 











Operand Size 


Description 


Power-Down Mode 


Condition Code 
I Ul H U N ZV C 


See ee] 


Previous value remains unchanged. 
Previous value remains unchanged. 
Previous value remains unchanged. 
Previous value remains unchanged. 
Previous value remains unchanged. 





When the SLEEP instruction is executed, the CPU enters a power-down state. Its internal state 
remains unchanged, but the CPU stops executing instructions and waits for an exception-handling 


request. When it receives an exception-handling request, the CPU exits the power-down state and 


begins the exception-handling sequence. Interrupt requests other than NMI cannot end the power- 


down state if they are masked in the CPU. 


Available Registers 


Operand Format and Number of States Required for Execution 


Addressing 


Instruction Format No. of 





Mnemonic 


Operands 


Mode 


1st byte 


2nd byte | 3rdbyte | 4thbyte | States 








= SLEEP 0 


Notes 

















8. 0 2 


For information about the power-down state, see the relevant microcontroller hardware manual. 


2.2.58 (1) STC (B) 


STC (STore from Control register) Store CCR 
Operation Condition Code 


CCR — Rd I UH UZvVC 





Assembly-Language Format 
STC.B CCR, Rd 


H: Previous value remains unchanged. 
, N: Previous value remains unchanged. 
Operand Size ; ; 
Z: Previous value remains unchanged. 
Byte V: Previous value remains unchanged. 
C: Previous value remains unchanged. 
Description 


This instruction copies the CCR contents to an 8-bit register Rd. 


Available Registers 
Rd: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


; Instruction Format 
Adaressing Mnemonic | Operands ones 





Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 
Register direct STC.B CCR, Rd 0: 2 O : rd 2 























Notes 


174 


2.2.58 (2) STC (W) 


STC (STore from Control register) Store CCR 
Operation Condition Code 


CCR —> (EAd) I UH UN ZVC 





Assembly-Language Format 
STC.W CCR, <EAd> 


H: Previous value remains unchanged. 
; N: Previous value remains unchanged. 
Operand Size . ; 
Z: Previous value remains unchanged. 
Word V: Previous value remains unchanged. 
C: Previous value remains unchanged. 
Description 


This instruction copies the CCR contents to a destination location. Although CCR is a byte 
register, the destination operand is a word operand. The CCR contents are stored at the even 
address. 


Available Registers 
ERd: ERO to ER7 
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Operand Format and Number of States Required for Execution 


Addressing 
Mode 


Mnemonic 


Operands 


Instruction Format 





1st byte 


2nd byte 


3rd byte 


4th byte 


5th byte 6th byte 


7th byte 


8th byte 


9th byte 


10th byte 





Register 
indirect 


CCR,@ERd 


0:1 


tierd: 0 








Register 
indirect with 
displacement 


CCR,@(d:16,ERd) 


1:erd: 











CCR,@(d:24,ERd) 


O:erd: 





Register 
indirect with 
pre-decrement 


CCR,@-ERd 





Absolute 
address 


Notes 


CCR,@aa:16 




















CCR,@aa:24 
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2.2.59 (1) SUB (B) 


SUB (SUBtract binary) Subtract Binary 
Operation Condition Code 

Rd—-Rs > Rd I UH UN ZVC 
Assembly-Language Format I—]—[t |-]t[t[t]t 
SUB.B Rs, Rd H: Set to 1 if there is a borrow at bit 3; 


otherwise cleared to 0. 


Operand Sie N: Set to 1 if the result is negative; otherwise 
Byte cleared to 0. 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 


C: Set to 1 if there is a borrow at bit 7; 
otherwise cleared to 0. 


Description 


This instruction subtracts the contents of an 8-bit register Rs (source operand) from the contents 
of an 8-bit register Rd (destination operand) and stores the result in the 8-bit register Rd. 


Available Registers 


Rd: ROL to R7L, ROH to R7H 
Rs: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


Addressing , Instruction Format 
Mnemonic | Operands 
Mode 1st byte 2nd byte 3rd byte 4th byte 


























Register direct SUB.B Rs, Rd 1: 8 


Notes 


The SUB.B instruction can operate only on general registers. Immediate data can be subtracted 
from general register contents by using the SUBX instruction. Before executing SUBX #xx:8, Rd, 
first set the Z flag to 1 and clear the C flag to 0. The following coding examples can also be used 
to subtract nonzero immediate data #IMM. 





(1) ORC #H'05, CCR 
SUBX #(IMMD1), Rd 
(2) ADD (ODIMM), Rd 

XORC #H'01, CCR 
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2.2.59 (2) SUB (W) 


SUB (SUBtract binary) Subtract Binary 
Operation Condition Code 

Rd — (EAs) > Rd I UH UN ZvVC 
Assembly-Language Format Sle eee 
SUB.W <EAs>, Rd H: Set to 1 if there is a borrow at bit 11; 


otherwise cleared to 0. 


SREP IES N: Set to 1 if the result is negative; otherwise 
Word cleared to 0. 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Set to 1 if there is a borrow at bit 15; 
otherwise cleared to 0. 
Description 


This instruction subtracts a source operand from the contents of a 16-bit register Rd (destination 
operand) and stores the result in the 16-bit register Rd. 


Available Registers 


Rd: RO to R7, EO to E7 
Rs: RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


Addressing . Instruction Format No. of 
Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 








Immediate SUB.W #xx:16, Rd 7 9 : IMM 4 
Register direct SUB.W Rs, Rd 1: 9 2 





























Notes 
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2.2.59 (3) SUB (L) 


SUB (SUBtract binary) Subtract Binary 
Operation Condition Code 

ERd — <EAs> > ERd I UHUNZVC 
Assembly-Language Format BERS 
SUB.L <EAs>, ERd H: Set to | if there is a borrow at bit 27; 


otherwise cleared to 0. 


ORErand Size N: Set to 1 if the result is negative; otherwise 
Longword cleared to 0. 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Set to | if there is a borrow at bit 31; 
otherwise cleared to 0. 
Description 


This instruction subtracts a source operand from the contents of a 32-bit register ERd (destination 
operand) and stores the result in the 32-bit register ERd. 


Available Registers 


ERd: ERO to ER7 
ERs: ERO to ER7 


Operand Format and Number of States Required for Execution 


Addressing Instruction Format 


Mnemonic | Operands 





Mode 1st byte | 2ndbyte | 3rd byte | 4thbyte | 5thbyte | 6th byte 








Immediate SUB.L | #xx:32,ERd) 7 > A | 3 :Oerd IMM 
Register direct SUB.L ERs,ERd | 1 : A |1-ers:0:erd 
































Notes 
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2.2.60 SUBS 





SUBS (SUBtract with Sign extension) Subtract Binary Address Data 
Operation Condition Code 
ERd — 1 - ERd I UH UN 2 Ve 
ERd — 2 > ERd 
ERd —- 4 > ERd 
Assembly-Language Format H: Pree value Female unchanged. 
N: Previous value remains unchanged. 
SUBS #1, ERd : ; . 
Z: Previous value remains unchanged. 
SUBS #2, ERd : ; . 
V: Previous value remains unchanged. 
SUBS #4, ERd : . : 
C: Previous value remains unchanged. 
Operand Size 
Longword 
Description 


This instruction subtracts the immediate value 1, 2, or 4 from the contents of a 32-bit register ERd 
(destination register). Differing from the SUB instruction, it does not affect the condition-code 
flags. 


Available Registers 
ERd: ERO to ER7 


Operand Format and Number of States Required for Execution 


; Instruction Format 
AadreSsIng Mnemonic | Operands no: ot 


Mode* 1stbyte | 2ndbyte | 3rd byte 4th byte | States 
Register direct SUBS #1, ERd 0 (0 erd 











Register direct SUBS #2, ERd : 8 O-erd 
Register direct SUBS #4, ERd : 9 O-erd 





























Notes 
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2.2.61 SUBX 


SUBX (SUBtract with eXtend carry) Subtract with Borrow 
Operation Condition Code 
Rd — (EAs) — C > Rd I UH UNZVC 


Assembly-Language Format I—J—] + [-[t [tft ds 


SUBX <EAs>, Rd H: Set to | if there is a borrow from bit 3; 


otherwise cleared to 0. 


Onerand Ree N: Set to 1 if the result is negative; otherwise 
Byte cleared to 0. 
Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Set to 1 if an overflow occurs; otherwise 
cleared to 0. 
C: Set to 1 if there is a borrow from bit 7; 
otherwise cleared to 0. 
Description 


This instruction subtracts the source operand and carry flag from the contents of an 8-bit register 
Rd (destination operand) and stores the result in the 8-bit register Rd. 


Available Registers 
Rd: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


i Instruction Format 
mddressing Mnemonic | Operands moet 


Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 








Immediate | SUBX | 0:8, Rd | B. rd IMM 2 
Register direct SUBX Rs, Rd 1:E£ rs rd 2 























Notes 
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2.2.62 TRAPA 
TRAPA (TRAP Always) 


Operation 


PC > @-SP 
CCR > @-SP 
<Vector> — PC 


Assembly-Language Format 





TRAPA #x:2 











Operand Size 


Description 


Trap Unconditionally 


Condition Code 


I UH UN ZV C 





ees eee 


Always set to 1. 
See notes. 


Previous value remains unchanged. 
Previous value remains unchanged. 
Previous value remains unchanged. 
Previous value remains unchanged. 
Previous value remains unchanged. 


This instruction pushes the program counter (PC) and condition-code register (CCR) on the stack, 


then sets the I bit to 1 and branches to a new address. The new address is the contents of the vector 


address corresponding to the specified vector number. The PC value pushed on the stack is the 
starting address of the next instruction after the TRAPA instruction. 


Vector Address 





Normal Mode Advanced Mode 





H'0010 to H'0011 H'000020 to H'000023 





H'0012 to H'0013 H'000024 to H'000027 





H'0014 to H'0015 H'000028 to H'00002B 











H'0016 to H'0017 H'00002C to H'00002F 





Operand Format and Number of States Required for Execution 


Addressing 
Mode 


Mnemonic | Operands 


Instruction Format 
1st byte 2nd byte 3rd byte 4th byte 





No. of 
States 





Register direct | TRAPA | #x:2 


Notes 

















5 7 |OOIMM 0 


14 





1. CCR bit 6 is set to 1 when used as an interrupt mask bit, but retains its previous value when 


used as a user bit. 


2. The stack and vector structure differ between normal mode and advanced mode. 
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2.2.63 (1) XOR (B) 


XOR (eXclusive OR logical) Exclusive Logical OR 
Operation Condition Code 
Rd @ (EAs) > Rd I ULHUNZvVC 


Assembly-Language Format [—|—(|—|-] + [+ ]o]-| 


BORE eee he H: Previous value remains unchanged. 


N: Set to 1 if the result is negative; otherwise 


Operand Size eleneed ie: 
Byte Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction exclusively ORs the source operand with the contents of an 8-bit register Rd 
(destination register) and stores the result in the 8-bit register Rd. 


Available Registers 


Rd: ROL to R7L, ROH to R7H 
Rs: ROL to R7L, ROH to R7H 


Operand Format and Number of States Required for Execution 


Addressing . Instruction Format No. of 
Mnemonic | Operands 
Mode 1stbyte | 2ndbyte | 3rdbyte | 4thbyte | States 








Immediate XOR.B #xx:8, Rd D = td 2 
Register direct XOR.B Rs, Rd 1 5 2 





























Notes 


183 


2.2.63 (2) XOR (W) 


XOR (eXclusive OR logical) 


Operation 


Rd @ (EAs) > Rd 


Assembly-Language Format 
XOR.W <EAs>, Rd 


Operand Size 
Word 


Description 


Condition Code 


Exclusive Logical OR 


I UH U N ZV C 


SSS 


H: Previous value remains unchanged. 
N: Set to 1 if the result is negative; otherwise 


cleared to 0. 


Z: Set to 1 if the result is zero; otherwise 


cleared to 0. 


V: Always cleared to 0. 
C: Previous value remains unchanged. 


This instruction exclusively ORs the source operand with the contents of a 16-bit register Rd 
(destination register) and stores the result in the 16-bit register Rd. 


Available Registers 
Rd: RO to R7, EO to E7 


Rs: 


RO to R7, EO to E7 


Operand Format and Number of States Required for Execution 


Addressing 
Mode 


Mnemonic 


Operands 


Instruction Format 





1st byte 


2nd byte 3rd byte 


4th byte 


No. of 
States 





Immediate 


XOR.W 


#xx:16, Rd 


TQ : rd 


IMM 


4 





Register direct 


Notes 





XOR.W 





Rs, Rd 











6 5 
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2.2.63 (3) XOR (L) 


XOR (eXclusive OR logical) Exclusive Logical OR 
Operation Condition Code 
ERd © (EAs) > ERd I ULHUNZvVC 


Assembly-Language Format [—|—(|—|-] + [+ ]o]-| 


ROR SER Se end H: Previous value remains unchanged. 


; N: Set to 1 if the result is negative; otherwise 
Operand Size 8 


cleared to 0. 
Longword Z: Set to 1 if the result is zero; otherwise 
cleared to 0. 
V: Always cleared to 0. 
C: Previous value remains unchanged. 
Description 


This instruction exclusively ORs the source operand with the contents of a 32-bit register ERd 
(destination register) and stores the result in the 32-bit register ERd. 


Available Registers 

ERd: ERO to ER7 

ERs: ERO to ER7 

Operand Format and Number of States Required for Execution 


Addressing Instruction Format 


Mnemonic | Operands 











Mode 1st byte | 2ndbyte | 3rdbyte | 4th byte | 5thbyte | 6th byte 


Immediate XOR.L_ | #xx:32,ERd|] 7 : A | 5 Oerd IMM 
Register direct XOR.L ERs,ERd | 0: 1 F: 0 O:ers:0:erd 
































Notes 
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2.2.64 XORC 
XORC (eXclusive OR Control register) 


Operation 
CCR © #IMM > CCR 


Assembly-Language Format 
XORC #xx:8, CCR 


Operand Size 
Byte 


Description 


Exclusive Logical OR with CCR 


Condition Code 


| 


I Ul H U N ZV C 


Stores the corresponding bit of the result. 


: Stores the corresponding bit of the result. 


Stores the corresponding bit of the result. 
Stores the corresponding bit of the result. 
Stores the corresponding bit of the result. 
Stores the corresponding bit of the result. 
Stores the corresponding bit of the result. 
Stores the corresponding bit of the result. 


This instruction exclusively ORs the contents of the condition-code register (CCR) with 
immediate data and stores the result in the condition-code register. No interrupt requests, 
including NMI, are accepted immediately after execution of this instruction. 


Operand Format and Number of States Required for Execution 


Addressing 


Instruction Format 





Mnemonic 


Operands 


Mode 


1st byte 


2nd byte 


3rd byte 4th byte 








Immediate XORC #xx:8, CCR 


Notes 


Gs 


186 

















IMM 


2.3 Instruction Set Summary 


Table 2-1 Instruction Set Summary 


Addressing Mode 































































































Function Instruction #xx Rn @ERn = @(d:16,ERn) @(d:24,ERn) @ERn+/@-ERn @aa:8 @aa:16 @aa:24 @(d:8,PC) @(d:16,PC) @@aa:8 — 
Data MOV BWL BWL BWL BWL BWL BWL B BWL BWL _ _ _ _ 
transfer POP, PUSH _ = = WL 
MOVEPE, —_— _— — B a — 
MOVTPE 
Arithmetic ADD,CMP BWL BWL — _ —_— _— = J 
operations SUB WL BWL = = =: -_ = 
ADDX, B B _ _ —_— _— = =. 
SUBX 
ADDS, _ L _ _ —_— _— _ a 
SUBS 
INC, DEC — BWL — _ — _— aS = 
DAA,DAS — B _ _ —_— _— see a 
MULXU, _ Bw) — _ —_— _— re i 
DIVXU, 
MULXS, 
DIVXS, 
NEG = BWL — _ —_— _— = = 
EXTU, = WL — _ _— _— = ps 
EXTS 
Logic AND, OR, BWL BWL — _ —_— —_ ae aa 
operations XOR 
NOT — BWL — _ —_— _ — = 
Shift operations — BWL — _ — — = = 
Bit manipulation — B B _— — — B rom <s 
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Table 2-1 Instruction Set Summary (cont) 


Addressing Mode 


Function Instruction #xx Rn @ERn @(d:16,ERn) @(d:24,ERn) @ERn+/@-ERn @aa:8 @aa:16 @aa:24 @(d:8,PC) @(d:16,PC) @@aa:8 


Branch Bec, BSR _ — — = _ O O = 








JMP,JSR — — O _— = a = = fe) = - fe) 











RTS _ — ior 











System TRAPA, <= = -_ 
control RTE, 
































SLEEP 
LDC B B WwW WwW Ww Ww — Ww Ww _ = — 
STC — B Ww Ww WwW W — WwW Ww _ = = 
ANDC, B — _ = — = 
ORC, 
XORC 
NOP — — = 
Block data — = _ 
transfer 
Legend 
B: Byte 
W: Word 
L: Longword 
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Table 2-2 Instruction Set 


(1) Data Transfer Instructions 





































































































Addressing Mode and Instruction Length (bytes) Condition Code No. of States 
Mnemonic Size #xx Rn @ERn @(d,ERn) @ERn+/@-ERn @aa @(d,PC) @@aa — Operation | H N ZV C_ Normal es 
MOV MOV.B #xx:8,Rd B 2 #xx:8-Rd8 OS 2 2 
MOV.B Rs,Rd B 2 Rs8—>Rd8 See 02 2 
MOV.B @ERs,Rd B 2 @ERs—Rd8 —-—-tt0- 4 4 
MOV.B @(d:16, ERs), Rd B @(d:16,ERs)—Rd8 —-?tt0o0-6 6 
MOV.B @(d:24,ERs),Rd B 8 @(d24:,ERs24)—>Rd8 SS 2 op 10 10 
MOV.B @ERs+,Rd B 2 @ERs-—>Rd8,ERs32+1—->ERs32 —-?tt0-—6 6 
MOV.B @aa:8,Rd B 2 @aa:8—Rd8 me FO 4 
MOV.B @aa:16,Rd B @aa:16—Rd8 SS, 00 6: 6 
MOV.B @aa:24,Rd B 6 @aa:24—Rd8 ——tt+o0o-— 8 8 
MOV.B Rs,@ERd B 2 Rs8->@ERd24 —-—-tto0o0- 4 4 
MOV.B Rs,@(d:16,ERd) B Rd8—>@(d:16,ERd) —-—tto-— 6 6 
MOV.B Rs,@(d:24,ERd) B 8 Rd8—>@(d:24,ERd) SP O10 10 
MOV.B Rs,@-ERd B 2 ERd32-1—ERd32,Rs8-@ERd —-—-tto-— 6 6 
MOV.B Rs,@aa:8 B 2 Rs8—@aa:8 Scaife O44 4 
MOV.B Rs,@aa:16 B Rs8>@aa:16 ——tto-— 6 6 
MOV.B Rs,@aa:24 B 6 Rs8>@aa:24 ——tto-— 8 8 
MOV.W #xx:16,Rd w 4 #xx:16>Rd16 —-~1?t10W-— 4 4 
MOV.W Rs,Rd Ww 2 Rs16—>Rd16 See 20S 2 2 
MOV.W @ERs,Rd Ww 2 @ERs24—Rd16 —-—tto- 4 4 
MOV.W @(d:16,ERs),Rd W @(d:16,ERs)—Rd16 ——ttow-6 6 
MOV.W @(d:24,ERs),Rd W 8 @(d:24,ERs)—Rd16 ——tto— 10 10 
MOV.W @ERs+,Rd Ww 2 @ERs—Rd16,ERs32+2—@ERd ——tto-— 6 6 
MOV.W @aa:16,Rd Ww @aa:16—Rd16 ——tt+o- 6 6 
MOV.W @aa:24,Rd Ww @aa:24—Rd16 ——ttow-— 8 8 
MOV.W Rs,@ERd Ww 2 Rs16—@ERd —-—-tto- 4 4 
MOV.W Rs,@(d:16,ERd) W Rs16—>@(d:16,ERd) ——tto- 6 6 
MOV.W Rs,@(d:24,ERd) W 8 Rs16—>@(d:24,ERd) ——ftto- 8 10 
MOV.W Rs,@-ERd Ww 2 ERd32-2-ERd32,Rs16->@ERd24 ——ttow-6 6 
MOV.W Rs,@aa:16 Ww Rs16>@aa:16 —-—-tto- 6 6 
MOV.W Rs,@aa:24 WwW Rs16>@aa:24 ——tto- 8 8 
MOV.L #xx:32,ERd L 6 #xx:32-ERd32 —-—tto-— 8 6 
MOV.L ERs,ERd L 2 ERs32—ERd32 —-—tto- 2 2 
MOV.L @ERs,ERd L 4 @ERs—ERd32 eee ee 8 
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Table 2-2 Instruction Set (cont) 


(1) Data Transfer Instructions 


Addressing Mode and Instruction Length (bytes) 


Condition Code 


No. of States 



























































Mnemonic Size #xx Rn @ERn @(d,ERn) @ERn+/@-ERn @aa @(d,PC) @@aa — Operation | H N ZV C_ Normal vanes 

MOV MOV.L @(d:16,ERs),ERd L 6 @(d:16,ERs)—ERd32 ee ed 8 0 
MOV.L @(d:24,ERs),ERd L 10 @(d:24,ERs)-ERd32 ——-—tt0o0-— 14 4 
MOV.L @ERs+,ERd I ERs—ERd32,ERs32+4-@ERs32 Se OS 10 0 
MOV.L @aa:16,ERd L @aa:16-ERd32 SS ao = 10 0 
MOV.L @aa:24,ERd Le @aa:24—ERd32 ——%tto0o-— 12 2 
MOV.L ERs,@ERd LD ERs32—@ERd24 ——tt0o-— 8 8 
MOV.L ERs,@(d:16,ERd) L 6 ERs32>@(d:16,ERd) me YO 2 10 0 
MOV.L ERs,@(d:24,ERd) L 10 ERs32>@(d:24,ERd) Se Od. 4 
MOV.L ERs,@-ERd L ERd32-4-ERd32,ERs32@ERd ——t+to0-— 10 0 
MOV.L ERs,@aa:16 L ERs32—@aa:16 ——tto0o-— 10 0 
MOV.L ERs,@aa:24 L ERs32—@aa:24 ——tto-— 12 2 

POP POP.W Rn Ww 2 @SP-—>Rn16,SP+2SP ——tt0o-— 6 6 
POP.L ERn ig 4  @SP-—ERn32,SP+4SP ——tt0o0-— 8 0 

PUSH — PUSH.W Rn WwW 2  SP-2SP,Rn16->@SP eo tf 0 6 6 
PUSH.L ERn L 4  SP-4-SP,ERn32-@SP ——tt0o-— 8 10 

MOVFPE MOVFPE@aa:16,Rd B @aa:16—Rad (synchronized with ——tt0-— © © 

E clock) 
MOVTPE MOVTPE Rs,@aa:16 B Rs—@aa:16 (synchronized with ——tt0-— © © 


(2) Arithmetic Operation Instructions 


Addressing Mode and Instruction Length (bytes) 


E clock)R 


Condition Code 


No. of States 


























Mnemonic Size #xx Rn @ERn @(d,ERn) @ERn+/@-ERn @aa @(d,PC) @@aa — Operation i] N ZV C_ Normal nel 

ADD ADD.B #xx:8,Rd B 2 Rd8+#xx:8Rd8 a4 o. Ppt oe 2 
ADD.B Rs,Rd B Rd8+Rs8—Rd8 = Ue ae a2 2 
ADD.W #xx:16,Rd w 4 Rd16+#xx:16>Rd16 = 12 2t 4 4 
ADD.W Rs,Rd w Rd16+Rs16—>Rd16 — VA ee £2 2 
ADD.L #xx:32,ERd L 6 ERd32+#xx:32 ERd32 amd Ut. P46 6 
ADD.L ERs,ERd L ERd32+ERs32—ERd32 _ ft ttt 2 2 

ADDX = ADDX #xx:8,Rd B. 2 Rd8+#xx:8+C—>Rd8 = 1 @t ft 2 2 
ADDX Rs,Rd B Rd8+Rs8+C—>Rd8 = t a ee 2 
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Table 2-2 Instruction Set (cont) 


(2) Arithmetic Operation Instructions 


Addressing Mode and Instruction Length (bytes) 


Condition Code 


No. of States 































































































Mnemonic Size #xx Rn @ERn @(d,ERn) @ERn+/@-ERn @aa @(d,PC) @@aa — Operation | H N ZV C_ Normal aes 
ADDS ADDS.L #1,ERd L 2 ERd32+13ERd32000 0 2 2 
ADDS.L #2,ERd L 2 ERd32+25ERd3200002C—C © 2 2 
ADDS.L #4,ERd L 2 ERd32+45ERd320000¢<C © 2 2 
INC INC.B Rd B 2 Rd8+1—Rd8 _ + — 2 2 
INC.W #1,Rd Ww 2 Rd16+1—Rd16 _ t+ — 2 2 
INC.W #2,Rd WwW 2 Rd16+2—Rd16 _ t — 2 2 
INC.L #1,ERd L 2 ERd32+1—ERd32 _ t — 2 2 
INC.L #2,ERd L 2 ERd32+2—ERd32 _ er 2 
DAA DAA Rd B 2 Rd8 decimal adjust >Rd8 _ ee 2 2 
SUB SUB.B Rs,Rd B 2 Rd8-Rs8—>Rd8 = Vd Ve 2 
SUB.W #xx:16,Rd w 4 Rd16-#xx:16-Rd16 _ tt 4 4 
SUB.W Rs,Rd Ww 2 Rd16-Rs16—>Rd16 = P=to 2 2 
SUB.L #xx:32,ERd L 6 ERd32-#xx:32—ERd32 _ tt 6 6 
SUB.L ERs,ERd L 2 ERd32-ERs32—ERd32 _ eke ey” 2 
SUBX — SUBX.B #xx:8,Rd B 2 Rd8-#xx:8-C—>Rd8 _ te De 22 2 
SUBX.B Rs,Rd B 2 Rd8-Rs8-C->Rd8 i ot 2 2 
SUBS — SUBS.L #1,ERd L 2 Erd32-13ERd32000¢C a ee 2 2 
SUBS.L #2,ERd L 2 ERd32-2>ERd32000002C a 2 2 
SUBS.L #4,ERd L 2 ERd32-4>ERd320000¢C © i ee 2 2 
DEC DEC.B Rd B 2 Rd8—1—Rd8 Sly eo ee 2 
DEC.W #1,Rd w 2 Rd16—-1->Rd16 astra Ne 82, 2 
DEC.W #2,Rd w 2 Rd16-2-Rd16 SS op Se 2 
DEC.L #1,ERd ke 2 ERd32-1—>ERd32 —--?ttt—2 2 
DEC.L #2,ERd L 2 ERd32-2-sERd32 Sh. Gi iw S52 2 
DAS DAS Rd B 2 Rd8 decimal adjust >Rd8 —* td * — 2 2 
NEG NEG.B Rd B 2 0-Rd8—>Rd8 ed ek ee ee 2 
NEG.W Rd w 2 0-Rd16—>Rd16 Sb tot ped 2 2 
NEG.L ERd L 2 0-ERd32-ERd32 ek ek See ee 2 


Table 2-2 Instruction Set (cont) 


(2) Arithmetic Operation Instructions 


Addressing Mode and Instruction Length (bytes) 


Condition Code 


No. of States 




































































Ad- 
Mnemonic Size #xx Rn @ERn @(d,ERn) @ERn+/@-ERn @aa @(d,PC) @@aa — Operation | H N ZV C_ Normal vanced 
CMP CMP.B #xx:8,Rd B 2 Rd8-#xx:8 =f of AT tT 2 2 
CMP.B Rs,Rd B Rd8-Rs8 ede Ae 2 2 
CMP.W #xx:16,Rd w 4 Rd16—-#xx:16 —-@M@tttt 4 4 
CMP.W Rs,Rd WwW Rd16-Rs16 —@titit 2 2 
CMP.L #xx:32,ERd L 6 ERd32-#xx:32 —@titi 4 6 
CMP.L ERs,ERd L ERd32-ERs32 Sef EF 2 2 
MULXU MULXU.B Rs,Rd B Rd8xRs8>Rd16 0 ee 4 4 
(unsigned operation) 
MULXU.W Rs,ERd WwW Rd16 x Rs16>ERd3200 0 OO 22 22 
(unsigned operation) 
MULXS MULXS.B Rs,Rd B Rd8 x Rs8 > Rd16 es TS AG 6 
(signed operation) 
MULXS.W Rs,ERd Ww Rd16 x Rs16 > ERd32 —-—-tt—-—— 24 24 
(signed operation) 
DIVXU __DIVXU.B Rs,Rd B Rd16 + Rs8 — Rd16 (RdH: remainder, — — —— 14 4 
RdL: quotient) (unsigned operation) 
DIVXU.W Rs,ERd Ww ERd32 + Rs16 — ERd32 (Ed: remainder, — — © @— — 22 22 
Rd: quotient) (unsigned operation) 
DIVXS _ DIVXS.B Rs,Rd B Rd16 + Rs8 — Rd16 (RdH: remainder, — — @) @— — 16 6 
RdL: quotient) (signed operation) 
DIVXS.W Rs,ERd Ww ERd32 + Rs16 — ERd32 (Ed: remainder, — — @ @— — 24 24 
Rd: quotient) (signed operation) 
EXTU EXTU.W Rd Ww 0 — (<bits 15 to 8> of Rd16) —-—o07} — 2 2 
EXTU.L ERd L 0 — (<bits 31 to 16> of ERd32) —-—o07} 2 2 
EXTS EXTS.W Rd Ww (<bit 7> of Rd16) > (<bits 15 to —-—tt =i 2 
8> of Rd16) 
EXTS.L ERd L (<bit 15> of ERd32) > (<bits 31 to 16> — — t ¢ 0 — 2 2 


of ERd32) 
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Table 2-2 Instruction Set (cont) 


(3) Logic Operation Instructions 


Addressing Mode and Instruction Length (bytes) 


Condition Code 


No. of States 




































































Mnemonic Size #xx Rn @ERn @(d,ERn) @ERn+/@-ERn @aa @(d,PC) @@aa — Operation N ZV Normal es 
AND AND.B #xx:8,Rd B 2 Rd8 A #xx:8->Rd8 1 70 2 2 
AND.B Rs,Rd B 2 Rd8 A Rs8>Rd8 170 2 2 
AND.W #xx:16,Rd w 4 Rd16 A #xx:16—>Rd16 tt 0 4 4 
AND.W Rs,Rd Ww 2 Rd16 A Rs16—>Rd16 tat220 2 2 
AND.L #xx:32,ERd L 6 ERd32 A #xx:32-ERd32 t to 6 6 
AND.L ERs,ERd L 4 ERd32 A ERs32—ERd32 t to 4 4 
OR OR.B #xx:8,Rd B 2 Rd8 V #xx:8—>Rd8 Go 20 2 2 
OR.B Rs,Rd B 2 Rd8 V Rs8->Rd8 170 2 2 
OR.W #xx:16,Rd w 4 Rd16 V #xx:16>Rd16 tt 0 4 4 
OR.W Rs,Rd Ww 2 Rd16 V Rs16—>Rd16 $d 70 2 2 
OR.L #xx:32,ERd L 6 ERd32 V #xx:32—ERd32 te Te20' 6 6 
OR.L ERs,ERd L 4 ERd32 V ERs32—ERd32 t t 0 4 4 
XOR XOR.B #xx:8,Rd B 2 Rd8@#xx:8->Rd8 t to 2 2 
XOR.B Rs,Rd B 2 Rd8@Rs8—>Rd8 170 2 2 
XOR.W #xx:16,Rd w 4 Rd16@#xx:16—Rd16 1% 0 4 4 
XOR.W Rs,Rd w 2 Rd16®Rs16—Rd16 170 2 2 
XOR.L #xx:32,ERd L 6 ERd32@#xx:32ERd32 t 10 6 6 
XOR.L ERs,ERd L 4 ERd32@ERs32—ERd32 t to 4 4 
NOT NOT.B Rd B 2 =Rd8—>Rd8 1 70 2 2 
NOT.W Rd w 2 =Rd16—>Rd16 170 2 2 
NOT.L ERd L 2 = Rd32—Rd32 tt 0 2 2 


Table 2-2 Instruction Set (cont) 


(4) Shift Instructions 


Addressing Mode and Instruction Length (bytes) 




















Condition Code 


No. of States 
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Mnemonic Size #xx Rn @ERn @(d,ERn) @ERn+/@-ERn @aa @(d,PC) @@aa — Operation H N ZV C_ Normal aes 
SHAL — SHAL.B Rd B 2 Se fe 2 2 
SHAL.W Rd Ww 2 nn Io Cotti? 2 2 
SHAL.L ERd L 2 eee ea St Gp 32: 2 
SHAR — SHAR.B Rd B 2 -— —--ttote2 2 
SHAR.W Rd w 2 —>| on SoS 20 ot te 2 
SHAR.L ERd L 2 MSB isB C ~~? 40% 2 2 
SHLL — SHLL.B Rd B 2 —--ttote 2 
SHLL.W Rd w 2 a 0 ——ttot e2 2 
SHLL.L ERd L 2 c MSB LSB ae ee 2 
SHLR ~—-SHLR.B Rd B 2 —-ttote2 2 
SHLR.W Rd w 2 art Hal ——ttote 2 
SHLR.L ERd L 2 si aad a ae ee ee 2 
ROTXL ROTXL.B Rd B 2 t+ tot 2 2 
ROTXL.W Rd w 2 rm fe eet Oe 2 2 
ROTXL.L ERd L 2 Cc MSB LSB Sat PFO 2 2 
ROTXR ROTXR.B Rd B 2 SN OE 2 2 
ROTXR.W Rd w 2 | | —--tto?te2 2 
ROTXR.L ERd L 2 MSB ESB G&S 250 of 8 2 
ROTL  ROTL.BRd B 2 vt On 2 2 
ROTL.W Rd w 2 |- Mm -=--t tot 2 2 
ROTL.L ERd i 2 C MSB LSB St $00 f 2 2 
ROTR  ROTR.B Rd B 2 —-ttot.e2 2 
ROTR.W Rd Ww 2 — } —-ttote2 2 
ROTR.L ERd L 2 MSB isB C _-~—?tto0% 2 2 


Table 2-2 Instruction Set (cont) 


(5) Bit Manipulation Instructions 

























































































Addressing Mode and Instruction Length (bytes) Condition Code No. of States 
Mnemonic Size #xx Rn @ERn @(d,ERn) @ERn+/@-ERn @aa @(d,PC) @@aa — Operation | H N ZV C_ Normal ee 
BSET #xx:3,@ERd B (#xx:3 of @ERA 100 8 8 
BSET #xx:3,@aa:8 B @esoi@aaset Bee eee 8 8 
BSET Rn,Rd B 2 (Rn8ofRd8)—-1 0 2 2 
BSET Rn,@ERd B (Rn8of@ERd—100¢«¢C 8 8 
BSET Rn,@aa:8 B (AnBof@aa®)e4 a 8 8 
BCLR BCLR #xx:3,Rd B 2 (#xx:3 of Rd8)-O0 0 ee 2 2 
BCLR #xx:3,@ERd B (#xxi3 of @ERd¢0 8 2 —~— ~~~ ~— 8 8 
BCLR #xx:3,@aa:8 B (ee3 of aa ee 8 8 
BCLR Rn,Rd B 2 (Rn8ofRd8)-0 ea 2 2 
BCLR Rn,@ERd B (Rn8of@ERd)<-O0 29 —- ~~ ——— 8 8 
BCLR Rn,@aa:8 B (Rn8of@aa8)0 8 8 
BNOT BNOT #xx:3,Rd B 2 (#xx:3 of Rd8)<— (#xx:3 of Rd8) 2 2 
BNOT #xx:3,@ERd B 4 (#xx:3 of @ERd)—3(#xx:30f 8 8 
@ERd) 
BNOT #xx:3,@aa:8 B 4 (#xx:3 of @aa:8)—- (#xx:3 of @aa:8) — — — —— — 8 8 
BNOT Rn,Rd B 2 (Rn8 of Rd8)—-(Rn8 of Rd8) — — — — — — — 2 2 
BNOT Rn,@ERd B 4 (Rn8 of @ERd)<-(Rn8 of @ERd) 93 = — — — —— — 8 8 
BNOT Rn,@aa:8 B 4 (Rn8 of @aa:8)<-- (Rn8 of @aa:8) 39— — — —— — 8 8 
BTST BTST #xx:3,Rd B 2 (#xx:3 of Rd8)>Z ———jt}—-—— 2 2 
BTST #xx:3,@ERd B (#xx:3 of @ERd)>Z SS, ——.6 6 
BTST #xx:3,@aa:8 B (#xx:3 of @aa:8)>Z ———t—— 6 6 
BTST Rn,Rd B 2 (Rn8 of Rd8)>Z —-—-t?--— 2 2 
BTST Rn,@ERd B (Rn8 of @ERd)>Z a nee 6 
BTST Rn,@aa:8 B (Rn8 of @aa:8)>Z Sep ee ES Py t B 6 
BLD BLD #xx:3,Rd B 2 (#xx:3 of R08) C0 ee $2 2 
BLD #xx:3,@ERd B (#xxi3 of @ERd9C 0 OS t 6 6 
BLD #xx:3,@aa:8 B GhoeSiof@aaBi2C6 t 6 6 
BILD BILD #xx:3,Rd B 2 a(#xxi30fRd8)9G i t 2 2 
BILD #xx:3,@ERd B a (#xx:3 of @ERd24)9C 2 t 6 6 
BILD #xx:3,@aa:8 B 4 a(#x:3 of @aa8)9>C a OO t 6 6 
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Table 2-2 Instruction Set (cont) 


(5) Bit Manipulation Instructions 


Addressing Mode and Instruction Length (bytes) 


Condition Code 


No. of States 







































































Mnemonic Size #xx Rn @ERn @(d,ERn) @ERn+/@-ERn @aa @(d,PC) @@aa — Operation |! H N ZV C_ Normal ee 
BST BST #xx:3,Rd B 2 Co(#xx:30fRd8) 0 2 2 
BST #xx:3,@ERd B Co(#xx:3 of @ERd24) 0 OS 8 8 
BST #xx:3,@aa:8 B Cathe cf@aas) ee 8 8 
BIST BIST #xx:3,Rd B 2 [Ca(#xx30fRd8) a 2 2 
BIST #xx:3,@ERd B /C-3(#xx:3 of @ERG24) 0 8 8 
BIST #xx:3,@aa:8 B iGs@ecSof@aa8) SS 8 8 
BAND BAND #xx:3,Rd B 2 CAxx:30fRd8)39C 0 8 2 2.2, oe t 2 2 
BAND #xx:3,@ERd B CA(#xx:3 of @ERd24)9C + 6 6 
BAND #xx:3,@aa:8 B CA(#xx:3 of @aa'8)9C OO OO +t 6 6 
BIAND _ BIAND #xx:3,Rd B 2 CAn(/#xx3 0fRd8)9C 000000 OO t 2 2 
BIAND #xx:3,@ERd B CA (/#xx:3 of @ERd24)>C 2 = =2——— — —— t 6 6 
BIAND #xx:3,@aa:8 B CA3 (/#xx:3 of @aai8)9>C OO t 6 6 
BOR BOR #xx:3,Rd B 2 CV(#xx30fRd8)2G oO t 2 2 
BOR #xx:3,@ERd B CV (#xx:3 of @ERd24)9C OS tr °6 6 
BOR #xx:3,@aa:8 B CV (#xx:3 of @aa8)>C OO t 6 6 
BIOR BIOR #xx:3,Rd B 2 CV ~(#xx:30f Rd8)>C Oe Oe + 2 2 
BIOR #xx:3,@ERd B C V ~(#xx:3 of @ERd24)39C Oo + 6 6 
BIOR #xx:3,@aa:8 B CV ~(#xx:3 of @aa'8)>C OO one 6 
BXOR BXOR #xx:3,Rd B 2 C @ (#xx:30f Rd8)9C 0 Oe {2 2 
BXOR #xx:3,@ERd B C © (#xx:3 of @ERd24)9C 2 OO + 6 6 
BXOR #xx:3,@aa:8 B C @ (#xx:3 of @aa8)9C a t 6 6 
BIXOR — BIXOR #xx:3,Rd B 2 C@~(#xx30fRd8)J>C t 2 2 
BIXOR #xx:3,@ERd B C © ~(#xx:3 of @ERd24)9C 2 OO + 6 6 
BIXOR #xx:3,@aa:8 B C @ ~(#xx:3 of @aa8)>C OO t 6 6 
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(6) Branch Instructions 





































































































































































































Addressing Mode and Instruction Length (bytes) Condition Code No. of States 
Branch oS ae en AE a 
Mnemonic Size #xx Rn @ERn @(d,ERn) @ERn+/@-ERn @aa @(d,PC) @@aa — Operation condition | H N ZV C_ Normal vanced 
BRA d:16(BTd:16) = 4 PCe2PGHd 6S . 2 eS Sr 6 6 
BRN d:8(BFd:8) es 2 else next; Nevers ~ nes ao ee es 4 4 
BRN d:16(BFd:16) = Be ee 6 6 
BHI d:8 = 2 CvZ=0 —————— 4 4 
BHI d:16 — eS —”——CO NS a a 6 6 
BLS d:8 _ 2 CGNZat. == SS SS = 4 4 
BLS d:16 —_ Bae a ES BS rn 6 6 
BCC d:8(BHS d:8) — 2 Co. 2S Se 4 4 
BCC d:16(BHS d:16) = Bee ES SS 6 6 
BCS d:8(BLO d:8) — 2 C20 Se Se 4 4 
BCS d:16(BLO d:16) _ A ee 6 6 
BNE d:8 _ 2 720°. SS SS SS Ss SS 4 4 
BNE d:16 _— QO nn 6 6 
BEQ 4:8 = 2 2 See 4 4 
BEQ d:16 — 7 6 6 
BVC d:8 = 2 Ve0e°  . SSS SSS 4 4 
BVC d:16 _ BS (SE 6 6 
BVS 4:8 = 2 Ved ° pS Ses 4 4 
BVS d:16 = 43-0 —— 6 6 
BPL d:8 _ 2 Neo SS Se 4 4 
BPL d:16 = QO 6 6 
BMI d:8 = 2 Net —-————— 4 4 
BMI d:16 — Be Ee 6 6 
BGE 4:8 — 2 N@®V=0 —— —~——— 4 4 
BGE d:16 _ A re Ee ES ey 6 6 
BLT d:8 =. 2 N@Vs1 —— ———— 4 4 
BLT d:16 _ Be a EE 6 6 
BGT 4:8 = 2 ZV(N@®V)=0 — — — —— — 4 4 
BGT 4:16 = Se. 728 460 SSeS 6 6 
BLE 4:8 _ 2 ZV(N@V/=1 — — — —— — 4 4 
BLE d:16 —= QO 6 6 
JMP. JMP @ERn _ 2 PCeERn }=©——— 4 4 
JMP @aa:24 _ 4 PC&aget. = Ca 6 6 
JMP @@aa:8 = 2 POe@aee 8 10 
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Table 2-2 Instruction Set (cont) 


(6) Branch Instructions 

























































































Addressing Mode and Instruction Length (bytes) Condition Code No. of States 
Branch Ad- 
Mnemonic Size #xx Rn @ERn @(d,ERn) @ERn+/@-ERn @aa @(d,PC) @@aa — Operation condition | H N ZV C_ Normal vanced 
BSR BSR d:8 = 2 PC->@-SP,PC—PC+d:8 a ~~ — 6 8 
BSR d:16 —_ 4 PC>@-SPPCePC+d16 es — — ~~~ — 8 10 
JSR JSR @ERn = 2 PC>@-SPPC-ERNn 2 © 6 8 
JSR @aa:24 a 4 PC->@:SPPCeaae4 SS 8 10 
JSR @@aa:8 _— 2 PC-@-SP,PC¢+@aa'8 2 a — —  — — — 8 12 
RTS RTS = 2 PCe@SP+ (==> >->-->-—— 8 10 
(7) System Control Instructions 
Addressing Mode and Instruction Length (bytes) Condition Code No. of States 
Mnemonic Size #xx Rn @ERn @(d,ERn) @ERn+/@-ERn @aa @(d,PC) @@aa — Operation | H N ZV C_ Normal ed 
TRAPA — TRAPA #x:2 _— 2 PC @-SP, CCR>@-SP, ®- -—--—--—— 14 14 
<vector> > PC 
RTE RTE _ CCR<@SP+,PC<-@SP+ fet ete a 10 10 
SLEEP SLEEP _— Transition to power-down state 8 8 — — — —— — 2 2 
LDC LDC #xx:8,CCR B 2 #xx:8->CCR ade er op ed = 2 2 
LDC Rs,CCR B 2 Rs8->CCR $Y et De 82 2 
LDC @ERs,CCR WwW 4 @ERs—>CCR fy ADSL 8 6 
LDC @(d:16,ERs),CCR W 6 @(d:16,ERs)>CCR EE ot 8 8 
LDC @(d:16,ERs),CCR W 10 @(d:24,ERs)>CCR t+ dtitt ft 12 12 
LDC @ERs+,CCR WwW 4 @ERs—CCR,ERs32+2ERs32 PAS ats ers 8 8 
LDC @aa:16,CCR Ww 6 @aa:16—CCR t+ ttttst 8s 8 
LDC @aa:24,CCR Ww 8 @aa:24—CCR ttt Weed. ae Se SA0 10 
STC STC CCR,Rd B 2 CCRSRd8- i eee 2 2 
STC CCR,@ERd Ww 4 CCR>@ERd 0 a ee ee 6 6 
STC CCR,@(d:16,ERs) W 6 CCR>@(d:16,ERs24) i ~~ — 8 8 
STC CCR,@(d:24,ERs) W 10 CCR @(d:24,ERs24) 00 12 12 
STC CCR,@-ERs Ww 4 ERd32-2-ERd24,CCR>@ERd24 — — — — — — — 8 8 
STC CCR,@aa:16 Ww 6 CCR>@aat6 ea ee 8 8 
STC CCR,@aa:24 WwW 8 CCR>@aai24 i ee ee 10 10 
ANDC — ANDC #xx:8,CCR B 2 CCR A#xx:8->CCR $f fe ye 2 2 
ORC ORC #xx:8,CCR B 2 CCR V#xx:8->CCR $0 2.9 $4.2 2 
XORC = XORC #xx:8,CCR B 2 CCR@#xx:8->CCR ae ee ae 2 
NOP NOP _ 2 PCePC+2 —f ——-——— 2 2 
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Table 2-2 Instruction Set (cont) 


(8) Block Transfer Instructions 





Addressing Mode and Instruction Length (bytes) Condition Code No. of States 
Ad- 
Mnemonic Size #xx Rn @ERn @(d,ERn) @ERn+/@-ERn @aa @(d,PC) @@aa — Operation | H N ZV C_ Normal vanced 
EEPMOV EEPMOV.B == 4 ifR4Lb40 0 0 ee 8+4n*2 84+4n*2 
Repeat @R5->@R6 
R5+1—R5 
R6+1—R6 
R4L-1R4L 
Until R4L = 0 
else next; 
EEPMOV.W _— 4 ifR430 2. a ee 84+4n*2 844n*2 
Repeat @R5->@R6 
R5+1>R5 
R6+1—R6 
R4L-1R4L 
Until R4 = 0 


else next; 


Notes: *1 The number of states is the number of states required for execution when the instruction and its operands are located in 
on-chip memory. For other cases see section 2.6, Number of States Required for Execution. 
nis the value set in register R4L or R4. 


* 
ine) 


Set to 1 when a carry or borrow occurs at bit 11; otherwise cleared to 0. 

Set to 1 when a carry or borrow occurs at bit 27; otherwise cleared to 0. 

Retains its previous value when the result is zero; otherwise cleared to 0. 

Set to 1 when the adjustment produces a carry; otherwise retains its previous value. 

The number of states required for execution of an instruction that transfers data in synchronization with the E clock is 
variable. 

Set to 1 when the divisor is negative; otherwise cleared to 0. 

Set to 1 when the divisor is zero; otherwise cleared to 0. 

Set to 1 when the quotient is negative; otherwise cleared to 0. 


OO® @OOHO000 
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2.4 Instruction Codes 
Table 2-3 Instruction Codes 


Instruction Format 

2nd byte 3rd byte 4th byte 5th byte 6th byte 7th byte 8th byte 9th byte 10th byte 

IMM 
rs: ord 
1 rd 
rs : rd 
ee 
ers 
0 





Instruction Mnemonic 


a 


ADD ADD.B #xx:8,Rd 
ADD.B Rs,Rd 
ADD.W #xx:16,Rd 
ADD.W Rs,Rd 
ADD.L #xx:32,ERd 
ADD.L ERs,ERd 
ADDS #1,ERd 
ADDS #2,ERd 
ADDS #4,ERd 
ADDX #xx:8,Rd 
ADDX Rs,Rd 
AND.B #xx:8,Rd 
AND.B Rs,Rd 
AND.W #xx:16,Rd 
AND.W Rs,Rd 
AND.L #xx:32,ERd 
AND.L ERs,ERd 
ANDC #xx:8,CCR 
BAND #xx:3,Rd 
BAND #xx:3,@ERd 
BAND #xx:3,@aa:8 
BRA d:8 (BT d:8) 
BRA d:16 (BT d:16) 
BRN d:8 (BF d:8) 
BRN d:16 (BF d:16) 
BHI d:8 

BHI d:16 

BLS d:8 

BLS d:16 

BCC d:8 (BHS d:8) 
BCC d:16 (BHS d:16) 
BCS d:8 (BLO d:8) 


























DID) DW) S/S) O|o]a@ 





a 





m 





a 














IMM 





‘ers :0:erd 














D/D/D/Dl[r-|r-|S/F/TD/o/al/o\r|r-|rjr|r/s\|s\/o\o 






































HLaAlHRIaA HRI aH IARI aA)RINININIOSOINIOIN/H/MIO;O;/O/O}/Ol]OIN}SO|NIO!]@ 


A;/OB/Al@O/W/O!/MJ/@s/=-|/W/OI|MIO/HD/H/-|F/|HD/O|D 
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Table 2-3 Instruction Codes (cont) 


Instruction Format 
2nd byte 3rd byte 4th byte 5th byte 6th byte 7th byte 8th byte 9th byte 10th byte 
Bs 1 0) dis; 
dis 


Instruction Mnemonic 





Bec BCS d:16 (BLO d:16) 
BNE d:8 

BNE d:16 

BEQ d:8 

BEQ d:16 

BVC d:8 

BVC d:16 

BVS d:8 

BVS d:16 

BPL d:8 

BPL d:16 

BMI d:8 

BMI d:16 

BGE d:8 

BGE d:16 

BLT d:8 

BLT d:16 

BGT d:8 

BGT d:16 

BLE d:8 

BLE d:16 

BCLR #xx:3,Rd 
BCLR #xx:3,@ERd 
BCLR #xx:3,@aa:8 
BCLR Rn,Rd 
BCLR Rn,@ERd 
BCLR Rn,@aa:8 
BIAND #xx:3,Rd 
BIAND #xx:3,@ERd 
BIAND #xx:3,@aa:8 
BILD #xx:3,Rd 
BILD #xx:3,@ERd 
BILD #xx:3,@aa:8 








dis 








dis 
: dis 





dis 





dis 





dis 





dis 





dis 





dis 





dis 





dis 





dis 





dis 





dis 





dis 








dis 
: dis 





dis 

F Z 
0:IMM: 
0‘erd ; 




















abs 





m 





‘erd : 





abs 
121MM: 
ed : 











abs 
121MM: 
:erd : 









































NIN ININ IN IN IN INI QIN IN INS OR POR aR aR aAlTR aR aR aAlTR aA) R | al] a 
MIOINIMI/OJ/MOl/M/VlMIMIOS/M sO] MN) @SOI/M/oO;/O/WM/OQ/o;Wl)ao);Pl}/o;/oO};@M!;/M;)/a!/N|a}aM/]oa@ 


D/D/DI/Di DDD n\n\wD\w\w 


abs 
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Table 2-3 Instruction Codes (cont) 


Instruction Format 

2nd byte 3rd byte 4th byte 5th byte 6th byte 7th byte 8th byte 9th byte 10th byte 
1:IMM: rd 
‘erd | 0 Ts IMM | 
abs hos IMM 
1 IMM: rd 
‘erd | 0 27 [A cIMM: 
abs i of [IMM : 
1:IMM: rd 
‘erd | 0 7 2 5 |1:IMM: 
abs hee i5 IMM 
O:IMM: rd 
O:erd | 0 27 |OsIMM: 
abs anf 0: IMM: 
IMM: rd 
‘erd | 0 oe 0 :IMM: 
abs De 2 0: IMM 
m : rd 
erd ; 0 

abs 
IMM: rd 
:erd : 0 

abs 
O:IMM: rd 
O:erd | 0 

abs 


Instruction Mnemonic 





BIOR OR #xx:3,Rd 
OR #xx:3,@ERd 
OR #xx:3,@aa:8 
IST #xx:3,Rd 


B 
B 
B 
B 
BIST #xx:3,@ERd 
B 
B 
B 
B 

















ST #xx:3,@aa:8 
XOR #xx:3,Rd 
XOR #xx:3,@ERd 
XOR #xx:3,@aa:8 
BLD #xx:3,Rd 

BLD #xx:3,@ERd 
BLD #xx:3,@aa:8 
BNOT #xx:3,Rd 
BNOT #xx:3,@ERd 
BNOT #xx:3,@aa:8 
BNOT Rn,Rd 
BNOT Rn,@ERd 
BNOT Rn,@aa:8 
BOR #xx:3,Rd 
BOR #xx:3,@ERd 
BOR #xx:3,@aa:8 
BSET #xx:3,Rd 
BSET #xx:3,@ERd 
BSET #xx:3,@aa:8 
BSET Rn,Rd 

BSET Rn,@ERd 
BSET Rn,@aa:8 
BSR d:8 

BSR d:16 

BST #xx:3,Rd 

BST #xx:3,@ERd 
BST #xx:3,@aa:8 




































































m 





cerd : 





D/DW/DW/DI DDD DDD DDD DD/HD DDD O/H\/HO\D\WD\W\wo\/o 


abs 








disp 


0 
-IMM : 
‘erd : 











N|NJolalaln|NfolNI|N|NIN JN IN IN |NJO]NININININININ IN IN JN JNJo]N|NJN 
T/OINJOl/asTJOfol/m{Ofof/mjolsafnsol=|m/Ol=|mM/OjJN| M/Ol;asnfolNimjofa 


abs 
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Table 2-3 Instruction Codes (cont) 


Instruction Format 
2nd byte 3rd byte 4th byte 5th byte 6th byte 7th byte 8th byte 9th byte 10th byte 
O:IMM: rd 
O:erd : 0 To: 0: IMM: 
abs 7: 0: IMM 
m rd 
erd | 0 
abs 
:IMM : 


Instruction Mnemonic 





BTST BTST #xx:3,Rd 
BTST #xx:3,@ERd 
BTST #xx:3,@aa:8 
BTST Rn,Rd 
BTST Rn,@ERd 
BTST Rn,@aa:8 
BXOR #xx:3,Rd 
BXOR #xx:3,@ERd 
BXOR #xx:3,@aa:8 
CMP.B #xx:8,Rd 
CMP.B Rs,Rd 
CMP.W #xx:16,Rd 
CMP.W Rs,Rd 
CMP.L #xx:32,ERd 
CMP.L ERs,ERd 
DAA Rd 

DAS Rd 

DEC.B Rd 

DEC.W #1,Rd 
DEC.W #2,Rd 
DEC.L #1,ERd 
DEC.L #2,ERd 
DIVXS DIVXS.B Rs,Rd 
DIVXS.W Rs,ERd 
DIVXU DIVXU.B Rs,Rd 
DIVXU.W Rs,ERd 
EEPMOV EEPMOV.B 
EEPMOV.W 

EXTS EXTS.W Rd 
EXTS.L ERd 
EXTU EXTU.W Rd 
EXTU.L ERd 

INC INC.B Rd 

INC.W #1,Rd 
INC.W #2,Rd 























-erd 








MIO;/Al/M/O);o|;Ms\O};w 


abs 
IMM 
rs 
2 
rs 
2 





a 












































vglolm|wrNlol/alololofa 





a 





SlOlSl/ol\r-|-j|sJsl/ol/olo\r|rH-|s/Fl|Tl/Tl aloa\wa\o\oa\o\/a/o/o 





a 









































efojo}s=/-=/4/4;/NINjalajosfo/]=};2f;a}/4)/a]}/4/of/a/N}/sa|/n]/s=)/2/NINJNJNJNJo}NiNIN 





























DI/D/SININININ|D/Dlol;-|-|/-|/a\/a|/w\/o/ >| nm} mn) n|S>l/olojo 


glalojJNjalnjoloja 
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Table 2-3 Instruction Codes (cont) 


Instruction 


INC 


Mnemonic 


INC.L #1,ERd 


Instruction Format 





2nd byte 
7 :0:erd 


3rd byte 


4th byte 5th byte 


6th byte 


7th byte 


8th byte 


9th byte 


10th byte 





INC.L #2,ERd 


F ‘O'erd 





JMP 


JMP @ERn 


‘erm : 0 





JMP @aa:24 





JMP @@aa:8 


abs 





JSR @ERn 


rem =: 





JSR @aa:24 





JSR @@aa:8 


abs 





LDC #xx:8,CCR 


IMM 





LDC Rs,CCR 





LDC @ERs,CCR 





LDC @(d:16,ERs),CCR 





LDC @(d:24,ERs),CCR 





LDC @ERs+,CCR 





LDC @aa:16,CCR 





LDC @aa:24,CCR 


af/a/-/-;/-/-/o/N/T/mM\/O;/W/>\|o/wl]wW 





MOV.B #xx:8,Rd 





MOV.B Rs,Rd 





MOV.B @ERs,Rd 





MOV.B @(d:16,ERs),Rd 





MOV.B @(d:24,ERs),Rd 





MOV.B @ERs+,Rd 





MOV.B @aa:8,Rd 





MOV.B @aa:16,Rd 





MOV.B @aa:24,Rd 





MOV.B Rs,@ERd 





MOV.B Rs,@(d:16,ERd) 





MOV.B Rs,@(d:24,ERd) 





MOV.B Rs,@-ERd 





MOV.B Rs,@aa:8 





MOV.B Rs,@aa:16 





MOV.B Rs,@aa:24 





MOV.W #xx:16,Rd 





MOV.W Rs,Rd 








MOV.W @ERs,Rd 





SSIS /DlID/D/IO/Dl/H/Wl/Dl\Dl\olojoi/oa\/olwoal/w\/S/S/S/=l/S/=Zl/TI\ oO 





DISOINIDIDlWI!DI|NIDI Dl! RDMIDs| NM | DIN[ DM! DlO!;|N|SO;SOlLOl/OlO;/OJ;SOsSOIaAlalal;as;a;a;ala 
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Table 2-3 Instruction Codes (cont) 


Instruction 


MOV 


Mnemonic 


MOV.W @(d:16,ERs),Rd 


Instruction Format 





2nd byte 


O:ers : 


rd 


3rd byte 


disp 


4th byte 5th byte 


6th byte 


7th byte 


8th byte 


9th byte 


10th byte 





MOV.W @(d:24,ERs),Rd 


Oters : 


0 


B 


rd 


disp 





MOV.W @ERs+,Rd 


Oters : 


rd 





MOV.W @aa:16,Rd 


0 


rd 





MOV.W @aa:24,Rd 


2 


rd 





MOV.W Rs,@ERd 


rs 





MOV.W Rs,@(d:16,ERd) 


rs 





MOV.W Rs,@(d:24,ERd) 


0 





MOV.W Rs,@-ERd 


rs 





MOV.W Rs,@aa:16 


rs 








MOV.W Rs,@aa:24 


Z/Z/S/=S/SlSlEl=SlSlel=e 


rs 





MOV.L #xx:32,Rd 





MOV.L ERs,ERd 





MOV.L @ERs,ERd 





MOV.L @(d:16,ERs),ERd 





MOV.L @(d:24,ERs),ERd 





MOV.L @ERs+,ERd 





MOV.L @aa:16,ERd 





MOV.L @aa:24,ERd 





MOV.L ERs,@ERd 





MOV.L ERs,@(d:16,ERd) 





MOV.L ERs,@(d:24,ERd) 





MOV.L ERs,@-ERd 





MOV.L ERs,@aa:16 





MOV.L ERs,@aa:24 





clololololaojlololososofof 


DID/IA/N|D/H/H|H/H/N/ H/o 
DiID\/O/@\|/nN;/oO;/W/W/O]/@}]n);o 





MOVFPE 


MOVFPE @aa:16,Rd 


a 





MOVTPE 





MOVTPE Rs,@aa:16 





MULXS 


MULXS.B Rs,Rd 


Cla 





MULXS.W Rs,ERd 


OlOlOl/ARILOClOlolSololoslaolosj/olojojo 





MULXU 


MULXU.B Rs,Rd 





MULXU.W Rs,ERd 





NEG 


NEG.B Rd 





NEG.W Rd 





NEG.L ERd 


-|S|o/S\o\S/alolo}r 








NOP 








SOlHAlFHlHlAIAlOlSOSIDIDMlO/SOlSO JOJO lLOlD/SOJ;SO SO lSOL OLD INI Ds] D|DMINI RD! RDM! RD! RD)! AD! NN] OD 


F 
8 
D 
B 
B 
9 
F 
8 
D 
B 
B 
A 
F 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
A 
A 
1 
1 
0 
2 
7 
7 
7 
0 
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Table 2-3 Instruction Codes (cont) 
































































































































Instruction Mnemonic Size Instruction Format 
1st byte 2nd byte 3rd byte 4th byte 5th byte 6th byte 7th byte 8th byte 9th byte 10th byte 
NOT NOT.B Rd B 1 i 0 : rd 
NOT.W Rd w | 1 7 1 3 rd 
NOT.L ERd L 1 7 3 :0‘erd 
OR OR.B #xx:8,Rd B Cc td IMM 
OR.B Rs,Rd B 1 4 rs: ord 
OR.W #xx:16,Rd Ww 7 9 4 rd IMM 
OR.W Rs,Rd Ww 6 4 ts: rd 
OR.L #xx:32,ERd L 7 A :0:erd IMM 
OR.L ERs,ERd L 0 1 © oO 6 4 |0:ers :0: ers 
ORC ORC #xx:8,CCR B 0 4 IMM 
POP POP.W Rn Ww 6 D 7 rm 
POP.L ERn L 0 1 0 0 6: D 7 :0:ern 
PUSH PUSH.W Rn Ww 6 D F m 
PUSH.L ERn l: 0 1 0 0 6 D F :0:ern 
ROTL ROTL.B Rd B 1 2 8 rd 
ROTL.W Rd Ww 1 2 9 rd 
ROTL.L ERd L 1 2 B 0 erd 
ROTR ROTR.B Rd B 1 3 8 rd 
ROTR.W Rd Ww 1 3 9 rd 
ROTR.L ERd L 1 3 B :0:erd 
ROTXL ROTXL.B Rd B 1 2 0 rd 
ROTXL.W Rd WwW 1 2 1 rd 
ROTXL.L ERd [ 1 2 3  :0:erd 
ROTXR ROTXR.B Rd B 1 3 0 rd 
ROTXR.W Rd Ww 1 3 1 rd 
ROTXR.L ERd L 1 3 3 :0:erd 
RTE RTE = 5 6 if 0 
RTS RTS _ 5 4 7 0 
SHAL SHAL.B Rd B 1 0 8 rd 
SHAL.W Rd Ww | 0 9 rd 
SHAL.L ERd L; 1 0 B :0:erd 
SHAR SHAR.B Rd B 1 1 8 : rd 
SHAR.W Rd Ww 1 1 9 : rd 
SHAR.L ERd L 1 1 B :0 erd 
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Table 2-3 Instruction Codes (cont) 


Instruction Format 
2nd byte 3rd byte 4th byte 5th byte 6th byte 7th byte 8th byte 9th byte 10th byte 
: ord 
> ord 
:0: erd 
: ord 


Instruction Mnemonic 





SHLL SHLL.B Rd 
SHLL.W Rd 
SHLL.L ERd 
SHLR.B Rd 
SHLR.W Rd 
SHLR.L ERd 
SLEEP 

STC CCR,Rd 

STC CCR,@ERd 
STC CCR,@(d:16,ERd) 
STC CCR,@(d:24,ERd) 
STC CCR,@-ERd 
STC CCR,@aa:16 
STC CCR,@aa:24R 
SUB.B Rs,Rd 
SUB.W #xx:16,Rd 
SUB.W Rs,Rd 
SUB.L #xx:32,ERd 
SUB.L ERs,ERd 
SUBS #1,ERd 
SUBS #2,ERd 
SUBS #4,ERd 
SUBX #xx:8,Rd 
SUBX Rs,Rd 
TRAPA #x:2 
XOR.B #xx:8,Rd 
XOR.B Rs,Rd 
XOR.W #xx:16,Rd 
XOR.W Rs,Rd 
XOR.L #xx:32,ERd 
XOR.L ERs,ERd 
XORC #xx:8,CCR 









































LHRH HR ILRI RLO!WM/W)/]-)/O;W]/=-|/o0 





a 





wo 





a 





wo 














windlwl|rl|rlololmj/a/a2f/a/a}asas/mfajaljajastololo 








D/o\r-|r-|r|rir-j/s/s\ol\s\F/Fe\/Fe/F/E/o 





mia 




















IMM 
O:ers :0: erd 








SClolNiol|/N|/=/oslaj/-/m]/-/4+)/-)/4)N]/a=|NlalolosolofoslojosfoJsaf/a}/a}a}/a)a 


olr-|r-|s\|s/a\o 
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Legend 


IMM: Immediate data (2, 3, 8, 16, or 32 bits) 

abs: Absolute address (8, 16, or 24 bits) 

disp: Displacement (8, 16, or 24 bits) 

rs, rd, rn: Register field (4 bits specifying an 8-bit or 16-bit register. rs corresponds to operand 


symbols such as Rs, rd corresponds to operand symbols such as Rd, and rn 
corresponds to the operand symbol Rn.) 


ers, erd, ern: Register field (3 bits specifying a 32-bit register. ers corresponds to operand 
symbols such as ERs, erd corresponds to operand symbols such as ERd, and ern 
corresponds to the operand symbol ERn.) 


The register fields specify general registers as follows. 


Address Register 


32-bit Register 16-bit Register 8-bit Register 
Register General Register General Register General 
Field Register Field Register Field Register 
000 ERO 0000 RO 0000 ROH 
001 ER1 0001 R1 0001 R1H 
111 ER7 0111 R7 0111 R7H 
1000 EO 1000 ROL 
1001 E1 1001 R1 L 
1111 E7 1111 R7L 
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2.5 Operation Code Map 
Tables 2-4 to 2-6 show an operation code map. 


Table 2-4 Operation Code Map (1) 








Operation Code: ,_— Instruction when most significant bit of BH is 0. 
1st byte 2nd byte 





~«—— Instruction when most significant bit of BH is 1. 








AH AL BH BL 




















NOP Table 2-5 STC LDC LDC Table 2-5 | Table 2-5 Table 2-5 





Table 2-5 | Table 2-5 | Table 2-5 | Table 2-5 . Table 2-5 | SUB.B Table 2-5 | Table 2-5 Table 2-5 















































MOV.B 





BCS BNE BVC 




















BSR RTE Table 2-5 





XOR.W | AND.W MOV 





BXOR BAND. 
BIXOR BIAND! Table 2-5 | Table 2-5 | EEPMOV Table 2-6 
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Table 2-5 Operation Code Map (2) 















































































































































Operation Code: 
1st byte 2nd byte 
AH | AL BH | BL 
ek ee 1 2 3 4 5 6 7 8 9 A B c D E F 
of MOV ae SLEEP Table 2-6 | Table 2-6 Table 2-6 
0A INC ADD 
0B ADDS INC INC ADDS | ADDS INC INC 
OF DAA MOV 
10 SHLL SHLL SHAL SHAL 
"1 SHLR SHLR SHAR SHAR 
12 ROTXL ROTXL ROTL ROTL 
13 ROTXR ROTXR ROTR ROTR 
7 NOT NOT EXTU EXTU NEG NEG EXTS EXTS 
1A DEC SUB 
1B SUBS DEC DEC SUB DEC DEC 
1F DAS CMP 
58 BRA BRN BHI BLS BCC BCS BNE BEQ BVG BVS BPL BMI BGE BLT BGT BLE 
79 MOV ADD CMP SUB OR XOR AND 
7A MOV ADD CMP SUB OR XOR AND 
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Table 2-6 Operation Code Map (3) 


Operation Code: 




























































































ist byte end: byls 3rd byte 4th byte ~ Instruction when most significant bit of DH is 0. 
AH AL BH BL CH CL DH DL =| Instruction when most significant bit of DH is 1. 
01C05 MULXS MULXS 
01D05 DIVXS DIVXS 
O1F06 OR XOR AND 
7Cr06"! BTST 
4 BOR BXOR BAND. BID 
ee BIST BIOR IXORL-—BIAND BILD 
7Dr06*1 BSET | BNOT | BCLR BST Aer 
7Dr07"' BSET | BNOT | BCLR 
7Eaaé? BTST 
2 BOR BXOR BAND. BID 
coe Bren BioR | —BIxoR|_—BIAND| “BILD 
7Faa6"2 BSET | BNOT | BCLR BST Ser 
7Faa7? BSET | BNOT | BCLR 





















































Notes: 1. risa register field. 
2. aais an absolute address field. 
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2.6 Number of States Required for Instruction Execution 


The tables in this section can be used to calculate the number of states required for instruction 
execution by the H8/300H CPU. Table 2-8 indicates the number of instruction fetch, data 
read/write, and other cycles occurring in each instruction. Table 2-7 indicates the number of states 
required for each size. The number of states required for execution of an instruction can be 
calculated from these two tables as follows: 


Execution states =I x S;+JxS;+KxXS,+LxSx+MxSy+NxSy 


Examples: Advanced mode, stack located in external memory, on-chip supporting modules 
accessed with 8-bit bus width, external devices accessed in three states with one wait state and 16- 
bit bus width. 


1. BSET #0, @FFFFC7:8 
From table 2-8: 
I=L=2, J=K=M=N=0 


From table 2-7: 


Number of states required for execution = 2X4+2x3=14 
2. JSR @@30 
From table 2-8: 
I=J=K=2, L=M=N=0 
From table 2-7: 
Sp=Sy=S,x =4 


Number of states required for execution= 2X4+2xX4+2x4=24 
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Table 2-7 Number of States per Cycle 


Access Conditions 























On-Chip Supporting External Device 
Module 8-Bit Bus 16-Bit Bus 

On-Chip 8-Bit 16-Bit 2-State 3-State 2-State 3-State 
Cycle Memory Bus Bus Access Access Access. Access 
Instruction fetch S| 2 6 3 4 6+2m 2 3+m* 
Branch address read S, 
Stack operation Sk 
Byte data access SL 3 2 3+m 
Word dataaccess Sy 6 4 6+2m 
Internal operation Sn 1 1 1 1 1 1 1 


Note: * For the MOVFPE and MOVTPE instructions, refer to the relevant microcontroller hardware manual. 
Legend 


m: Number of wait states inserted into external device access 
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Table 2-8 Number of Cycles in Instruction Execution 


Branch 
Instruction Address _ Stack Byte Data Word Data _ Internal 
Fetch Read Operation Access Access Operation 
Instruction Mnemonic l J K L M N 
ADD ADD.B #xx:8,Rd 
ADD.B Rs,Rd 
ADD.W #xx:16,Rd 
ADD.W Rs,Rd 


ADD.L #xx:32,ERd 
ADD.L ERs,ERd 





ADDS ADDS #1/2/4,ERd 





ADDX ADDX #xx:8,Rd 
ADDX Rs,Rd 





AND AND.B #xx:8,Rd 
AND.B Rs,Rd 
AND.W #xx:16,Rd 
AND.W Rs,Rd 
AND.L #xx:32,ERd 
AND.L ERs,ERd 





ANDC ANDC #xx:8,CCR 





BAND BAND #xx:3,Rd 
BAND #xx:3,@ERd 
BAND #xx:3,@aa:8 





Bcc BRA d:8 (BT d:8) 
BRN 4:8 (BF d:8) 
BHI d:8 
BLS d:8 
BCC d:8 (BHS d:8) 
BCS d:8 (BLO d:8) 
BNE d:8 
BEQ d:8 
BVC d:8 
BVS d:8 
BPL d:8 
BMI d:8 
BGE 4:8 
BLT d:8 
BGT d:8 
BLE d:8 
BRA d:16 (BT d:16) 
BRN d:16 (BF d:16) 
BHI d:16 
BLS d:16 
BCC d:16 (BHS d:16) 


Mw NYMHNHYDN NNN NNN NN NNN NN NY YN NY NIN NY H|]])/% O |] DY |= HJ] ]= H])/]=)/7 0 += DY =F = 


mo MO MY NY LY 
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Table 2-8 Number of Cycles in Instruction Execution (cont) 


Instruction 
Bec 


Mnemonic 
BCS d:16 (BLO d:16) 
BNE 4:16 
BEQ 4:16 
BVC d:16 
BVS d:16 
BPL d:16 
BMI d:16 
BGE d:16 
BLT d:16 
BGT d:16 
BLE d:16 


Instruction 
Fetch 


Branch 
Address 
Read 


J 


Stack 
Operation 


K 


Byte Data Word Data 


Access Access 


L 


Internal 
Operation 


mo MODMY NYND NY NY NY NY NY NY PY 





BCLR 


BCLR #xx:3,Rd 
BCLR #xx:3,@ERd 
BCLR #xx:3,@aa:8 
BCLR Rn,Rd 
BCLR Rn,@ERd 
BCLR Rn,@aa:8 





BIAND 


BIAND #xx:3,Rd 
BIAND #xx:3,@ERd 
BIAND #xx:3,@aa:8 





BILD 


BILD #xx:3,Rd 
BILD #xx:3,@ERd 
BILD #xx:3,@aa:8 





BIOR 


BIOR #xx:8,Rd 
BIOR #xx:8,@ERd 
BIOR #xx:8,@aa:8 





BIST 


BIST #xx:3,Rd 
BIST #xx:3,@ERd 
BIST #xx:3,@aa:8 





BIXOR 


BIXOR #xx:3,Rd 
BIXOR #xx:3,@ERd 
BIXOR #xx:3,@aa:8 





BLD 


BLD #xx:3,Rd 
BLD #xx:3,@ERd 
BLD #xx:3,@aa:8 





BNOT 


BNOT #xx:3,Rd 
BNOT #xx:3,@ERd 
BNOT #xx:3,@aa:8 
BNOT Rn,Rd 
BNOT Rn,@ERd 


py + © YM H|Y MY H|YM YH H/M MH H/|/wY MYM H|HM MBM H|YM YH H/%H YO HT VY MY H|YMY YO NY NY NY NY DY NY NY DY PD 
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Table 2-8 Number of Cycles in Instruction Execution (cont) 








Branch 
Instruction Address _ Stack Byte Data Word Data Internal 
Fetch Read Operation Access Access Operation 
Instruction Mnemonic I J K L M N 
BNOT BNOT Rn,@aa:8 2 
BOR BOR #xx:3,Rd 
BOR #xx:3,@ERd 1 
BOR #xx:3,@aa:8 1 
BSET BSET #xx:3,Rd 


BSET #xx:3,@ERd 
BSET #xx:3,@aa:8 
BSET Rn,Rd 
BSET Rn,@ERd 
BSET Rn,@aa:8 





BSR 


BSR d:8 Advanced 





Normal 





BSR d:16 Advanced 





Normal 


-—~/nm}/—/p 





BST 


BST #xx:3,Rd 
BST #xx:3,@ERd 
BST #xx:3,@aa:8 





BTST 


BTST #xx:3,Rd 
BTST #xx:3,@ERd 
BTST #xx:3,@aa:8 
BTST Rn,Rd 
BTST Rn,@ERd 
BTST Rn,@aa:8 





BXOR 


BXOR #xx:3,Rd 
BXOR #xx:3,@ERd 
BXOR #xx:3,@aa:8 





CMP 


CMP.B #xx:8,Rd 
CMP.B Rs,Rd 
CMP.W #xx:16,Rd 
CMP.W Rs,Rd 
CMP.L #xx:32,ERd 
CMP.L ERs,ERd 





DAA 


DAA Rd 





DAS 


DAS Rd 





DEC 


DEC.B Rd 
DEC.W #1/2,Rd 
DEC.L #1/2,ERd 





DIVXS 


DIVXS.B Rs,Rd 
DIVXS.W Rs,ERd 





P YNJHFe F= HJltfele woA VY HF H/(YH HY H|VY MY HN YM H/IN NY HININMINM]M/M YH |= MB MY H|V NY =])]/~M 


12 
20 
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Table 2-8 Number of Cycles in Instruction Execution (cont) 


Branch 
Instruction Address _ Stack Byte Data Word Data Internal 
Fetch Read Operation Access Access Operation 


Instruction Mnemonic l J K L M N 
DIVXU DIVXU.B Rs,Rd 12 
DIVXU.W Rs,ERd 20 





EEPMOV EEPMOV.B 
EEPMOV.W 


an+2"1 
2n+2"1 





EXTS EXTS.W Rd 
EXTS.L ERd 





EXTU EXTU.W Rd 
EXTU.L ERd 





INC INC.B Rd 
INC.W #1/2,Rd 
INC.L #1/2,ERd 





JMP JMP @ERn 





JMP @aa:24 





JMP @@aa:8 Advanced 





Normal 





JSR JSR @ERn Advanced 





Normal 





JSR @aa:24 Advanced 





Normal 








JSR @@aa:8 Advanced 





-~)ms/]/mM};—])/%M 


Normal 





LDC LDC #xx:8,CCR 
LDC Rs,CCR 
LDC @ERs,CCR 
LDC @(d:16,ERs),CCR 
LDC @(d:24,ERs),CCR 
LDC @ERs+,CCR 
LDC @aa:16,CCR 
LDC @aa:24,CCR 


ee ee ee ee 





MOV MOV.B #xx:8,Rd 
MOV.B Rs,Rd 
MOV.B @ERs,Rd 
MOV.B @(d:16,ERs),Rd 
MOV.B @(d:24,ERs),Rd 
MOV.B @ERs+,Rd 
MOV.B @aa:8,Rd 
MOV.B @aa:16,Rd 
MOV.B @aa:24,Rd 
MOV.B Rs,@ERd 
MOV.B Rs,@(d:16,ERd) 


PoP +- oONMD +S += FMP HF HF HIHR OND OD WO MY |= H|NINIMINMs/MIM MI] MH/Ms/MH]H]= |= ]AlHe j]A/H] ]H|M NHJH = 
ae 


oe er Cae Ce Cen ome Se ame ee 
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Table 2-8 Number of Cycles in Instruction Execution (cont) 


Branch 
Instruction Address _ Stack Byte Data Word Data _ Internal 
Fetch Read Operation Access Access Operation 
Instruction Mnemonic l J K L M N 


MOV MOV.B Rs,@(d:24,ERd) 
MOV.B Rs,@-ERd 
MOV.B Rs,@aa:8 
MOV.B Rs,@aa:16 
MOV.B Rs,@aa:24 
MOV.W #xx:16,Rd 
MOV.W Rs,Rd 
MOV.W @ERs,Rd 
MOV.W @(d:16,ERs),Rd 
MOV.W @(d:24,ERs),Rd 
MOV.W @ERs+,Rd 
MOV.W @aa:16,Rd 
MOV.W @aa:24,Rd 
MOV.W Rs,@ERd 
MOV.W Rs,@(d:16,ERd) 
MOV.W Rs,@(d:24,ERd) 
MOV.W Rs,@-ERd 
MOV.W Rs,@aa:16 
MOV.W Rs,@aa:24 
MOV.L #xx:32,ERd 
MOV.L ERs,ERd 


Se oe ae a a on on on an on on a 


MOV.L @(d:16,ERs),ERd 
MOV.L @(d:24,ERs),ERd 
MOV.L @ERs+,ERd 
MOV.L @aa:16,ERd 
MOV.L @aa:24,ERd 
MOV.L ERs,@ERd 
MOV.L ERs,@(d:16,ERd) 
MOV.L ERs,@(d:24,ERd) 
MOV.L ERs,@-ERd 
MOV.L ERs,@aa:16 
MOV.L ERs,@aa:24 


MoM DM DY YH NYP NY NH NYY DY LY 





MOVFPE MOVFPE @:aa:16,Rd ete 





MOVTPE MOVTPE Rs,@:aa:16 dete 





MULXS MULXS.B Rs,Rd 
MULXS.W Rs,ERd 


12 
20 





MULXU MULXU.B Rs,Rd 
MULXU.W Rs,ERd 


12 


4 
1 
1 
2 
3 
2 
1 
1 
2 
4 
1 
2 
3 
1 
2 
4 
1 
2 
3 
3 
1 

MOV.L @ERs,ERd 2 
3 
5 
2 
3 
4 
2 
3 
5 
2 
3 
4 
2 
2 
2 
2 
1 
1 20 
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Table 2-8 Number of Cycles in Instruction Execution (cont) 


Branch 
Instruction Address _ Stack Byte Data Word Data Internal 
Fetch Read Operation Access Access Operation 


Instruction Mnemonic I J K L M N 
NEG NEG.B Rd 

NEG.W Rd 

NEG.L ERd 





NOP NOP 





NOT NOT.B Rd 
NOT.W Rd 
NOT.L ERd 





OR OR.B #xx:8,Rd 
OR.B Rs,Rd 
OR.W #xx:16,Rd 
OR.W Rs,Rd 
OR.L #xx:32,ERd 
OR.L ERs,ERd 





ORC ORC #xx:8,CCR 





POP POP.W Rn 
POP.L ERn 





PUSH PUSH.W Rn 
PUSH.L ERn 


PO =-=|/]p = 
mPO NM!]M LY 





ROTL.W Rd 
ROTL.L ERd 





ROTR ROTR.B Rd 
ROTR.W Rd 
ROTR.L ERd 





ROTXL ROTXL.B Rd 
ROTXL.W Rd 
ROTXL.L ERd 





ROTXR ROTXR.B Rd 
ROTXR.W Rd 
ROTXR.L ERd 





RTE RTE 





RTS RTS Advanced 





Normal 





SHAL SHAL.B Rd 
SHAL.W Rd 
SHAL.L ERd 





SHAR SHAR.B Rd 
SHAR.W Rd 


1 
1 
1 
1 
1 
1 
1 
1 
1 
2 
1 
3 
2 
1 
1 
2 
1 
1 

ROTL ROTL.B Rd 1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
2 
2 
2 
1 
1 
1 
1 
1 

SHAR.L ERd 1 
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Table 2-8 Number of Cycles in Instruction Execution (cont) 


Instruction 
SHLL 


Mnemonic 
SHLL.B Rd 
SHLL.W Rd 
SHLL.L ERd 


Branch 
Instruction Address _ Stack Byte Data Word Data Internal 
Fetch Read Operation Access Access Operation 


I J K L M N 





SHLR 


SHLR.B Rd 
SHLR.W Rd 
SHLR.L ERd 





SLEEP 


SLEEP 





STC 


STC CCR,Rd 

STC CCR,@ERd 

STC CCR,@(d:16,ERd) 
STC CCR,@(d:24,ERd) 
STC CCR,@-ERd 

STC CCR,@aa:16 

STC CCR,@aa:24 


ee ee ee ee 





SUB 


SUB.B Rs,Rd 
SUB.W #xx:16,Rd 
SUB.W Rs,Rd 
SUB.L #xx:32,ERd 
SUB.L ERs,ERd 





SUBS 


SUBS #1/2/4,ERd 





SUBX 


SUBX #xx:8,Rd 
SUBX Rs,Rd 





TRAPA 


TRAPA #x:2 Advanced 





Normal 





XOR 


XOR.B #xx:8,Rd 
XOR.B Rs,Rd 
XOR.W #xx:16,Rd 
XOR.W Rs,Rd 
XOR.L #xx:32,ERd 
XOR.L ERs,ERd 





XORC 


XORC #xx:8,CCR 


=!nm wo = wp = =|/p/nm/—= =/=)/=2 0 = wp» =/nR ODP OO whnp A/Aalfa =a ala a a 
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2.7 Condition Code Modification 


This section indicates the effect of each CPU instruction on the condition code. The notation used 
in the table is defined below. 


m: 31 for longword operands, 15 for word operands, 7 for byte operands 
S;: The i-th bit of the source operand 
D;: The i-th bit of the destination operand 


R;: The i-th bit of the result 


D,: The specified bit in the destination operand 
—: Not affected 
t: Modified according to the result of the instruction (see definition) 


0: Always cleared to 0 

1: Always set to 1 

me Undetermined (no guaranteed value) 
Z':  Z flag before instruction execution 


C': C flag before instruction execution 
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Table 2-7 


Condition Code Modification 











































































































Instruction H vc Definition 

ADD t fret H=Sm-4-Dm-4+Dm-4-/Rm-4+Sm-4:-/Rm-4 
N=Rm 
Z=/Rm-/Rm-1-...:°/RO 
V=Sm-Dm-/Rm+/Sm-/Dm-Rm 
C=Sm:-Dm+Dm-:/Rm+Sm-:/Rm 

ADDS 

ADDX t cy H=Sm-4-Dm-4+Dm-4-/Rm-4+Sm-4:-/Rm-4 
N=Rm 
Z=Z':/Rm-...:/RO 
V=Sm-Dm-/Rm+/Sm-/Dm-Rm 
C=Sm:-Dm+Dm-:/Rm+Sm-/Rm 

AND _— Oo — N=Rm 
Z=/Rm-/Rm-1-...:°/RO 

ANDC t tid Stores the corresponding bits of the result 

BAND = — ¢ C=C'-Dn 

Bec 

BCLR 

BIAND _ — ¢ C=C'-/Dn 

BILD — — C=/Dn 

BIOR _ — ¢t C=C'+/Dn 

BIST 

BIXOR — — ¢ C=C'-/Dn+/C'-/Dn 

BLD = —?t C=Dn 

BNOT 

BOR _ — 7 C=C'+Dn 

BSET 

BSR 

BST 

BTST Z=/Dn 

BXOR _— srt, C=C'-/Dn+/C'-Dn 

CMP t aes H=Sm-4-/Dm-4+/Dm-4-Rm-4+Sm-4-Rm-4 


N=Rm 
Z=/Rm-/Rm-1.-...:°/RO 








V=/Sm-Dm-/Rm+Sm-:/Dm:-Rm 
C=Sm:/Dm+/Dm:-Rm+Sm:Rm 
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Table 2-7 Condition Code Modification (cont) 










































































Instruction H N ZV C Definition 

DAA ea te ps ae Og N=Rm 
Z=/Rm-/Rm-1-...:°/RO 
C: decimal arithmetic carry 

DAS er dite pee Bp N=Rm 
Z=/Rm-/Rm-1-...:°/RO 
C: decimal arithmetic borrow 

DEC eb eS N=Rm 
Z=/Rm-/Rm-1-...:/RO 
V=Dm:/Rm 

DIVXS —?tt—--—- N=Sm-/Dm+/Sm-Dm 
Z=/Sm-/Sm-1-...:/S0 

DIVXU — tf J —— #N=Sm 
Z=/Sm-/Sm-1-...:/S0 

EEPMOV 

EXTS —?t? t+ O — N=Rm 
Z=/Rm-:/Rm-1-...:/RO 

EXTU —- oOo +f oO — Z=/Rm-/Rm-1-...:°/RO 

INC — ae th foe N=Rm 
Z=/Rm-/Rm-1-...:°/RO 
V=Dm:/Rm 

JMP 

JSR 

LDC $e Te a Pet Stores the corresponding bits of the result 

MOV —? t+ O — N=Rm 
Z=/Rm-/Rm-1-...:/RO 

MOVFPE — tt O — N=Rm 
Z=/Rm-/Rm-1-...:°/RO 

MOVTPE — tt O — N=Rm 
Z=/Rm-/Rm-1-...:°/RO 

MULXS —- 7? ? -—- = N=R2m 
Z=R2m:-R2m-1.-...-/RO 

MULXU 

NEG Poe sts Ste H=Dm-4+Rm-4 


N=Rm 
Z=/Rm-/Rm-1-...-RO 
V=Dm-Rm 
C=Dm+Rm 


223 


Table 2-7 Condition Code Modification (cont) 
























































Instruction N ZV C Definition 

NOP 

NOT + ¢t O — N=Rm 
Z=/Rm-/Rm-1-...:°/RO 

OR + t+ O — Ne=Rm 
Z=/Rm-/Rm-1-....:/RO 

ORC eer eg Stores the corresponding bits of the result 

POP + t+ O — N=Rm 
Z=/Rm-/Rm-1-...°/RO 

PUSH tJ. O- N=Rm 
Z=/Rm-/Rm-1-...:°/RO 

ROTL 1 ft of N=Rm 
Z=/Rm-/Rm-1-...°/RO 
C=Dm 

ROTR tf of N=Rm 
Z=/Rm-/Rm-1-...:°/RO 
C=D0 

ROTXL tt of N=Rm 
Z=/Rm-/Rm-1-...°/RO 
C=Dm 

ROTXR t ¢t of N=Rm 
Z=/Rm-/Rm-1-...:°/RO 
C=D0 

RTS 

RTE TE, Ae tt Stores the corresponding bits of the result 

SHAL f fo to 4 N=Rm 
Z=/Rm-/Rm-1-...°/RO 
V=Dm:/Dm-1+/Dm:-Dm-1 
C=Dm 

SHAR ~~ ft of N=Rm 
Z=/Rm-/Rm-1-...°/RO 
C=D0 

SHLL t ¢t of N=Rm 
Z=/Rm-/Rm-1-...°/RO 


C=Dm 


224 


Table 2-7 Condition Code Modification (cont) 


















































Instruction H N ZV C Definition 

SHLR = 4-0 7 N=Rm 
Z=/Rm-/Rm-1-...:°/RO 
c=D0 

SLEEP 

STC 

SUB foot fat H=Sm-4-/Dm-4+/Dm—-4:Rm-4+Sm-4:Rm-4 
N=Rm 
Z=/Rm-/Rm-1-...:°/RO 
V=/Sm-Dm-/Rm+Sm-:/Dm-Rm 
C=Sm:/Dm+/Dm-Rm+Sm-Rm 

SUBS 

SUBX bo Ue ode 7a H=Sm-4-/Dm-4+/Dm-4-Rm-4+Sm-4-Rm-4 
N=Rm 
Z=Z':/Rm-...:/RO 
V=/Sm-Dm-:/Rm+Sm-:/Dm-Rm 
C=Sm:/Dm+/Dm-Rm+Sm-Rm 

TRAPA 

XOR —?¢? t+ O — N=Rm 
Z=/Rm-/Rm-1-...:°/RO 

XORC pte de ft Stores the corresponding bits of the result 
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2.8 Bus Cycles During Instruction Execution 


Table 2-8 indicates the bus cycles during instruction execution by the H8/300H CPU. For the 
number of states per bus cycle, see table 2-7, Number of States per Cycle. 


How to read the table: 





| | Order of bus cycles 


| instruction ft es il es 


tL End of instruction 
Read effective address (word-size read) 
No read or write 











Read 2nd word of current instruction 
(word-size read) 


Legend 
R:B Byte-size read 





R:W Word-size read 





W:B Byte-size write 





W:W Worda-size write 





2nd Address of 2nd word (8rd and 4th bytes) 

















3rd Address of 3rd word (5th and 6th bytes) 
4th Address of 4th word (7th and 8th bytes) 
5th Address of 5th word (9th and 10th bytes) 
NEXT _ Address of next instruction 

EA Effective address 





VEC Vector address 
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Figure 2-1 shows timing waveforms for the address bus and the RD and WR (HWR or LWR) 
signals during execution of the above instruction with an 8-bit bus, using 3-state access with no 
wait states. 








, (i 
Address bus | y 




















D 
WR ; ; 
(HWR or LWR) ‘High level 

R:W 2nd | Internal | R:W EA 
‘ operation : 
~— >t Lal il >t Lal 
Fetching Fetching ) . Fetching . Fetching 
3rd byte 4th byte 1st byte of 2nd byte of 
of instruction of instruction jump address jump address 











Figure 2-1 Address Bus, RD, and WR (HWR or LWR) Timing 
(8-bit bus, 3-state access, no wait states) 
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Table 2-8 Bus States 


Instruction 


 ADD.Béexie,hd | RAWNEXT —_—_—_ pcr rrr 





ADD.B Rs,Rd 





ADD.W #xx:16,Rd 


R:W NEXT 





ADD.W Rs,Rd 





ADD.L #xx:32,ERd 


R:W 3rd 


R:W NEXT 





ADD.L ERs,ERd 





ADDS #1/2/4,ERd 





ADDX #xx:8,Rd 





ADDX Rs,Rd 





AND.B #xx:8,Rd 





AND.B Rs,Rd 





AND.W #xx:16,Rd 


R:W NEXT 





AND.W Rs,Rd 





AND.L #xx:32,ERd 


R:W 3rd 


R:W NEXT 





AND.L ERs,ERd 


R:W NEXT 





ANDC #xx:8,CCR 





BAND #xx:3,Rd 





BAND #xx:3,@ERd 


R:W NEXT 





BAND #xx:3,@aa:8 


R:W NEXT 





BRA d:8 (BT d;8) 





BRN d:8 (BF d;8) 





BHI d:8 





BLS d:8 





BCC d:8 (BHS d;8) 





BCS d:8 (BLO d;8) 





BNE d:8 





BEQ d:8 





BVC d:8 





BVS d:8 





BPL d:8 





BMI d:8 
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Table 2-8 Bus States (cont) 


Instruction 


1 





BGE d:8 


R:W NEXT 


R:W EA 





BLT d:8 


R:W NEXT 


R:W EA 





BGT d:8 


R:W NEXT 


R:W EA 





BLE d:8 


R:W NEXT 


R:W EA 





BRA d:16 (BT d;16) 


R:W 2nd 


nternal 
2 sta 





BRN d:16 (BF d;16) 


R:W 2nd 


nternal 
2 sta 





BHI d:16 


R:W 2nd 


nternal 
2 sta 





BLS d:16 


R:W 2nd 


nternal 
2 sta 





BCC d:16 (BHS d;16) 


R:W 2nd 


nternal 
2 stal 





BCS d:16 (BLO d;16) 


R:W 2nd 


nternal 
2 stal 





BNE d:16 


R:W 2nd 


nternal 
2 sta 





BEQ d:16 


R:W 2nd 


nternal 
2 sta 





BVC d:16 


R:W 2nd 


nternal 
2 stal 





BVS d:16 


R:W 2nd 


nternal 
2 sta 





BPL d:16 


R:W 2nd 


nternal 
2 sta 





BMI d:16 


R:W 2nd 


nternal 
2 sta 





BGE d:16 


R:W 2nd 


nternal 
2 sta 





BLT d:16 


R:W 2nd 


nternal 
2 sta 





BGT d:16 


R:W 2nd 


nternal 
2 sta 





BLE d:16 








R:W 2nd 




















nternal 
2 stal 


























229 


Table 2-8 Bus States (cont) 


Instruction 


BCLR #xx:3,Rd 
BCLR #xx:3,@ERd 
BCLR #xx:3,@aa:8 
BCLR Rn,Rd 

BCLR Rn,@ERd 
BCLR Rn,@aa:8 
BIAND #xx:3,Rd 
BIAND #xx:3,@ERd 
BIAND #xx:3,@aa:8 
BILD #xx:3,Rd 
BILD #xx:3,@ERd 
BILD #xx:3,@aa:8 
BIOR #xx:8,Rd 
BIOR #xx:8,@ERd 
B 

B 

B 

B 

B 

B 

B 















































OR #xx:8,@aa:8 
IST #xx:3,Rd 

IST #xx:3,@ERd 
IST #xx:3,@aa:8 
XOR #xx:3,Rd 
XOR #xx:3,@ERd 
XOR #xx:3,@aa:8 
BLD #xx:3,Rd 

BLD #xx:3,@ERd 
BLD #xx:3,@aa:8 
BNOT #xx:3,Rd 
BNOT #xx:3,@ERd 
BNOT #xx:3,@aa:8 
BNOT Rn,Rd 
BNOT Rn,@ERd 
BNOT Rn,@aa:8 
BOR #xx:3,Rd 
BOR #xx:3,@ERd 
BOR #xx:3,@aa:8 
BSET #xx:3,Rd 
BSET #xx:3,@ERd 
BSET #xx:3,@aa:8 
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Table 2-8 Bus States (cont) 


Instruction 





BSET Rn,Rd 





BSET Rn,@ERd 


R:B EA 


R:W NEXT 


W:B EA 





BSET Rn,@aa:8 


R:B EA 


R:W NEXT 


W:B EA 





BRS d:8 Normal 


R:W EA 


W:W Stack 





Advanced 


R:W EA 


W:W Stack (H) 


W:W Stack (L) 





BRS d:16 Normal 


Internal operation, 2 states| 


R:W EA 


W:W Stack 





Advanced 





Internal operation, 2 states| 


R:W EA 


W:W Stack (H) 


W:W Stack (L) 





BST #xx:3,Rd 





BST #xx:3,@ERd 


R:B EA 


R:W NEXT 


W:B EA 





BST #xx:3,@aa:8 


R:B EA 


R:W NEXT 


W:B EA 





BTST #xx:3,Rd 





BTST #xx:3,@ERd 


R:B EA 


R:W NEXT 





BTST #xx:3,@aa:8 


R:B EA 


R:W NEXT 





BTST Rn,Rd 





BTST Rn,@ERd 


R:B EA 


R:W NEXT 





BTST Rn,@aa:8 


R:B EA 


R:W NEXT 





BXOR #xx:3,Rd 





BXOR #xx:3,@ERd 


R:B EA 


R:W NEXT 








BXOR #xx:3,@aa:8 


R:B EA 








R:W NEXT 





CMP.B #xx:8,Rd 





CMP.B Rs,Rd 





CMP.W #xx:16,Rd 


R:W NEXT 





CMP.W Rs,Rd 





CMP.L #xx:32,ERd 





R:W 3rd 


R:W NEXT 





CMP.L ERs,ERd 





DAA Rd 





DAS Rd 





DEC.B Rd 





DEC.W #1/2,Rd 





DEC.L #1/2,ERd 














DIVXS.B Rs,Rd 


R:W NEXT 


Internal operation, 12 states 





DIVXS.W Rs,ERd 


R:W NEXT 


Internal operation, 20 states 





DIVXU.B Rs,Rd 


Internal operation, 12 states 








DIVXU.W Rs,ERd 





Internal operation, 20 states 





EEPMOV.B 


R:B EAd *1 


R:B EAs *2 


W:B EAd *2 R:W NEXT 





EEPMOV.W 














R:B EAd “1 


R:B EAs *2 
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W:B EAd *2 R:W NEXT 




















Table 2-8 Bus States (cont) 


Instruction 1 


EXTS.W Rd R:W NEXT 
EXTS.L ERd R:W NEXT 
EXTU.W Rd R:W NEXT 
EXTU.L ERd R:W NEXT 
INC.B Rd R:W NEXT 
INC.W #1/2,Rd R:W NEXT 
INC.L #1/2,ERd R:W NEXT 
JMP @ERn R:W NEXT R:W EA 


JMP @aa:24 R:W 2nd nternal operation,| R:W EA 
2 states 
































JMP @@aa:8 Normal R:W NEXT R:W aa:8 Internal operation, | R:W EA 
2 states 





Advanced R:W NEXT R:W aa:8 R:W aa:8 Internal operation, 
2 states 





JSR @ERn Normal R:W NEXT R:W EA W:W Stack 
Advanced | R:W NEXT R:W EA W:W Stack (H) W:W Stack (L) 


JSR @aa:24 Normal R:W 2nd nternal operation,| R:W EA W:W Stack 
2 states 

















Advanced | R:W 2nd nternal operation, | R:W EA W:W Stack (H) W:W Stack (L) 
2 states 





JSR @@aa:8 Normal R:W NEXT R:W aa:8 W:W Stack R:W EA 
Advanced | R:W NEXT R:W aa:8 R:W aa:8 W-W Stack (H) W:W Stack (L) 
LDC #xx:8,CCR R:W NEXT 
LDC Rs,CCR R:W NEXT 
LDC @ERs,CCR R:W 2nd R:W NEXT R:W EA 
LDC @(d:16,ERs),CCR R:W 2nd R:W 3rd R:W NEXT R:W EA 
LDC @(d:24,ERs),CCR R:W 2nd R:W 3rd R:W 4th R:W 5th R:W NEXT 


LDC @ERs+,CCR R:W 2nd R:W NEXT nternal operation, | R:W EA 
2 states 





























LDC @aa:16,CCR R:W 2nd R:W 3rd R:W NEXT R:W EA 

LDC @aa:24,CCR R:W 2nd R:W 3rd R:W 4th R:W NEXT 
MOV.B #xx:8,Rd R:W NEXT 
MOV.B Rs,Rd R:W NEXT 
MOV.B @ERs,Rd R:W NEXT R:B EA 

MOV.B @(d:16,ERs),Rd R:W 2nd R:W NEXT 
MOV.B @(d:24,ERs),Rd R:W 2nd R:W 3rd R:W NEXT 
























































232 


Table 2-8 Bus States (cont) 


Instruction 


1 


2 





MOV.B @ERs+,Rd 


R:W NEXT 


nternal operation, 
2 states 





MOV.B @aa:8,Rd 


R:W NEXT 


R:B EA 





MOV.B @aa:16,Rd 


R:W 2nd 


R:W NEXT 


R:B EA 





MOV.B @aa:24,Rd 


R:W 2nd 


R:W 3rd 


R:W NEXT 





MOV.B Rs,@ERd 


R:W NEXT 


W:B EA 





MOV.B Rs,@(d:16,ERd) 


R:W 2nd 


R:W NEXT 


W:B EA 





MOV.B Rs,@(d:24,ERd) 


R:W 2nd 


R:W 3rd 





R:W 4th 


R:W NEXT 





MOV.B Rs,@-ERd 


R:W NEXT 





nternal operation, 
2 states 


W:B EA 





MOV.B Rs,@aa:8 





R:W NEXT 


W:B EA 





MOV.B Rs,@aa:16 


R:W 2nd 


R:W NEXT 


W:B EA 





MOV.B Rs,@aa:24 


R:W 2nd 


R:W 3rd 


R:W NEXT 





MOV.W #xx:16,Rd 


R:W 2nd 





R:W NEXT 





MOV.W Rs,Rd 


R:W NEXT 





MOV.W @ERs,Rd 


R:W NEXT 


R:W EA 





MOV.W @(d:16,ERs),Rd 


R:W 2nd 


R:W NEXT 


R:W EA 





MOV.W @(d:24,ERs),Rd 


R:W 2nd 


R:W 3rd 


R:W 4th 


R:W NEXT 





MOV.W @ERs+,Rd 


R:W NEXT 


nternal operation, 
2 states 


R:W EA 





MOV.W @aa:16,Rd 


R:W 2nd 


R:W NEXT 


R:W EA 





MOV.W @aa:24,Rd 


R:W 2nd 


R:W 3rd 


R:W NEXT 





MOV.W Rs,@ERd 


R:W NEXT 


W:W EA 





MOV.W Rs,@(d:16,ERd) 


R:W 2nd 


R:W NEXT 


W:W EA 





MOV.W Rs,@(d:24,ERd) 


R:W 2nd 


R:W 3rd 





R:E 4th 


R:W NEXT 





MOV.W Rs,@-ERd 


R:W NEXT 





nternal operation, 
2 states 


W:W EA 





MOV.W Rs,@aa:16 


R:W 2nd 


R:W NEXT 


W:W EA 





MOV.W Rs,@aa:24 


R:W 2nd 


R:W 3rd 


R:W NEXT 





MOV.L #xx:32,ERd 


R:W 2nd 


R:W 3rd 


R:W NEXT 





MOV.L ERs,ERd 


R:W NEXT 





MOV.L @ERs,ERd 


R:W 2nd 


R:W NEXT 


R:W EA 


R:W EA+2 





MOV.L @(d:16,ERs),ERd 


R:W 2nd 


R:W 3rd 


R:W NEXT 


R:W EA 


R:W EA+2 





MOV.L @(d:24,ERs),ERd 


R:W 2nd 


R:W 3rd 


R:W 4th 


R:W 5th 


R:W NEXT 





MOV.L @ERs+,ERd 








R:W 2nd 








R:W NEXT 





Internal operation, 
2 states 


R:W EA 
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R:W EA+2 














Table 2-8 Bus States (cont) 


Instruction 


2 


3 


4 


5 





MOV.L @aa:16,ERd 


R:W 3rd 


R:W NEXT 


R:W EA 


R:W EA+2 





MOV.L @aa:24,ERd 


R:W 3rd 


R:W 4th 


R:W NEXT 


R:W EA R:W EA+2 





MOV.L ERs,@ERd 


R:W NEXT 


W:W EA 


W:W EA+2 





MOV.L ERs,@(d:16,ERd) 


R:W 3rd 


R:W NEXT 


W:W EA 





MOV.L ERs,@(d:24,ERd) 


R:W 3rd 


R:W 4th 


R:W Sth 


R:W NEXT 





MOV.L ERs,@-ERd 


R:W NEXT 


nternal operation, 
2 states 


W:W EA 


W:W EA+2 





MOV.L ERs,@aa:16 


R:W 3rd 


R:W NEXT 


W:W EA 


W:W EA+2 





MOV.L ERs,@aa:24 


R:W 3rd 








R:W 4th 


R:W NEXT 


W:W EA W:W EA+2 





MOVFPE @aa:16,Rd 


nternal operation, 
2 states 


R:W *3 EA 








MOVTPE Rs,@aa:16 


nternal operation, 
2 states 


W:B *3 EA 














MULXS.B Rs,Rd 


R:W NEXT 


Internal operation, 12 states 





MULXS.W Rs,ERd 





R:W NEXT 


Internal operation, 20 states 





MULXU.B Rs,Rd 


Internal operation, 12 states 





MULXU.W Rs,ERd 


Internal operation, 20 states 





NEG.B Rd 





NEG.W Rd 





NEG.L ERd 





NOP 





NOT.B Rd 





NOT.W Rd 





NOT.L ERd 





OR.B #xx:8,Rd 





OR.B Rs,Rd 





OR.W #xx:16,Rd 


R:W NEXT 





OR.W Rs,Rd 





OR.L #xx:32,ERd 


R:W rd 


R:W NEXT 





OR.L ERs,ERd 


R:W NEXT 





ORC #xx:8,CCR 





POP.W Rn 





nternal operation, 
2 states 


R:W Stack 





POP.L ERn 














R:W NEXT 





Internal operation, 
2 states 


R:W Stack (H) 
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R:W Stack (L) 

















Table 2-8 Bus States (cont) 


Instruction 


1 


2 


3 





PUSH.W Rn 


R:W NEXT 


Internal operation, 
2 states 


W:W Stack 





PUSH.L ERn 


R:W 2nd 


R:W NEXT 


Internal operation, 
2 states 


W:W Stack (L) 


W:W Stack (H) 





ROTL.B Rd 


R:W NEXT 





ROTL.W Rd 


R:W NEXT 





ROTL.L ERd 


R:W NEXT 





ROTR.B Rd 


R:W NEXT 





ROTR.W Rd 


R:W NEXT 





ROTR.L ERd 


R:W NEXT 





ROTXL.B Rd 


R:W NEXT 





ROTXL.W Rd 


R:W NEXT 





ROTXL.L ERd 


R:W NEXT 





ROTXR.B Rd 


R:W NEXT 





ROTXR.W Rd 


R:W NEXT 








ROTXR.L ERd 


R:W NEXT 





RTE 





R:W NEXT 


R:W Stack (H) 


R:W Stack (L) 


Internal operation, 
2 states 








RTS Normal 


R:W NEXT 


R:W Stack 


Internal operation, 
2 states 


R:W (*4) 





Advanced 





R:W NEXT 


R:W Stack (H) 


R:W Stack (L) 


Internal operation, 
2 states 





R:W NEXT 





R:W NEXT 





R:W NEXT 





R:W NEXT 





R:W NEXT 





R:W NEXT 





R:W NEXT 





R:W NEXT 








R:W NEXT 





R:W NEXT 








R:W NEXT 





SHLR.L ERd 


R:W NEXT 





SLEEP 


R:W NEXT 





STC CCR,Rd 








R:W NEXT 
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Table 2-8 Bus States (cont) 


Instruction 


2 


3 





STC CCR,@ERd 


R:W NEXT 


W:W EA 





STC CCR,@(d:16,ERd) 


R:W 3rd 


R:W NEXT 


W:W EA 





STC CCR,@(d:24,ERd) 


R:W 3rd 


R:W 4th 


R:W Sth 


R:W NEXT 





STC CCR,@-ERd 


R:W NEXT 


Internal operation, 
2 states 


W:W EA 





STC CCR,@aa:16 


R:W 3rd 


R:W NEXT 


W:W EA 





STC CCR,@aa:24 


R:W 3rd 


R:W 4th 


R:W NEXT 





SUB.B Rs,Rd 





SUB.W #xx:16,Rd 


R:W NEXT 





SUB.W Rs,Rd 





SUB.L #xx:32,ERd 





R:W 3rd 


R:W NEXT 





SUB.L ERs,ERd 





SUBS #1/2/4,ERd 





SUBX #xx:8,Rd 








SUBX Rs,Rd 





TRAPA #x:2 Normal 


Internal operation, 
2 states 


W:W Stack (L) 


W:W Stack (H) 


Internal operation, 
2 states 


R:W (*7) 





Advanced 





Internal operation, 
2 states 


W:W Stack (L) 


W:W Stack (H) 


R:W VEC+2 


Internal operation, 
2 states 





XOR.B #xx8,Rd 





XOR.B Rs,Rd 





XOR.W #xx:16,Rd 


R:W NEXT 





XOR.W Rs,Rd 





XOR.L #xx:32,ERd 


R:W 3rd 


R:W NEXT 





XOR.L ERs,ERd 


R:W NEXT 





XORC #xx:8,CCR 








Reset exception Normal 
handling 


nternal operation, 
2 states 


R:W (*5) 





Advanced 


R:W VEC+2 


Internal operation, 
2 states 


R:W (*5) 





Interrupt exception | Normal 
handling 


nternal operation, 
2 states 


W:W stack (L) 


W:W stack (H) 


Internal operation, 
2 states 


R:W (*7) 





Advanced 

















nternal operation, 
2 states 





W:W stack (L) 


W:W stack (H) 
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R:W VEC+2 





Internal operation, 
2 states 








Notes: 1. EAs is the contents of ER5. EAd is the contents of R6. 


2. EAs is the contents of ER5. EAd is the contents of R6. Both registers are incremented by 1 after execution of the 
instruction. n is the initial value of R4L or R4. If n = 0, these bus cycles are not executed. 


The number of states required for byte read or write varies from 9 to 16. 
Starting address after return. 


Starting address of the program. 


DOV Be OS 


Prefetch address, equal to two plus the PC value pushed on the stack. In recovery from sleep mode or software standby 
mode the read operation is replaced by an internal operation. 


N 


Starting address of the interrupt-handling routine. 


8. NEXT: Next address after the current instruction. 
2nd: Address of the second word of the current instruction. 
3rd: Address of the third word of the current instruction. 
4th: | Address of the fourth word of the current instruction. 
5th: | Address of the fifth word of the current instruction. 
EA: Effective address. 
VEC: Vector address. 
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Section 3. Processing States 


3.1 Overview 


The CPU has five main processing states: the program execution state, exception handling state, 
power-down state, reset state, and bus-released state. The power-down state includes sleep mode, 
software standby mode, and hardware standby mode. Figure 3-1 shows a diagram of the 
processing states. Figure 3-2 indicates the state transitions. For details, refer to the relevant 
microcontroller hardware manual. 





Processing Program execution 
states state 


The CPU executes program instructions in sequence. 


Exception-handling 
state 


A transient state in which the CPU executes a hardware 
sequence (saving the program counter and condition-code 
register, fetching a vector, etc.) in response to a reset, 
interrupt, or other exception. 


Bus-released state 


The external bus has been released in response to an external 
or internal bus request signal. 


Reset state 


The CPU and all on-chip supporting modules have been 
initialized and are stopped. 





Power-down state Sleep mode 


Some or all clock signals are 
stopped to conserve power. Software standby 
mode 





Hardware standby 
mode 


| 
ith 








Figure 3-1 Processing States 
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End of bus-released state 





Bus request 




















Bus request 
completion 









External interrupt 








Exception-handling state 






STBY high, RES low 





Reset state”! 


Notes: 1. From any state except hardware standby mode, a transition to the reset state occurs whenever RES 
goes low. 
2. From any state, a transition to hardware standby mode occurs when STBY goes low. 





Figure 3-2 State Transitions 
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3.2 Program Execution State 


In this state the CPU executes program instructions in normal sequence. 


3.3 Exception-Handling State 


The exception-handling state is a transient state that occurs when the CPU alters the normal 
program flow due to a reset, interrupt, or trap instruction. The CPU fetches a starting address from 
the exception vector table and branches to that address. In interrupt exception handling the CPU 
references the stack pointer (ER7) and saves the program counter and condition-code register. 


3.3.1 Types of Exception Handling and Their Priority 


Exception handling is performed for resets, interrupts, and trap instructions. Table 3-1 indicates 
the types of exception handling and their priority. 


Table 3-1 Exception Handling Types and Priority 





Priority Type of Exception Detection Timing Start of Exception Handling 
High Reset Synchronized with Exception handling starts 
A clock immediately when RES changes 
from low to high 
Interrupt End of instruction When an interrupt is requested, 
execution (see note) exception handling starts at the end 


of the current instruction or current 
exception-handling sequence 








Trap instruction When TRAPA Exception handling starts when a 
Low instruction is executed trap (TRAPA) instruction is executed 


Note: Interrupts are not detected at the end of the ANDC, ORC, XORC, and LDC instructions, or 
immediately after reset exception handling. 


Figure 3-3 classifies the exception sources. For further details about exception sources, vector 
numbers, and vector addresses refer to the relevant microcontroller hardware manual. 





(- Reset 


External interrupts 
Exception sources Interrupt 
Internal interrupts (from on-chip supporting modules) 





L Trap instruction 








Figure 3-3 Classification of Exception Sources 
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3.3.2 Exception-Handling Sequences 


Reset Exception Handling: Reset exception handling has the highest priority. The reset state is 
entered when the RES signal goes low. Then, if RES goes high again, reset exception handling 
starts when the reset condition is satisfied. Refer to the relevant microcontroller hardware manual 
for details about the reset condition. When reset exception handling starts the CPU fetches a start 
address from the exception vector table and starts program execution from that address. All 
interrupts, including NMI, are disabled during the reset exception-handling sequence and 
immediately after it ends. 


Interrupt Exception Handling and Trap Instruction Exception Handling: When these 
exception-handling sequences begin, the CPU references the stack pointer (ER7) and pushes the 
program counter and condition-code register on the stack. Next, if the UE bit in the system control 
register (SYSCR) is set to 1, the CPU sets the I bit in the condition-code register to 1. If the UE bit 
is cleared to 0, the CPU sets both the I bit and the UI bit in the condition-code register to 1. Then 
the CPU fetches a start address from the exception vector table and execution branches to that 
address. 


The program-counter value pushed on the stack and the start address fetched from the vector table 


are 16 bits long in normal mode and 24 bits long in advanced mode. Figure 3-4 shows the stack 
after the exception-handling sequence. 
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SP -2 SP +2 
SP -1 SP +3 


SP -—4 SP (ER7) >| 
SP-3 SP +1 


Even address 





Before exception ne After exception 
handling starts Pushed on stack handling ends 





(a) Stack structure in normal mode 


SP —4 SP (ER7) > 
SP -3 SP +1 
SP -2 SP +2 
SP -1 SP +3 


Even address 





Before exception > After exception 
handling starts Pushed on stack handling ends 





(b) Stack structure in advanced mode 


Legend 

PCe: Program counter (PC) bits 23 to 16 
PCy: Program counter (PC) bits 15 to 8 
PC_: Program counter (PC) bits 7 to 0 
CCR: Condition code register 

SP: Stack pointer 


Notes: * Ignored at return. 
1. PC is the address of the first instruction executed after the return from the exception-handling 
routine. 
2. Registers must be saved and restored by word access or longword access, starting at 
an even address. 





Figure 3-4 Stack Structure after Exception Handling 
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3.4 Bus-Released State 


This is a state in which the bus has been released in response to a bus request from a bus master 
other than the CPU. While the bus is released, the CPU halts except for internal operations. For 
further details, refer to the relevant microcontroller hardware manual. 


For further details, refer to the relevant microcontroller hardware manual. 


3.5 Reset State 


When the RES input goes low all current processing stops and the CPU enters the reset state. The 
I bit in the condition-code register is set to 1 by a reset. All interrupts are masked in the reset state. 
Reset exception handling starts when the RES signal changes from low to high. 


3.6 Power-Down State 


In the power-down state the CPU stops operating to conserve power. There are three modes: sleep 
mode, software standby mode, and hardware standby mode. For details, refer to the relevant 
microcontroller hardware manual. 


3.6.1 Sleep Mode 


A transition to sleep mode is made if the SLEEP instruction is executed while the software 
standby bit (SSBY) is cleared to 0. 


CPU operations stop immediately after execution of the SLEEP instruction. The contents of CPU 
registers are retained. 


3.6.2 Software Standby Mode 


A transition to software standby mode is made if the SLEEP instruction is executed while the 
SSBY bit is set to 1. 


The CPU and clock halt and all on-chip supporting modules stop operating. The on-chip 
supporting modules are reset, but as long as a specified voltage is supplied the contents of CPU 
registers and on-chip RAM are retained. The I/O ports also remain in their existing states. 


3.6.3 Hardware Standby Mode 
A transition to hardware standby mode is made when the STBY input goes low. 


As in software standby mode, the CPU and clock halt and the on-chip supporting modules are 
reset, but as long as a specified voltage is supplied, on-chip RAM contents are retained. 
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Section 4 Basic Timing 


4.1 Overview 


The CPU is driven by a clock, denoted by the symbol @. One cycle of the clock is referred to as a 
“state.” The memory cycle or bus cycle consists of two or three states. Different methods are used 
to access on-chip memory, on-chip supporting modules, and external devices. Refer to the relevant 
microcontroller hardware manual for details. 


4.2 On-Chip Memory (RAM, ROM) 


For high-speed processing, on-chip memory is accessed in two states. The data bus is 16 bits 
wide, permitting both byte and word access. Figure 4-1 shows the on-chip memory access cycle. 
Figure 4-2 shows the pin states. 





Bus cycle 





T,; state To state 





@ 


Internal address bus : 


Internal read signal \ i/ 


Internal data bus 
(read access) | Read data 





Internal write signal 


Internal data bus Write data 


(write access) 








Figure 4-1 On-Chip Memory Access Cycle 
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Bus cycle 
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Figure 4-2 Pin States during On-Chip Memory Access 
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4.3 On-Chip Supporting Modules 


The on-chip supporting modules are accessed in three states. The data bus is 8 bits or 16 bits wide. 
Figure 4-3 shows the access timing for the on-chip supporting modules. Figure 4-4 shows the pin 
states. 
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Figure 4-3 On-Chip Supporting Module Access Cycle 
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Figure 4-4 Pin States during On-Chip Supporting Module Access 


4.4 External Data Bus 


The external data bus is accessed with 8-bit or 16-bit bus width in two or three states. Figure 4-5 
shows the read timing for two-state or three-state access. Figure 4-6 shows the write timing for 
two-state or three-state access. In three-state access, wait states can be inserted by the wait-state 
controller or other means. For further details refer to the relevant microcontroller hardware 
manual. 
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Figure 4-5 External Device Access Timing (1) Read Timing 
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Figure 4-6 External Device Access Timing (2) Write Timing 
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